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EXECUTIVE SUMMARY
Background
Lunar regolth s a mxture of rock, mneral, and glass fragments transformed nto a dstnctve 
materal by a unque combnaton of space weatherng processes. Lunar regolth makes up the lunar sol 
that covers the surface of the Moon in thicknesses from centimeters to hundreds of meters; it reflects the 
geologcal dfferences observed n the lunar geography but also dsplays a remarkable unformty n many 
physcal characterstcs. As NASA prepares to return humans to the lunar surface for a long-term presence, 
knowledge of the lunar materals and ther envronment has been multpled by the careful study of the 
lunar samples returned by the Apollo mssons that represent a dversty of geologcal materals and pro-
cesses. That critical knowledge, while still limited, enables the definition of standard lunar regolith simu-
lant (SLRS) materals that should be used as lunar sol analogs n hardware development and testng.
The Apollo program developed a set of standard lunar sol smulants to test all surface systems n 
preparaton for the lunar landngs. Ths approach was hghly successful despte the lmted knowledge of 
the lunar surface at the tme. These materals no longer exst and the lbrary of documents descrbng ther 
compostons s ncomplete. 
Although a varety of smulant materals was used to test Apollo surface systems, astronauts and 
msson controllers encountered several challengng problems. Some of the problems encountered wth 
the lunar regolth resulted n the followng:
• Lunar Roving Vehicle (LRV) slippage and crew sinkage in steep slopes of loose regolith at crater 
edges.
• Inability and persisting difficulty of tools to penetrate lunar regolith beyond tens of centimeters (core 
drllng tube, anchorng rods, and severe abrason durng excavaton).
• Lunar dust caused hardware falures, as follows:
 – Falure of seals on all rock-boxes sealed n ther orgnal vacuum (10–12 Torr) on the Moon, resultng 
n no prstne lunar samples returned to Earth.
 – Jamming of extension tool handles.
 – Severe abrasion compromised the joints on extra vehicular activity (EVA) suits resulting in pressure 
degradaton and reducton n moblty. 
 – Unforeseen accumulation on the LRV radiators required extensive astronaut time for unplanned cleaning 
tasks that proved neffectve.
v
• Accumulation of lunar soil particles on EVA suits resulted in dust invasion of the lunar module and 
problems with reassembly of suits for subsequent EVAs.
• Astronaut exposure to arborne dust causng physologcal rrtaton.
The Apollo experence demonstrated the need for extensve testng of surface systems wth mate-
rals smlar to the n stu lunar materals that wll be encountered. The Mars rovers have experenced 
operatonal challenges n clmbng slopes of loose sol that have requred real-tme problem smulaton 
n a test-bed utlzng smulant materal. As NASA consders a return to the Moon, the pressng need for 
SLRS materals s further compounded by the fact that the remanng lunar sample nventory currently 
available (≈350 kg) is insufficient in quantity to support lunar technology projects and its scientific value 
s too great to be consumed by destructve studes. Every effort must be made to utlze smulants.
The 2005 Lunar Regolith Simulant Materials Workshop
The Lunar Regolith Simulant Materials Workshop was held in Huntsville, AL, on January 24–26, 
2005, and was hosted by Marshall Space Flght Center (MSFC). The sponsors of ths workshop were the 
Exploration Systems Mission Directorate (ESMD) and MSFC in collaboration with the Johnson Space 
Center (JSC). 
The purpose of the workshop was to dentfy the needs for wdely accepted SLRS materals to per-
form research and development of technologes requred for lunar operatons and to establsh a common, 
traceable, and repeatable process regardng the standardzaton, characterzaton, and dstrbuton of lunar 
simulants for use by the scientific and engineering communities. 
This workshop made extensive use of and endorsed many of the findings and recommendations 
of a 1989 workshop enttled Workshop on Producton and Uses of Smulated Lunar Materals. The work 
performed during the 2005 Workshop was focused to update the scientific and programmatic aspects of 
the material to reflect the current knowledge base and to best serve the current NASA program of lunar 
exploraton. 
The Lunar Regolith Simulant Materials Workshop was the first of four workshops that dealt with 
the topc n 2005 (Granular Materals n Lunar and Martan Exploraton, Bologcal Effects of Lunar Dust, 
and Dust Mtgaton Technologes Focus Group). Close collaboraton between the varous workshop orga-
nzng teams has yelded consensus on smulant requrements.
For further nformaton, see the Lunar Regolth Smulant Materals Workshop Web ste: http://sru.
msfc.nasa.gov/lb/workshops/lrsm2005.html.
vLunar Simulant Materials
Lunar simulants were defined by the 1989 Workshop and the subsequent technical report published 
n 1991 (LPI Techncal Report 91–01) as “[a]ny materal manufactured from natural or synthetc terrestral 
or meteortc components for the purpose of smulatng one or more physcal and/or chemcal propertes 
of a lunar rock or soil.” Terrestrial materials specifically chosen to simulate the lunar regolith need to be 
processed n order to replcate the crtcal physcal and chemcal parameters of the regolth; they may also 
have added synthetc materals such as glasses, metals, and mnerals to provde some of the unque qual-
tes of lunar regolth. 
Smulants are needed for several exploraton dscplnes and each has specal needs. For nstance, 
lunar resource simulants, needed for studies of materials processing techniques, require very specific 
chemcal and mneralogcal smlarty to lunar sols whle geotechncal researchers requre large volumes 
of materals that smulate physcal behavor. Lunar dust smulants, needed for studes related to human 
toxcology, surface abrason, and dust adheson on system components, demand specal processng to 
properly smulate the unque propertes of the dust and acheve the requred sze fracton (<20 µm for 
human toxcology studes and <50 µm for systems testng).
The propertes of lunar regolth smulants were a major topc of dscusson durng the 2005 Lunar 
Regolth Smulant Materals Workshop. A table of mportant regolth smulant propertes was developed 
as part of the 2005 Workshop that reflects this discussion and the consensus of the participants. This table 
s presented n appendx B.
Availability of Lunar Regolith Simulant Materials
Lunar simulants used in recent years are no longer produced and available supplies; e.g., JSC–1 
and MLS–1, are insufficient to meet the needs of current lunar technology projects. Also, to our knowl-
edge, lunar dust smulants have only been produced n very small quanttes. Currently NASA does not 
have the smulants necessary to represent the dversty of materal compostons expected to be encoun-
tered on the Moon; .e., mare (basaltc), hghland (anorthostc), rock-ce mxtures, etc. Testng of opera-
tonal systems for future lunar mssons, ncludng polar mssons, wll requre smulant compostons of 
the n stu materals expected to be found at each landng ste.
A survey of potental users and estmates of needed smulant reserves n the sprng of 2005 nd-
cated that the need for lunar smulant materals could fall between 125 and 250 t over the next 4 years.
Selection of Standard Simulant Materials
Traceable standards are required for comparative testing and equipment qualification. Currently, 
no nterlaboratory SLRS materals or standard Mars regolth smulants have been developed by consensus 
of the scientific and engineering communities, leaving research and development efforts to rely on a wide 
varety of materals thus leadng to data of questonable valdty and applcablty. Publshed results on n 
stu resource utlzaton processes have demonstrated that the use of geologcally napproprate and poorly 
characterized simulant materials has yielded inconsistent and sometimes unverifiable results, as well as 
erroneous conclusons about the actual lunar regolth. 
v
The performance of canddate technologes for surface operatons can only be properly evaluated 
and compared by usng common standard smulant materals. The use of these standard materals wll 
significantly reduce development costs and risks by avoiding system design failures related to the use of 
mproperly developed and/or mantaned smulant materals. Dust smulants that are properly produced 
and standardized using defined requirements will be critical to the understanding of the effects of dust on 
humans and mission critical subsystems; e.g., life support, mobility systems and EVA suits.
The problems assocated wth the mproper selecton of smulant materals are further dscussed n 
secton 4, Lunar Smulant Materals: Hstorcal Development, Present Status, and Future Needs.
2005 Workshop Key Findings, Risk Mitigation, and Recommendations
The 2005 Workshop utlzed presentatons, breakout sessons, and electronc capture of comments 
from the diverse community of experts present. From this material, key workshop findings were devel-
oped, risk mitigation strategies identified, and recommendations set forth. Key findings constitute the core 
of ths Techncal Publcaton. Rsk mtgaton strateges and recommendatons of the 2005 Workshop can 
be found n secton 5, Recommendaton 1: Standard Lunar Regolth Smulant Materals, secton 6, Rec-
ommendation 2: Establish a Process for Development, Production, and Certification of Standard Lunar 
Regolth Smulant Materals, and secton 7, Recommendaton 3: Develop a Long-Term Smulant Acqus-
ton Strategy. A summary of the key recommendatons follows:
• Workshop recommendaton 1: Establsh a common set of standards for smulant materals, known as 
SLRS, for NASA sponsored projects. Standards should be based on the concepts of famly, roots, and 
dervatves. New smulants should be based on the expected landng stes, ncludng the lunar mare, 
highland and polar regions. This recommendation is further defined in section 5, Recommendation 1: 
Standard Lunar Regolth Smulant Materals.
• Workshop recommendation 2: Establish a process for the development, production and certification of 
SLRS materals. NASA should also proceed as quckly as practcal wth the development of requre-
ments, standardzaton, and characterzaton of a famly of smulants. Ths recommendaton s further 
defined in section 6, Recommendation 2: Establish a Process for Development, Production, and Certifi-
caton of Standard Lunar Regolth Smulant Materals. An llustraton of the process s dsplayed at the 
end of the Executve Summary.
• Workshop recommendaton 3: Develop a long-term smulant acquston strategy. A Smulant Scence 
Advsory Group should be establshed to assst NASA n the development of requrements and the 
standardzaton of smulant materals. Ths group should nclude, but not be lmted to, members wth 
expertse n planetary scence (Moon, Mars, asterods, etc.), materals scence, and the development of 
geochemcal standard reference materals. Ths group should meet as needed to perform ts functons 
and ssue ts recommendatons to NASA. NASA should also develop polces related to the organza-
tion, procurement, quality control, certification, storage, distribution, and usage of simulant materials 
for NASA sponsored projects. Addtonal nformaton concernng polcy and the functons of the Smu-
lant Science Advisory Group is further defined in section 7, Recommendation 3: Develop a Long-Term 
Smulant Acquston Strategy.
v
• An additional recommendation of the workhop was to proceed as quickly as possible with a unified, near-
term ESMD simulant acquisition through an immediate redeployment of lunar mare simulant JSC–1. 
In response to the mmedate needs for an adequate lunar regolth smulant by many NASA-funded tech-
nology projects and a larger scence and engneerng communty, and n recognton of the value of (now 
exhausted) simulant JSC–1, NASA should immediately initiate a production run of JSC–1, a glass-rich 
basaltc ash prepared to approxmate lunar mare sols of mdrange ttanum content n order to provde 
smulant that s of general use to the communty. Ths smulant should be used for short-term needs 
and to supplement the famly of root smulants proposed for development as part of an overall smulant 
development and producton plan.
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1TECHNICAL PUBLICATION
LUnAR REgoLITH SIMULAnT MATERIALS: RECoMMEnDATIonS  
FoR STAnDARDIZATIon, PRoDUCTIon, AnD USAgE
1.  2005 LUnAR REgoLITH SIMULAnT MATERIALS WoRKSHoP
1.1  Purpose
The Lunar Regolth Smulant Materals Workshop was hosted by the Exploraton Scence and 
Technology Division at the Marshall Space Flight Center (MSFC) in Huntsville, AL, on January 24–26, 
2005, and was sponsored by the Exploraton Systems Msson Drectorate (ESMD) and MSFC n collabo-
ration with Johnson Space Center (JSC). 
The goal of the Lunar Regolth Smulant Materals Workshop (hereafter referred to as the 2005 
Workshop) was to establsh requrements for the producton and dstrbuton of terrestral analogs of lunar 
regolth, whch wll become the accepted source materal standards for research and development efforts 
on space resources utilization technologies. The required degree of fidelity with which simulant materi-
als must approxmate the lunar regolth s hgher for the development and valdaton of space resources 
utlzaton technologes than for any other technologes snce space resources utlzaton hardware must be 
desgned to handle, transport, and transform lunar materals. The avalablty of such smulant materals 
will undoubtedly benefit all technology development efforts conducted to realize NASA’s plans for lunar 
surface operatons. The current lack of avalable and commonly accepted smulant materals hampers 
research progress and often renders studes and performance comparsons of technologes nconclusve.
The workshop brought together over 90 attendees representng a wde range of expertse: lunar 
scence experts, ESMD prncpal nvestgators, space and terrestral systems engneers, and experts n 
smulant development, space resources utlzaton, and the physologcal effects of dust partcles. Also 
attending were Extra Vehicular Activity (EVA) and spacecraft life support technologists and NASA Head-
quarters managers. Ths very dverse group ncluded representatves of scence and engneerng academa, 
mnng and earth-movng equpment ndustres, aerospace ndustres, U.S. Army Cold Regons Research 
Laboratory, U.S. Geologcal Survey (USGS), and NASA, and provded a platform for broad dscusson 
and requrements collecton.
1.2  1989 Workshop on Production and Uses of Simulated Lunar Materials
On September 25–27, 1989, a workshop enttled “Workshop on Producton and Uses of Smulated 
Lunar Materals” (hereafter referred to as the 1989 Workshop) was convened at the Lunar and Planetary 
Institute (LPI) in Houston, TX, by David McKay and James Blacic. The purpose of this workshop was 
2to define the need for simulated lunar materials and examine related issues in support of extended space 
exploraton and development. The workshop focused on a detaled examnaton of the varety of potental 
smulants and the methods for ther producton, as well as polcy ssues that were pertnent at the tme. The 
subsequent workshop report was publshed n 1991 as LPI Techncal Report 91–01.1
The 2005 Workshop made extensive use of and endorsed many of the findings and recommenda-
tons of the 1989 Workshop, and several experts who partcpated n that event were nvted to the 2005 
Workshop. The work performed during the 2005 Workshop was focused on updating the scientific and 
programmatic aspects of the material to reflect the current knowledge base.
A summary of the findings and recommendations of the 1989 Workshop is provided in appendix B 
of ths Techncal Publcaton (TP).
1.3  2005 Lunar Regolith Simulant Materials Workshop Agenda and Data Collection
The 2005 Workshop was structured into two activities. The first activity was a set of presentations 
chosen to cover the ssues facng the development of smulant materals and promote a thorough dscus-
son among the attendees pror to the workng sessons. The ttles of the presentatons and the authors 
follow:
• The Status of Lunar Smulant Materals (L. Sblle).
• Physcal and Chemcal Characterstcs of Lunar Regolth: Consderatons for Smulants (L.A. Taylor).
• Evoluton of the Lunar Regolth (D.S. McKay).
• The Geotechncal Propertes of the Lunar Regolth: From Equator to the Poles (L.A. Taylor).
• Lunar Regolth Smulant MLS–1: Producton and Engneerng Propertes (S. Batste).
• Characterzaton Strateges and Requrements for Lunar Regolth Smulant Materals (P.K. Carpenter).
• New Lunar Root Simulants: JSC–2 (JSC–1 Clone) and JSC–3 (J.L. Carter).
• Characterzaton of Chemcal and Physcal Propertes of Proposed Smulant Materals (G.P. Meeker).
• Development of Geochemcal Reference Materals at the Unted States Geologcal Survey 
(S.A. Wlson).
• The Moon as a Beach of Fne Powders (M. Nakagawa).
• Bologcal Effects of Lunar Surface Mneral Partculates (R. Kerschmann).
• The Effects of Lunar Dust on Advanced EVA Systems: Lessons From Apollo (R.A. Creel).
• Sintering, Melting, and Crystallization of Lunar Soil With an Experimental Petrologic Point of View 
(G.E. Lofgren).
• Towards Lunar Smulants Possessng Propertes Crtcal to Research & Development of Extractve Pro-
cesses (D. Sadoway).
• The In-Stu State: The Elusve Ingredent n Lunar Smulant (E.S. Berney).
• Lunar Regolth Smulant Requrements: Mechancal Propertes Consderatons (D.M. Cole).
• Composton of the Lunar Hghland Crust: A New Model (P.D. Lowman).
• Space Radiation and Lunar Regolith (J.H. Adams).
A complaton of the abstracts of all presentatons and addtonal posters s avalable on the 2005 
Workshop Web ste.2
3The second actvty conssted of a workng sesson focused on the gatherng of requrements for 
lunar smulant materals. Topc experts were nvted to partcpate n one of three workng groups that 
most closely matched ther areas of nterest and expertse. Ths actvty was splt nto three subject expert 
groups, whch covered the physcal, chemcal, and dust characterstcs of the requred lunar smulant. 
Participants were asked to evaluate the importance of reproducing specific known physical and chemi-
cal propertes of the lunar regolth because these propertes would affect the performance of potental 
technologes developed for lunar surface operatons. Three expert groups were formed to examne lunar 
actvtes nvolvng the physcal handlng and processng of the regolth, chemcal processng of the rego-
lith, and those activities affected by the dust fraction of the regolith; i.e., grain size below 50 μm. Early 
recognition of the specific problems caused by the dust fraction of the regolith prompted the assignment of 
an expert group to address that ssue. The resultng rankng and wrtten evaluatons were used to populate 
a propertes requrements matrx. Comments and requrements were captured utlzng a server-based col-
laboraton tool and electronc data capture. Data collected durng these sessons were analyzed and used 
to generate ths TP and prepare the requrements document for standard lunar regolth smulant (SLRS) 
materals, whch wll be publshed separately.
The relaton of the 2005 Workshop to the requrements gatherng process s llustrated n 
figure 1.
Potential Lunar 
Landing Sites
• Characterization Data
• Research and 
 Operational Data
Users of Simulants
• Exploration Systems 
 Research Technology
 – Intramural Call for 
  Proposal Awardees
 – Broad Area Annoucement 
  Recipients
 – Small Business Innovative 
  Research
• Human Systems Research 
 and Technology
 – In Situ Life Support 
  Processes
 – In Situ Fabrication and 
  Repair
 – Advanced EVA
 – Toxicology
• Future Technology
 Research Institutions and
 Government Labs
• Educational Outreach
• New Centennial Challenge
Simulant Developers and
Lunar Regolith Experts
• JSC–1 Simulant Developers
• Lunar Sample Curator
• Lunar Geologists
• Others
Lunar Regolith 
Simulant Workshop
• Chemical Properties
• Physical Properties
• Dust Characteristics
Properties
Requirements Matrix
Post Workshop
Data Inputs and 
Evaluation
Simulant
Requirements
Specifications
Simulant
Workshop 
Findings and 
Recommendations
Future
Production
Acquisition
Strategies
Subject Expert
Working Groups
Figure 1.  Simulant requirements definition, 2005 Workshop findings, and recommendations process.
42.  LUnAR REgoLITH SIMULAnT MATERIAL nEEDS
2.1  Introduction
Lunar samples returned from the Apollo mssons represent dverse geologcal materals and pro-
cesses and have been studed n consderable detal usng numerous characterzaton technques. Develop-
ng lunar smulants presents a challenge n matchng terrestral materals to lunar sols and rocks. Exstng 
lunar simulants such as JSC–1 and Minnesota lunar simulant- (MLS–) 1 have been utilized as engineering 
test materals wth prmary emphass placed on determnng geotechncal propertes and secondary empha-
ss on supportng chemcal and mneralogcal analyss. Implementaton of a comprehensve sute of SLRS 
materals for use n the development of all surface technologes for lunar operatons wll requre a dverse 
set of mneral, rock, and synthetc materals, coupled wth processng technologes and characterzaton 
by both geotechncal and chemcal/mneralogcal technques. Presented n ths secton s a bref roadmap 
coupled wth development requrements for lunar smulants that support antcpated NASA mssons.
Lunar soils are comprised of materials that are predominantly basaltic and anorthositic, reflect-
ng mare and hghland source regons, respectvely. Meteorte mpact events have mxed these materals 
over large areas and have produced significant fragmentation, melting, and glass formation. These actions 
are evidenced in the texture, chemistry, mineralogy, and presence of significant glass fraction as well as 
vapor-deposted reduced ron (Fe). Lunar smulants can, n prncple, be matched to lunar source mater-
als by means of selectng root components that, when mxed and processed approprately, duplcate the 
characterstcs of the lunar target materals. Potental root smulants are basalt, anorthoste, mneral and 
glass separates, and sze-fractons such as dust and Fe nanophase materal. Based on trace element chem-
stry, meteortc materal clearly exsts n lunar sols and represents a challenge n dentfyng equvalent 
terrestral materals to use as meteorte smulants. Quanttatve modelng of root smulant materals to 
match Apollo sol chemstry can be performed by choosng sets of smulants and then determnng a 
least-squares fit to the Apollo bulk chemistry and iterating the mix proportions. Primary goals of the 2005 
Workshop were to determne whch lunar regolth materals need to be smulated, and the accuracy wth 
whch the smulant needs to match the target lunar materal.
2.2  Lunar Exploration Architecture
A clear definition of the lunar exploration architecture is needed to give technology systems devel-
opers and researchers the proper framework wthn whch they can create the technologes and surface 
systems required to enable the Vision for Space Exploration.3 Research and development of requred lunar 
operatons technologes rely on decsons such as the choce of lunar landng stes, the short- and long-
term objectves of a human presence on the Moon, and the studes that must be conducted on the lunar 
surface to provde experence n preparaton for human mssons to Mars. These decsons wll affect the 
selecton of types and quanttes of lunar smulant materals that are requred to support the overall explo-
raton effort.
5At the tme of the wrtng of ths TP, the authors are aware that the range of human and robotc 
activities taking place during lunar surface missions has yet to be defined as part of an accepted architecture 
of the lunar exploraton effort. Sectons 2.3 through 2.6 descrbe the functonal elements that are expected 
to be part of such exploration architecture. These descriptions are based on the Vision for Space Explora-
ton and recommendatons and gudelnes of recently publshed NASA documents, such as the Exploraton 
System of Systems Techncal Requrements Document, and the Robotc Lunar Exploraton program (RLEP) 
Requrements Document. Reports of NASA-apponted study teams such as the Lunar Exploraton Analyss 
Group (LEAG) and the Exploraton Systems Archtecture Study (ESAS) team have also been consulted 
(G. Taylor, Private Communication, January 19, 2005).3–6 
2.3  Lunar Exploration Systems Requirements
NASA’s return to the Moon is part of the larger framework of a sustained and affordable space 
exploraton archtecture that wll extend the human presence across the solar system. The lunar mssons wll 
pursue three main objectives: (1) Advance scientific knowledge of the solar system and the universe through 
exploraton of the lunar envronment and geology, (2) learn to dentfy and use n stu resources to sustan 
human mssons to the planets, and (3) acqure operatonal experence on the lunar surface to prepare for 
human mssons to Mars and beyond. The RLEP plans to accomplsh several robotc mssons n lunar orbt 
and to the lunar surface as precursors to human landngs. The Lunar Reconnassance Orbter (LRO) wll be 
the first of these precursor missions anticipated to be launched in 2008 to map the lunar surface and subsur-
face n order to advance lunar scence, dentfy mneral resources, and characterze the surface envronment 
for future landngs by orbtal remote sensng. Such global mappng wll enable the selecton of safe landng 
stes for human short-duraton and outpost mssons. The presence of resources of hgh nterest, such as polar 
water ice in permanently shadowed areas or oxygen-bearing minerals, will be confirmed and quantified by 
acquston of n stu ground truth data usng robotc landers and rovers. These unmanned mssons may also 
be used to support later human mssons by deployng communcatons and navgaton, power, and other 
infrastructures. The extraction and transformation of confirmed in situ resources will first be demonstrated at 
small scale to valdate technologes before ther use as part of long-duraton stays on the lunar surface. Ths 
may lead to requrements for larger scale resource extracton and processng f they are determned to be eco-
nomically beneficial and result in accrued mission safety. These requirements include but are not limited to 
the excavaton of surface materals for radaton sheldng, producton of propellants and lfe support gases, 
and the producton of materals for human habtaton. 
The successful realzaton of such an nfrastructure on the lunar surface wll rely on the perfor-
mance of a range of specalzed systems capable of operatng for long perods of tme n the extreme lunar 
condtons. Many surface systems wll face the challenges of dealng wth the lunar regolth n unprec-
edented ways, ncludng surface traversng (rovers, hoppers), drllng, excavatng, crushng and transport-
ng of regolth, ntroducng regolth nto chemcal processors, and mtgatng dust accumulaton. These 
techncal challenges are made more formdable by the lunar envronment; .e., low gravty (1/6 g), low 
vacuum (10–12 Torr), very wde temperature ranges (–230 to 120 °C), and alternatng 14 Earth-day-long 
nghts and days. Whle the challenges are great, these capabltes wll also make possble the extracton 
of materals for n stu habtat constructon and repar and fabrcaton of energy-producng devces from 
lunar materals. Such a sophstcated nfrastructure would be essental to realze a truly sustanable space 
exploraton archtecture.
6The Moon wll become a test-bed for systems to be used n the exploraton and human habtaton 
of the Martan surface. Systems wll be deployed on the lunar surface to practce the technques requred 
by autonomous and manned systems to be used later on Mars. Operatonal experence and valdaton of 
technologes n the lunar envronment wll be sought to reduce rsks for mssons to Mars.
2.4  Simulant Material needs in Research and Technology Development
Plans to excavate raw materals, extract n stu resources to manufacture products for use on the 
Moon or for export to in-space destinations, and establish ambitious scientific installations (such as advanced 
astronomcal observatores) on the lunar surface demand that extensve testng be performed wth materals 
that are as close as possble to the regolth that wll be encountered. The need for smulant materals cannot 
be overstated.
For any successful msson, a set of current and sometmes new supportng technologes must be 
provded. The performance of current technologes must be assessed aganst a common set of crtera to 
allow the system desgner to make ntellgent choces when selectng hgh-value, low-rsk systems. Tech-
nology gaps that appear between requirements and current technologies must be identified and new tech-
nologes developed. Subsequently, the crtcal phases of research and engneerng lead to new concepts 
beng formulated and promsng technologes selected for further maturaton. As new concepts develop 
and emerge beyond basc research, they wll be demonstrated n the laboratory and then transferred to the 
engineer for further development into working ground and flight hardware.
Durng operatons on planetary surfaces, the performance of these technologes wll depend on 
the physcal and chemcal propertes of lunar and Martan materals upon whch surface systems wll be 
operated. Observatons and samplng of surface and subsurface materals by robotc payloads and humans 
wll help the msson desgner understand the relatonshp between varatons n regolth propertes and 
efficiency of the deployed systems.
Gven the complex nature of lunar materals and ther dversty across the dfferent regons wth 
respect to mneralogy, chemcal compostons, maturty and local envronmental effects, t s not possble 
to define a single material to serve as simulant for all lunar regolith materials. However, the present state of 
knowledge of lunar geologcal hstory and the physcal evdence provded by the lunar samples collected 
allow experts to dscern the major characterstcs of the lunar regolth dependng on regon of orgn and 
local envronment. Such crucal knowledge enables the estmaton that a number between 5 and 10 smulant 
materals would be adequate to meet the requrements for proper technology development and testng for 
lunar surface msson systems.
The lunar regons vsted by the Apollo mssons and the robotc Luna landers are best known and 
provde benchmarks for smulant materals development. However, these stes represent a small fracton of 
the lunar surface and are not necessarily representative of other significant regions, such as the lunar high-
lands, lunar poles, and permanently llumnated or shadowed areas where the local envronment factors are 
unique to these localities. The definition of high-fidelity simulant materials for the regolith found in these 
regons wll only be possble based on analyss of samples from these areas. In the meantme, the develop-
ment of smulant materals needed for technologes destned to operate n such poorly known lunar regons 
wll rely on approxmatons and nterpretatons of remote-sensng data. The data that wll be collected from 
7future orbtal mssons such as the LRO and robotc landng mssons to the lunar poles wll enable the 
preparaton of smulant materals that wll be crtcally needed to prepare human mssons to these areas.
In the end, the research and engineering development cycle for flight systems will require that 
engneers and scentsts adhere to a strct set of standards n both the chosen methodologes and test 
materals. To properly select technologes that wll operate and survve on the lunar and Martan surface, 
scentsts and engneers must account for the unque characterstcs of the surface regolth and rocks that 
wll be encountered. Challenges that occurred durng the Apollo mssons n mantanng the Lunar Rov-
ing Vehicle (LRV) and EVA suits, equipment seals, and drilling equipment clearly illustrate the need for 
comprehensve testng of surface equpment wth smulant materals that are a close approxmaton of the 
surface materals to be encountered.
2.5  Lunar Materials Versus Terrestrial Simulant Materials
Lunar samples have been returned from the Moon by both the Luna and Apollo mssons and 
totaled ≈380 kg of material, of which 350 kg are still available today. The lunar rock and soil collection 
prmarly represents rock samples from the Apollo 11, 12, 14, 15, 16, and 17 msson stes. These ms-
sons have predomnantly sampled materal from lunar mare stes, whch were less cratered and presented 
the safest locatons for landng and exploraton. The Apollo 15 and 16 stes were postoned adjacent to 
highland terrain and came closest to sampling lunar highland material. The lunar samples reflect a more 
restrcted geologcal envronment on the Moon compared to the dversty of envronments on Earth. It s 
generally thought that a catastrophc meltng event resulted n formaton of a lunar magma ocean, from 
which plagioclase feldspar floated to the surface and formed the anorthosite rock type of the lunar high-
lands. Ths scenaro has hstorcally been the subject of debate but has been resolved based on extensve 
geologcal analyss. However, nspecton of surface photographs at the Apollo 15 ste have been nter-
preted to represent layering suggestive of finely interspersed basaltic lava flows.7 The lunar mare basns 
were produced by erupton of basaltc lava from rng-shaped fractures due to large mpact events.
This simple scenario, crustal rockbergs of anorthosite and impact basins filled with basalt, both 
modified by meteorite impact events, is a drastic simplification, but the scenario is sufficient to summa-
rize the major geological terrains on the Moon. By contrast, such a description would not be sufficient 
to describe Earth’s geological history. The lunar surface consisting of these mare and highland rocks has 
been subjected to a consderable, though early, meteorte mpact hstory that has locally redstrbuted 
material and modified it by crushing and melting. Thus, the major weathering force on the Moon is due 
to impact events with, perhaps, secondary influence from daily lunar earthquakes that have extensively 
fractured the bedrock. The Earth presents a diverse set of materials and processes that includes the signifi-
cant redistribution of rocks by the action of plate tectonics and weathering forces that are significant due 
to the presence of water and wind. More specifically, lunar materials have formed from different source 
materials, equilibrated under more reducing conditions, and have been modified by impact processes. 
Terrestral materals are typcally formed under more oxdzng condtons. These dfferences are ev-
denced n source rock chemstry and mneralogy, coupled wth dfferences n geologcal processes and the 
absence of terrestral weatherng reactons on the Moon. The lunar sample nventory s compostonally 
more restrcted than terrestral materals. Due to the remarkable range of textural features exhbted by the 
samples, detailed scientific investigations have been required. A selection of lunar materials is presented 
in figures 2 through 7.
8Olivine Basalt (Low Ti-Basalt) 12002
× 20, plane polarized light.  Field-of-view: 8-mm long dimension.
This transmitted light photomicrograph shows an example of low-Ti mare 
basalt. Sample 12002, an Apollo 12 low-Ti basalt, contains red-brown 
pyroxene, colorless lath-shaped plagioclase, colorless blocky olivine, minor 
ilmenite, and chromite. The abundance of elongated pyroxene and 
plagioclase is indicative of rapid cooling.
Olivine Basalt (Low Ti-Basalt) 12002
× 20, cross polarized light. Field of view 8-mm long dimension.
The pyroxene in 12002 exhibits sector zoning from a pigeonite core to 
subcalcic-augite in one sector, and to ferropigeonite in the other sector. This 
zoning is in response to rapid cooling during crystal growth, and it is thought 
that this sample represents a primitive lunar liquid that originated at a depth 
of ≈300 km.
High Ti Basalt 70017
× 20, plane polarized light.  Field-of-view: 8-mm long dimension.
This is a high-Ti basalt from the Taurus-Littrow Apollo 17 site. Sample 70017 
is a vesicular, medium-grained basalt, and contains abundant pyroxene, 
plagioclase, and Fe-Ti oxides that include ilmenite, ulvospinel, and armalco-
lite, with only minor olivine. The larger grain size compared to 12002 is 
indicative of slower cooling during crystallization. Ilmenite is abundant in this 
sample, and is responsible for the elevated Ti content. This was the last 
sample collected by the Apollo 17 astronauts and the final Apollo sample 
collected on the Moon.
High Ti-Basalt 70017
× 20, cross polarized light.  Field-of-view: 8-mm long dimension.
The pyroxenes in 70017 are zoned with augite cores that transition to pigeon-
ite and Fe-rich rims. Plagioclase surrounds euhedral (faceted) pyroxene in a 
texture called poikilitic. This sample also exhibits evidence for silicate liquid 
immiscibility based on analysis of melt inclusions.
LUNAR ROCKS
Fgure 2.  The nature of lunar materals: Lunar rocks I.
9Ilmenite Olivine Basalt 12005
× 20, plane polarized light.  Field-of-view: 8-mm long dimension.
This ilmenite olivine basalt is a sample from the Apollo 12 site. Sample 
12005 contains large green olivine crystals surrounded by red pyroxene 
and relatively minor ilmenite, which encloses olivine and pyroxene. It is 
grouped with ilmenite basalts despite having a relatively low TiO2 content 
of 2.8 Wt. %. The olivine in 12005 has a high MgO content.
Ilmenite Olivine Basalt 12005
× 20, cross polarized light.  Field-of-view: 8-mm long dimension
Sample 12005 is thought to be a lava lake cumulate from the lunar surface. 
The term cumulate means that settling, floating, or accumulation of crystals 
has occurred. It is very rich in olivine and pyroxene. Most of the larger oxides 
and plagioclase are interstitial, having grown in the intercumulus pore 
spaces. The two largest grains occupying the center are olivine crystals, with 
tiny, oriented arrays of trapped melt inclusions. Plagioclase is white and 
pyroxene is brown.
Ferroan Anorthosite 60025
× 20, cross polarized light (Inset × 20, plane polarized light).  Field-of-view: 
8-mm long dimension 
Sample 60025 is a lunar highlands anorthosite from the Apollo 16 site. It is 
a cumulate that formed by floating of plagioclase in the lunar magma 
ocean during formation of the early lunar crust. Technically, it is a lithified 
anorthosite breccia or cataclastite, and contains ≈98% plagioclase of 
composition An95 to An97, and only 2% pyroxene. Fragments of several 
anorthosite compositions, as determined from the pyroxene compositions, 
are present. Pyroxenes include augite and orthopyroxene, and olivine is 
rare. Note the faulted plagioclase crystal (center) and numerous other 
deformed, faulted, and polygonized grains. All grain sizes exist as 
evidence of impact processes. Sample 60025 was determined to be 4.44 
aeons old by Sm-Nd dating, which is about 110 million years younger than 
the age of the Moon.
Shocked Highland Norite 78235
× 40, plane polarized light.  Field-of-view: 4-mm long dimension.
Sample 78235 is a coarse-grained norite, probably a cumulate, of the 
lunar highland plutonic suite. It has undergone heavy shock metamor-
phism and exhibits impact melt veins quenched to glass, polygonized 
orthopyroxene, and plagioclase that has been partially converted to 
Maskelynite (a shock glass product) and, in some places, flow deformed. 
However, the original mineralogy and cumulate texture of the pristine 
parent material still exist. Highly fractured brown orthopyroxene is visible, 
as is plagioclase that has abundant exsolved oxide dust (gray).
LUNAR ROCKS
Fgure 3.  The nature of lunar materals: Lunar rocks II. 
10
LUNAR BRECCIAS
LUNAR REGOL ITH
Polymict Breccia 14305
× 20, plane polarized light. Field-of-view: 8-mm long dimension
Sample 14305 is a polymict breccia from the Apollo 14 site, which exhibits 
rock and crystal fragments set in a dark matrix. The fragments include other 
breccias, and this polymict rock contains a variety of lithologies, chemistries, 
and histories. Several impact events are required to produce this mixing of 
rock types. The large light-colored fragment on the right is shocked anortho-
site. The large grain to the left of center is a breccia clast, as is a smaller 
fragment to its lower left. A mare basalt clast from this sample was found to be 
of the advanced age of 4.23 aeons, and cosmic ray exposure studies have 
demonstrated that this sample was tumbled over time.
Impact Melt Breccia 65015
× 40, plane polarized light. Field-of-view: 4-mm long dimension
Sample 65015 is an impact melt breccia from the Apollo 16 site, which contains 
clasts of anorthosite, gabbroic anorthosite, and some basaltic material. It is 
interpreted to have formed from a melt sheet of fallback breccia inside a large 
lunar crater, which fell into a short-lived lava lake. The trace element chemistry 
of this sample is similar to KREEP basalts, and significant component of 
meteoritic materials is present based on the elevated Iridium content.
The famous footprint left by Neil A. Armstrong on July 20, 1969, in the lunar 
regolith is 2.5-cm deep. It demonstrates both the powdery nature and the 
apparent cohesion of the regolith, which mainly consist of particles ranging from 
submicron dimensions to 1 cm. The lunar regolith is mainly formed by the in situ 
degradation of underlying rocks due to the incessant meteoritic bombardment of 
the lunar surface. Larger, less frequent impacts are able to excavate new 
bedrock while more numerous smaller ones mix and further break the existing 
material. After 4.4 aeons of such activity, the thickness of regolith is estimated to 
average 4 – 5 m in the mare areas and 10 – 15 m in older highland areas.
Regolith Breccia 15299
× 20, plane polarized light. Field-of-view: 8-mm long dimension
Sample 15299 is a regolith breccia from the Apollo 15 site, and shows a 
variety of rocks that include fragments of anorthosite, basalt, orange and 
green glass spheres and fragments (colorless, hard to distinguish), and 
monomineralic fragments in a dark brown glass matrix. Dark regions may be 
relict agglutinates, which distinguish this material as a regolith breccia. This 
breccia represents the total package of regolith materials that are shown in 
disaggregated form in the following images. 
Fgure 4.  The nature of lunar materals: Lunar breccas and regolth.
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LUNAR REGOL ITH
Mare Regolith 70181
× 100, plane polarized light.  Field-of-view: 1.6-mm long dimension
Sample 70181 is a mare regolith from the Apollo 17 site. Most of this soil 
is derived from high-Ti mare basalts, and includes light purple-brown 
pyroxenes, colorless plagioclase, basalt rock fragments, orange glass 
spheres (fire fountain droplets), and Fe-Ti oxides (black grain below 
center). Many of the dark fragments are devitrified impact glass and 
agglutinates. A dark agglutinate grain is located in the upper left, with an 
included colorless bubble.
Regolith Rock Components NASA Photo S70–55663
Fragments of the main types of lunar rocks are found in this sample: 
basalt (A), anorthosite (B), and breccia (C).
The abundant glass spherules (D) are products of impact melting under 
meteoritic bombardment.
Highland Regolith 68501
 Field-of-view: 2-cm long dimension
Sample 68501 is a mature lunar highland soil from the Apollo 16 site that 
illustrates some of the rock types from the heavily cratered highlands. 
They include feldspathic crystalline rocks of anorthositic or noritic compo-
sition, but many of the particles are microbreccias. Most of the dark, 
porous fragments are agglutinates. The clear fragments are plagioclase. 
Breccias containing fragments of feldspar are also present.
Orange Soil 74220
Sample 74220 is nearly pure orange glass (83%) from Shorty Crater, 
Apollo 17 at Taurus-Littrow. The average grain size of 74220 is ≈40 µm 
(image is of a sieved fraction above 100 µm). Adjacent black glass beads 
only differ from being rendered opaque by devitrification. Orange soil was 
found to be enriched in volatile elements (zinc, lead, silicon, chlorine, etc.) 
and the glass beads have a thin coating of condensed volatiles. None of 
the glass in this sample is similar to lunar agglutinates, nor contains 
broken mineral or lithic fragments characteristic of impact glass. As such, 
it is distinct from other lunar soils and is described as a pyroclastic deposit.
Fgure 5.  The nature of lunar materals: Lunar regolth I.
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LUNAR REGOL ITH
Orange Glass 74220
× 40, plane polarized light.  Field-of-view: 4-mm long dimension
This sample predominantly is comprised of orange, partially devitrified 
(black) glass spheres, and a small admixture of mare basalt fragments. The 
particle size is about 20 to 45 µm. Erupted basaltic melts were fragmented 
at the vent and followed ballistic trajectories. Those that quenched to glass 
without nucleating crystals are of clear orange color, caused by high Ti 
content. The black ones contain olivine crystals that grew inward from the 
surface in blade shapes. The crystallization of many tiny ilmenite crystals on 
the olivine blade margins generates the black color (see insert).
Green Glass 15421
Sample 15421 was collected in the form of friable clods several centimeters 
in diameter from around Spur Crater on the Apennine Front, Apollo 15. 
Although most lunar surface glasses are formed by meteorite impacts, 
these green glass beads are thought to come from the spraying of low-
fluidity lava in a vacuum by fire fountains. Ranging from 40 to 250 µm in this 
image, these beads are sometimes found in presence of red and yellow-
brown glasses. Reflecting multiple variations in composition, green glass is 
rich in Mg (≈18% MgO) and volatile elements, and often coated with ZnS.
Credit: Carusi et al. (1972)
Agglutinate particle NASA Photo S87–38812
The complex shapes and surface features of these particles reveal their 
impact origin. Generally small (< 1 mm), Comprised of various particles 
(mineral grains, glasses) fused together by vesicular, flow-banded glass, 
they make up about 25 to 30% of the regolith and as much as 65% of some 
samples. Unique to the Moon, they always contain submicron Fe metal 
droplets (nanophase Fe) and solar-wind gases (He, H
2
). The displayed 
agglutinate, removed from sample 10084 (Apollo 11), has a glassy surface 
extensively coated with small soil fragments. 
Credit: D.S. McKay et al. (1991)
Nanophase Iron in glass
Metallic Fe in the single-domain size range (30 – 100 Å) is found in abundance 
in agglutinates and glass rinds of mature soil particles. The formation of these 
nanoparticles through reduction of available Fe-silicates is responsible for the 
magnetism of the smallest size fraction of the lunar regolith.
Credit: D.S. McKay
Credits: Images and descriptions of thin section photomicrographs by K. 
Hollacher, Department of Geology, Union College. Other images from 
Lunar Sample Compendium by C. Meyer, NASA JSC. 
Fgure 6.  The nature of lunar materals: Lunar regolth II.
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The lunar sample nventory s prceless and ts avalablty for use n destructve testng s very 
lmted. The development of lunar smulants s logcally supported by these facts as the scence and eng-
neerng communtes requre consumable rock and sol materals that must duplcate as many propertes 
of the lunar regolth as s techncally and economcally feasble. Ths degree of duplcaton s referred to 
as simulant fidelity. The ability to develop high-fidelity simulants relies on correlating their characteristics 
and materal behavor n Earth-based testng wth that of actual lunar materal. Such truth-based develop-
ment can be acheved through grantng access to lunar samples for use n engneerng tests usng small 
quanttes followed by applcaton of scalng laws when possble. If such an approach s not a vable 
opton, the use of data obtaned durng past lunar mssons and new testng data on the lunar surface dur-
ng upcomng precursor mssons wll be requred. Smulants must be produced from terrestral rock and 
mneral sources that approach those of lunar materals n terms of chemstry and mneralogy as well as 
physcal and geotechncal propertes. The challenge s to dentfy terrestral source materals for use n 
smulant development and to apply the programs of qualty control that are normally used for producton 
of standard reference materals to produce a materal that s nherently lke that of the lunar regolth; .e., 
a sol wth varable characterstcs. As wll be dscussed, the basc needs of the communtes are to have 
access to a lunar mare smulant, a lunar hghland smulant, and to develop other smulants that are more 
specifically adjusted for processing operations that warrant a higher fidelity.
The emphass on the utlzaton of n stu mneral resources as part of establshng a human pres-
ence on the Moon and Mars places specific requirements on the development of simulants from terrestrial 
source materals and forces a close examnaton of the relatonshp between terrestral smulant materals 
and lunar regolth materals. As an example of specal nterest, lunar mneralogcal materals, enrched n 
certan elements, are the potental equvalents of terrestral ore deposts. The Apollo 17 orange glass s such 
a material (figures 5 and 6). This orange glass is thought to have formed from volcanic fire fountains, and 
contans elevated concentratons of ttanum. Glassy source materals found n the regolth are attractve as 
a resource snce remeltng glass n extractve processng requres less energy than s necessary to melt rocks 
or other mnerals. Orbtal magng of the Moon has also revealed hgher concentratons of ttanum (T) 
and Fe, whch are assocated wth the lunar mare. Renewed lunar exploraton and resource explotaton 
will require improved knowledge of the locations’ enriched materials, and high-resolution compositional 
mappng of the lunar surface wll be a necessary part of mssons that prepare for landngs.
The development of resource processng technques thus depends on the use of smulant mater-
als that reflect regolith compositions commonly found on the Moon as well as specific simulants that 
duplcate these enrched materals of mportance. In addton to the need for mare basaltc and hghland 
anorthostc smulants, t s clear that dervatve smulants that duplcate glassy agglutnates and sphercal 
orange glasses n lunar sols are mportant for the development of lunar ore processng technologes.
2.6  Research and Technology Development Efforts Requiring Lunar Simulants
Lunar surface operatons requre the development of a sute of technologes capable of performng a 
wde varety of actvtes and functons. Some of these actvtes, such as landng, operatng moble surface 
systems, and n stu regolth characterzaton, are among the earlest n the chronology of mssons whle oth-
ers like EVA or the chemical extraction of elements from the regolith may only be planned for lunar sortie 
mssons. All these technologes share a common trat: they wll all come n contact wth the lunar regolth. 
For ths reason, they requre the use of SLRS materals durng ther development and testng phase. Ths 
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approach was successfully adopted during the Apollo program and yielded a suite of five NASA standard 
lunar soil simulants (LSS), LSS1 through LSS5, used for the development of drills, tools, and LRV systems. 
Dependng on the functons they perform, the technologes under development are affected dfferently by 
certain properties of the regolith. In turn, this translates into specific requirements on the degree of fidelity 
wth whch a smulant materal must reproduce the propertes of the orgnal lunar materal. Sectons 2.6.1 
through 2.6.6 explctly descrbe the crtcal propertes of the regolth that affect several categores of lunar 
activities. This information is based on the findings of the 2005 Workshop and is to be used to establish the 
requrements on the smulant materals that must be provded. 
2.6.1  Physical Regolith Processing
Development work on technologes desgned to nteract wth the lunar regolth through mechan-
cal actons reles on knowledge of the behavor of granular materals n the unque lunar envronment; 
e.g., vacuum, 1/6 g, temperature extremes between llumnated and shadowed areas, full solar spectrum, 
and photoelectrc chargng effects. State-of-the-art knowledge of granular materals behavor for terres-
trial applications still lacks the foundation of other fields such as chemistry, fluid physics, and thermo-
dynamcs. Ths explans n part that state-of-the-art sol-handlng equpment used on Earth s reported 
to have as much as 1,000 tmes the falure rate of other categores of ndustral equpment. It cannot be 
overstated that our understandng of the behavor of such unque granular materal as lunar regolth n ts 
own unque lunar envronment s scarce, at best. Ths stuaton was examned n further detal durng the 
2005 Workshop on Granular Materals n Lunar and Martan Exploraton.8 Knowledge n these mat-
ters s essentally based on a few small scale core drllng and excavaton tests conducted by unmanned 
robotc landers (Surveyor, Luna) and the tme-lmted experences of 12 Apollo crewmembers who per-
formed drllng, excavaton, rakng, walkng, and drvng on the lunar surface. Whle the collected data, 
the first-hand accounts of the crews, and the images they captured are invaluable, experts agree that major 
advances n lunar regolth rheology and assocated scalng effects are needed n order to desgn msson 
hardware wth adequate safety factors. 
The exploraton ntatve, ntroduced by Presdent George H. Bush n the early 1990s, resulted 
in advances in regolith processing techniques. The availability of quality simulants such as JSC–1 was 
nvaluable to that work, but contnued research and development are stll needed for successful lunar 
operatons. Ths tremendous research and development effort wll be based on the extensve use of soft-
ware smulaton tools used n granular materals research and also on extensve expermental testng n 
smulated lunar envronments usng approprate regolth smulant materals. It s mportant to note that 
providing a simulant material with the right grain properties is only the first aspect of achieving accurate 
smulaton of the behavor of that granular materal durng testng. In fact, the preparaton of smulant 
materal through dryng, packng or settlng, and evacuaton of the test atmosphere s crtcal to obtanng 
accurate data for technology development. A selecton of geotechncal and engneerng propertes s pre-
sented n table 1 for comparsons between the lunar regolth and cohesonless terrestral sols. Such data 
llustrates the mportance of the choce of materals n testng any hardware desgned to handle or process 
the regolth. 
 The most significant properties of these simulant materials as they apply to specific research and 
development work are outlned n sectons 2.6.1.1 through 2.6.1.5.
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 Table 1. Compared values for selected geotechncal and engneerng propertes of the lunar   
  regolth and cohesonless terrestral sols.9
Lunar Regolith Terrestrial Soils (Dry, Cohesionless)
Geotechnical Index Property
Relative soil density 65% in top 15-cm depth  
(medium to dense)  
90% below 30-cm depth  
(very dense)
65% to 75% is practical limit for field compacted 
terrestrial soils
Bulk density, ρ 1.4–2.2 g/cm3 1.4–1.9 g/cm3
Specific mass of solids, ρs > 3.32 g/cm3, Basalt particles  
1 to > 3.32 g/cm3,  
Agglutinate/glass 2.9 to 3.1 g/cm3, Breccia
2.7 g/cm3 for most terrestrial soils
Engineering Property
Unit weight, γ 2.9–3.6 kN/m3 (at 1/6g) 14–19 kN/m3 (at 1 g)
Cohesion, c 0.1 to 1 kPa 0 kPa for dune sand
Friction angle, φ 30° to 50° 30° to 35° for dune sand
Ultimate bearing capacity, qul 25–55 kPa, intercrater areas  
< 25 kPa, crater rims;*  
6–419 kPa, calculated range  
for 0.1 m footing width  
on level ground  
6,000 kPa for 1 m footing width
30–60 kPa, stiff to hard clays;  
20–60 kPa, compact sand  
and gravel;  
< 20 kPa, loose gravel and sand, 
10–31 kPa, calculated for 0.1-m  
(footing width on level ground in dune sand)
Allowable bearing capacity, qall 8 kPa  
(1-cm acceptable settlement depth)  
0.2 psi recommended
100–300 kPa, compact sand < 75 kPa, soft clays 
and silts  
(1-cm acceptable settlement depth);  
Dune buggies: 15-psi tires
Permeability, K 1–7 × 10–12 m2 (1.65x10–3 cm/s) 10–13–10–16 m2, very fine sands;  
10–4–10–7 cm/s, silts
*  Reference 10.
2.6.1.1  Drilling.  This activity involves the use of drilling equipment to place scientific instru-
ments downhole, to retreve cores of regolth for evaluaton, or to prepare regolth for constructon pur-
poses. It s antcpated that the absence of water on the Moon wll requre further development of dry 
drllng technologes that were ntally tested on Apollo mssons.
Whle varous drllng technques exst or are proposed, the most wdely used method employs a 
rotary or rotary-percussve drll bt. Already used successfully durng Apollo mssons, such drllng typ-
cally reles on causng the drlled materal to fal when subjected to the shearng forces appled. The shear 
strength of the packed regolth depends on bulk propertes such as gran-sze dstrbuton, bulk densty, 
coheson, angle of frcton, and partcle characterstcs such as gran shape and hardness. The shape of 
regolth grans affects ther ablty to nterlock, ncreasng frcton and shear strength, whle hardness and 
angularty dctate the abrason of the drllng tool. Changng the volume fracton of glass partcles of spe-
cific shapes in crushed basalt, for example, would yield a simulant of different drilling ability than plain 
crushed basalt.
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The development of two drllng devces was accomplshed for the Apollo program. One s the 
Apollo lunar surface drll and the other s the Apollo rock core drllng devce. The development of these 
devces requred large numbers of tests usng standardzed smulant materals at a tme when lttle nfor-
maton was known about the lunar regolth. NASA standard smulants ncluded standard basalt, standard 
hgh-densty basalt, and standard 43 percent vescular basalt.11 Gran hardness and apparent coheson of 
the soil were found to be primary factors of influence in optimizing the drill bit design. Although the dense 
basalt was chosen as the benchmark for performance tests, t was noted that vescular basalt often caused 
greater degradaton of the drll bt.
2.6.1.2  Excavation.  Excavaton processes descrbe the removal and relocaton of lunar regolth 
as a part of mnng and constructon actvtes and prmarly nvolves the use of dozng and other blade-
type mechansms.
The rheological behavior (flow properties) of the regolith is a key property of the bulk material dur-
ng excavaton. As an example, t manfests tself n the angle of repose of a regolth slope formng a trench 
or an erected berm. The regolith’s rheological behavior also governs its ability to flow through hoppers 
and other feedng mechansms for resource processng reactors. Whle scale senstve—t s very mportant 
for materals of small partcle sze ranges—ths behavor s, n turn, dependent on bulk regolth propertes 
such as densty, angle of frcton, compressve strength, and shear strength. Shear falures are common n 
geotechncal applcatons and accurate values of shear strength for sols are crtcal to valdate engneer-
ng desgns. Shear strength of sols under load s drectly related to frcton between grans and provdes 
a measure of aggregate nterlock and sol structure. The resultng resstance to moton under load s an 
mportant process of energy loss n excavaton for whch the desgn of excavaton equpment requres very 
relable values. Flow characterstcs also depend strongly on the coheson of the sol, whch merts partcu-
lar attention when applied to lunar regolith. Lunar soil is deemed cohesionless in the traditional definition 
of sol coheson snce t does not derve ts coheson from materal such as clay that provdes nter-partcle 
adheson after dryng.12 In the absence of a lqud envronment, lunar regolth s nevertheless a cohesve 
sol that derves ts apparent coheson from angular, re-entrant partcles nterlockng durng settlng. These 
bulk characteristics are derived from a set of specific properties at the particle/grain scale: Grain size and 
gran-sze dstrbuton, gran shapes and gran-shape dstrbuton, gran hardness, frablty, and electrostatc 
surface charge that can be reproduced with various degrees of fidelity in a lunar simulant.
Gran-sze dstrbuton affects the resstance to mechancal acton as evdenced by the greater ease 
wth whch poorly graded sols are excavated compared to well-graded sols. Reproducton of gran-sze 
distributions with high fidelity is crucial. However, it is important to recognize that specific landing sites 
may exhbt gran sze varatons. 
Gran-shape dstrbuton affects the amount of gran nterlock and resultng frcton. The presence 
of glassy particles of various shapes in the lunar regolith is expected to vary the overall flow properties of 
the soils. For example, spherical particles will likely improve the flow characteristics relative to soil with-
out glass, while angular and other irregular shaped glass particles will interlock and impede soil flow when 
present n large quanttes. Glass partcles of varous shapes must be ncorporated n lunar regolth smu-
lants that are made prmarly of mnerals to create sols wth proper apparent coheson and rheology.
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Gran hardness s a major factor n any stuaton where mechancal abrason of components wll 
occur. The smulant must be at least n the same class of materals as the lunar sol wth respect to hardness 
(prmarly t should not be any weaker than lunar sol). At small partcle szes, hardness has an ndrect 
impact on flow characteristics. Small, hard particles such as sand are generally easy to excavate. However, 
soft partcles can also be easy to excavate dependng on other propertes.
Frablty of a porton of the lunar regolth comes from partcles wth unque characterstcs that are 
the result of the mechansms of formaton of these partcles n the lunar envronment (sec. 3, Lunar Sc-
ence).13 Of partcular nterest for the reproducton of geotechncal propertes, hghly porous, sponge-lke 
partcles and glassy agglutnates are present n large volume fractons n the regolth and ther frablty (low 
fracture strength) s thought to affect the bulk behavor of the regolth when subjected to equpment forces.
Electrostatc charges dstrbuted on the grans wll affect physcal/mechancal behavor by chang-
ing the regolith cohesion and will influence the accumulation of dust on excavating equipment. Activities 
such as excavation also generate large amounts of dust from regolith fines (at surface cuts) and this ultra-
fine fraction will need to be simulated to examine its interaction with excavating equipment. Requirements 
for dust smulants are descrbed further n secton 2.6.5, Dust Mtgaton Technologes.
It must be noted that drllng or excavatng at greater depths may reach the underlyng materal 
whch s referred to as megaregolth, and whch may behave more lke rock than unbonded regolth.14 
Propertes such as tensle strength of such materal wll dctate ts fracturng behavor but such data are 
not avalable at ths tme.
2.6.1.3  Regolith Handling and Transport.  Handlng and transportaton actvtes pertan to the 
movement of regolth from one locaton to another on the lunar surface and potentally n lunar caves. 
These actvtes are prmarly centered on the transportaton of lunar regolth for the purposes of process-
ng. They take place after the extracton of the regolth from ts orgnal locaton and deal wth the move-
ment of the materal usng varous peces of equpment ncludng loadng bns, conveyor belts, chutes, 
hoppers, feed screws, etc. Gven the state of knowledge n granular materals behavor, the handlng and 
transportation of large amounts of regolith on the Moon presents significant risks of failure for equip-
ment and safety rsks for the crew nvolved n these operatons. Certan ssues deal wth the nteracton of 
the regolth and moblty tracton systems used n transport, whch are addressed n secton 2.6.2, Lunar 
Moblty Systems.
The notion of scale is paramount in this area. The soil mechanics and flow properties of a boulder 
field are vastly different than that of a pile of submillimeter-size grains. Grain-size distribution and grain 
shapes of the regolith impact the ability of particles to interlock and also impact the overall flow properties 
in hoppers and chutes under partial gravity. They also define the angle of internal friction and the angle of 
repose of packed and loose regolth that are crtcal values to determne materal quanttes, cross sectons, 
and geometric designs for above-ground fills, roads, berms, and slopes. The presence of a large fraction 
of sub-100 µm partcles n the lunar regolth wth both strong magnetsm and electrostatc surface charges 
presents a great challenge for the desgn of transport equpment through whch large amounts of materal 
would flow. Such parameters and grain density will also impact the soil’s apparent cohesion after excava-
tion and the behavior of piles and slopes during transport under low confining stresses of partial gravity. 
Gran hardness lnked to gran mneralogy wll determne the abrason suffered by all equpment.
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2.6.1.4  Crushing.  Crushng actvtes nvolve the reducton of the sze of rock and sol from 
boulder to dust szed materal n support of actvtes such as constructon and resource extracton. Whle 
most actvtes may not requre crushng of the subsurface lunar regolth, actvtes such as feedng rego-
lth to chemcal processors, often requre crushng the materal to loosen the partcles or break packed 
aggregates. If deep materals such as megaregolth are brought to the surface, or f rocks are part of the 
excavated materal, crushng becomes a necessary task.
The capacty of rock materal to fracture is highly scale-dependent, so it is critical to define the 
physcal scale for whch fracture propertes are requred. Scale s found n the dmensons and aspect ratos 
of the materal and also n the spatal varablty of the materal propertes. The scale of the surface and 
subsurface regolth s lmted to rocks of a few centmeters n dmensons. Smulants for such materals 
will have to reproduce their compressive strength, which defines the resistance to crushing and the tensile 
strength of elongated partcles or rocks.
It s mportant to note that lunar sols exst n a hard vacuum and are charged by the photoelectrc 
process. Crushng such materal wll lkely create suspensons of charged dust that wll nteract wth any 
equpment surfaces and mechansms.
2.6.1.5  Beneficiation.  Beneficiation processes take an unsorted and unclassified raw material and 
produce a product that s sorted on one or more propertes, such as sze or modal mneralogy, as nput for 
subsequent processes. They may be employed n the preparaton of sols for constructon or to separate 
target minerals for resource processing. Examples of beneficiation include segregation of size fractions 
through sieving by using lunar gravity, centrifugal forces, or segregation of specific components of the 
regolith; e.g., minerals and dust grains, by magnetic or electrostatic separation. Simulants used in beneficia-
tion development work must accurately reproduce the specific properties of the lunar regolith that constitute 
the basis for a given beneficiation technique. These include grain-size distribution and grain shapes, surface 
charge of the partcles, magnetsm of the grans, and gran mneralogy. All propertes may not need to be 
duplcated n a smulant but specal attenton must be pad to the nterrelatonshps between some proper-
tes. For example, the magnetc propertes of lunar regolth depend on the gran sze where strong magne-
tism exists for virtually all dust grains below 10 μm that contain nanophase Fe, while the magnetism of 
larger grans depend on the presence of certan mnerals. The electrostatc propertes of the partcles exhbt 
the same relationship with grain size and are also likely to play a role in any effort of beneficiation by either 
promotng the formaton of partcle aggregates or ncreasng the adheson of partcles to the machnery.
2.6.2  Lunar Mobility Systems
The movement of vehcles on the Moon wll requre an ncreased understandng of the behavor of 
lunar materals under load condtons and the effect of lunar dust n terms of abrasve and contamnaton 
ssues. The remarkable successes of rovers on the Martan surface have yelded a wealth of knowledge 
about the challenges faced by planetary rovers. The drastc dfferences between the lunar and Martan 
environments and their respective regoliths require that specific solutions be found for roving vehicles 
on the Moon. Fortunately, future advances in lunar mobility technologies will benefit from the extensive 
work and experiences from the Apollo LRV program and, to some extent, the Soviet Lunokhod program 
f documentaton s stll avalable. 
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The lunar regolth affects dfferent systems on a moble vehcle. The regolth nteracts prmarly 
wth the tracton system, whch can be wheels, tracks, or the pads of a walkng devce. It also comes n 
contact wth jonts, bearngs, and varous parts f projected by the tracton system. The dust fracton of the 
regolth s of partcular concern snce Apollo mssons showed that t accumulates easly on a varety of 
surfaces; e.g., radators, fenders, etc., affectng ther nomnal performance.
The development of vehcle tracton desgns rely heavly on accurate smulaton of the geotechncal 
properties of the soils that will be encountered as is evident in the LRV reports.15 Knowledge of the bulk 
densty, apparent coheson, angle of nternal frcton, and shear strength of the prepared test-beds must be 
obtaned. In addton, the dynamcal nature of the nteracton between regolth and tracton systems requres 
a thorough understandng of the rheology of the regolth over a wde range of moblty speeds and surface 
loads. In fact, the amount of wheel slppage and the amount of regolth retaned n the open mesh wheels of 
the LRV was dictated by the rheological behavior of the regolith in these conditions and these test results 
were markedly dfferent when sand was used as a smulant nstead of LSS crushed basalt.
Smulatons of both the geotechncal and rheologcal propertes of the lunar regolth n exper-
mental tests thus requre the proper choce of smulant materal and proper preparaton of the test-beds. 
The chosen simulants must first reproduce the following grain properties: Overall grain size and grain-
sze dstrbuton, gran shapes and dstrbuton, hardness (abrasveness), and mneralogy. Preparaton of 
these smulant materals n test-beds should am at reproducng the range of bulk densty, cohesve, and 
frctonal propertes known for the lunar regolth. The durablty of smulant materals also must be taken 
nto account when multple test cycles are performed, thus causng repeated crushng of the materals. The 
gran-sze and -shape dstrbuton of such smulant materals would change over the course of multple 
tests. Tests conducted on smulants of regolth wth hgh fractons of crushable materals; e.g., agglutnates 
and vescular grans, and loose colluval regolth, such as materal found at bottom of slopes are of nterest 
to evaluate the deformation of the lunar regolith when subjected to repeated vehicle traffic.
Other regolth propertes deemed mportant for the development of lunar moblty systems nclude 
electrostatc surface charges and magnetsm of the grans that are lkely to affect the accumulaton of par-
tcles on varous surfaces and ther adheson over tme.
The development of the LRV wheel design was performed using four standard lunar soil simulants 
labeled LSS1 through LSS4. These materals were based on the same startng sol prepared n four dfferent 
manners to obtain geotechnical characteristics similar to what had been identified in Apollo 11 and 12 rego-
liths. Apollo 14 mission data led to the addition of LSS5 to reflect higher shear strengths that were encoun-
tered. The granular sol was crushed basalt wth angular and subangular grans, reported to exhbt “a small 
amount of coheson when most and/or compacted.”15 The preparaton of these materals for tests ncluded 
plowing and air drying, compacting by vibrational compaction, and wetting with water. In addition, fine dune 
sand was characterzed and used n comparatve tests.
2.6.3 Resource Processing—Extraction and Transformation
Rocks and regolth consttute the major lunar resource that a lunar outpost may explot to acheve 
some degree of self-relance and ensure ts long-term survval. The chemcal composton of rocks and 
regolth allow for the extracton of oxygen (O2) for lfe support and of slcon (S) and metals for solar-cell 
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fabrcaton and parts manufacturng. The transformaton of the glass-rch regolth can lead to the fabrcaton 
of glass and glass-ceramc parts for a varety of purposes. The presence of volatle speces of solar-wnd 
orgn captured n the subsurface of regolth grans offer the potental for extracton of valuable chemcals 
such as hydrogen (H2), helum (He), and ntrogen (N2). The yet-to-be-confirmed presence of water ice at 
the lunar poles could offer a resource of extremely hgh value for long-term lunar operatons. Extracton and 
transformaton processes encompass both physcal and chemcal treatment of the regolth and rocks durng 
whch they may be crushed, ground, melted, vaporzed, sublmated, sntered, reduced, or oxdzed to delver 
products used n lfe support, propulson, structural constructon, radaton sheldng, or energy producton. 
Among all the possble actvtes to be conducted on the lunar surface, the extracton and trans-
formaton of resources from the regolth wll be most dependent on ts propertes. As such, the develop-
ment of these technologes for lunar operatons requres the use of smulant standards that reproduce the 
largest number of regolth propertes to make possble performance comparsons between technques and 
qualification of hardware for flight.
Whle the processes and technologes beng consdered for transformng and extractng from rego-
lths vary wdely n ther operatng condtons, one s able to dentfy the propertes of the regolth that play 
important roles and that must be found in the simulant materials. Grain size and distribution defines sur-
face area and reactvty n chemcal processes, mpacts the ablty to snter regolth nto ceramc materals 
or concrete, and also defines the bulk density which impacts the heat capacity of the regolith mass when 
thermally processed. Grain shape affects sintering kinetics and structure of final sintered products. It also 
impacts the intergranular porosity of the regolith, which influences the ability to extract water ice from the 
pores. Intragranular porosity and vesicularity impact the efficiency of gas and liquid-based processes, and 
mpact strength of concrete materals by provdng falure ponts under pressure. Chemcal composton 
defines the concentrations of specific elements of interest; e.g., O2, H2, metals, and S, for extracton as 
well as oxde composton and potental contamnants for glass and ceramc formaton. The concentraton 
of certan chemcal speces vares as a functon of gran sze; e.g., solar-wnd volatles, or mneralogy; e.g., 
ilmenite. These variations affect process efficiencies and are important to simulate for process and technol-
ogy development when these resources are targeted. Mneralogcal composton vares wth locaton and 
affects the propertes of the regolth durng processng; e.g., gran hardness, ablty to retan volatle speces, 
O2 fugacty, and thermal propertes such as meltng ponts and melt vscosty. The magnetc and electrcal 
propertes of lunar regolth components are crtcal n processes usng electrolytc reducton or mcrowave 
and rado frequency (RF) heatng. Such propertes depend on the mneralogy of the grans and the pres-
ence of nanophase elemental Fe embedded n glass rnds. The electrostatc charge of the grans may play 
an important role in the separation of fines and larger grain sizes while clustering and adhesion of charged 
particles to surfaces affects the continuous handling operations and the design of fluidized bed reactors. The 
presence of these charges can also nterfere wth mcrowave, RF, and electrolytc processng.
2.6.4  Radiation Shielding
The lunar surface presents significant radiation shielding challenges due to exposure risk for 
humans and equpment from solar energetc partcles (SEPs) and galactc cosmc rays. The exposure to 
SEPs durng a three to four hour event on one of the lunar mssons reached a dosage of 2 to 3 rems per 
hr. SEP events are difficult to predict, and a safe haven with the capability for occupation for several days 
durng a radaton event would be necessary. Sheldng from mcrometeorte mpacts s also necessary 
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because the absence of a lunar atmosphere allows ncomng meteortes to mpact the surface unabated. 
Galactic cosmic rays are in continuous flux and vary with the solar cycle, and SEPs are sporadic, lasting 
hours or days. Two types of radaton sheldng are requred: (1) Low atomc number materals havng a 
hgh cross secton for the energetc heavy partcles that are present n galactc cosmc rays and (2) hgh 
atomc number materals to absorb gamma rays and energetc radaton. Sheldng must be able to lmt 
the generaton of neutrons that are produced by ncomng energetc partcles. Excellent sheldng mater-
als nclude hydrogen (as hydrocarbons), O2, and water. Calculatons show that 1 to 2 m of water s suf-
ficient for shielding purposes. The use of water shielding in habitat design is attractive although issues of 
complexty and relablty arse because water usage for human consumpton would requre ts mmedate 
replacement and accdental losses of water would leave the crew at rsk. 
The use of lunar regolth as radaton and mpact sheldng materal s also under serous consder-
aton snce t s readly avalable n stu wthout the hgh producton or mportaton costs assocated wth 
the other canddate materals. Prevous studes have shown that regolth overburden blankets on the order 
of meters n thckness are requred for sheldng and the requrements for mcrometeorte protecton are for 
thcknesses on the order of several centmeters. These thcknesses place constrants on human habtaton 
and actvty and also have mpact on desgn parameters for transportaton vehcles. 
Radaton sheldng requrements on smulant materals focus on the accurate reproducton of 
regolth elemental composton. Chemcal composton s crtcal to establsh the stoppng power of the 
fabrcated sheld and determne the optmum thckness to acheve. Partcle densty and bulk densty of 
pled regolth are also crtcal parameters to reproduce to establsh the areal densty of constructed shelds. 
Addtonal requrements are dentcal to the ones already mentoned n the case of buldng shelds by 
excavaton of the regolth and transformng the regolth nto sntered materals; .e., concrete and glass 
ceramcs.
2.6.5  Dust Mitigation Technologies
The pervasve dstrbuton of lunar dust and the anecdotal experences of the Apollo astronauts 
have demonstrated the great mportance of dust mtgaton n plannng for lunar mssons.16 Dust problems 
fall nto two categores: (1) Astronaut toxcologcal ssues and (2) materal abrason and contamnaton 
issues. Experience in the Apollo missions included aspects of both problems. The lunar EVA suits exhibited 
ncreases n gas leak rates after each sorte due to dust nvason, deteroraton of moblty, obvous scratchng 
and damage to the artculatng jonts of the sut, and abrason damage to the vsor that affected vsblty. 
Persistent accumulation of dust on thermal radiators on the LRV prompted crews to spend time brushing it 
off, whch proved largely neffectve. Lunar dust caused rrtaton for the astronauts when t was nhaled and 
entered the mucous areas of the mouth and eyes. The dust was found in the astronaut EVA suits, the Lunar 
Excurson Module (LEM), and even contamnated the Apollo command module. These facts llustrate the 
magntude of the lunar dust problem and the hgh prorty that must be placed on dust mtgaton.
The specific need for a lunar dust simulant was deemed of high importance during the planning 
phase of the 2005 Workshop and was gven equal mportance wth topcs of physcal and chemcal nature. 
Techncal and plannng dscussons started durng the 2005 Workshop and have contnued to emphasze 
dust ssues and the need to mplement an SLRS materal that s made up entrely of the dust component. 
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The lessons from Apollo development work n the use of standard smulant materals are useful 
once agan. Although much less was known of the lunar dust pror to the manned mssons, extensve 
testng of dust degradaton of surfaces and removal methods was done usng LSS4 crushed basalt as a 
standard smulant materal seved to szes below 37 µm.17 It s nstructve to note that the absence of rel-
able data on lunar dust szes and compostons at the tme resulted n approxmatons for testng purposes, 
which on one hand yielded flight hardware that was successful in lunar operations but on the other hand 
was unable to desgn adequate dust mtgaton technologes. A quote from a 1967 report states the extent 
of the problem at hand:
It was found that the dust problem was as critical as the most pessimistic had predicted....As a result of 
these tests, it was decided to conduct a test program to study the influence of vacuum on the behavior 
of dust as well as that of gravity.18
In spte of lmted knowledge of the propertes exhbted by dust grans n the lunar envronment, 
critical properties have been identified for reproduction in lunar dust simulants. Grain size is the most 
obvous property that must be matched, although the upper sze lmt that characterzes the lunar dust s 
somewhat a matter of choce dependng on the type of testng to be performed. An upper lmt of 50 µm 
can be established based on test findings showing that larger particles are easily removed from surfaces 
by tappng or low velocty gas jets. Submcrometer partcles are known to exst n lunar dust samples, and 
further characterzaton of such samples s beng conducted at ths tme. Reproducton of the dust gran 
sze s crtcal for any study or testng snce t affects system components n dfferent ways. For exam-
ple, submcrometer and mcrometer-sze partcles are very nvasve for seals, jonts, and fabrcs and can 
reman arborne n a habtat whle larger partcles capable of adherng to and accumulatng on surfaces are 
of prmary mportance for ther abrasve, optcal, and thermal propertes.18 The combnaton of physcal, 
chemcal, and mneralogcal characterstcs of lunar dust s a sgnature of ts unqueness as a materal. The 
perpetual bombardment of the lunar surface by mcrometeortes s the destructve process that creates the 
dust fracton, whch conssts manly of angular glass fragments, mneral fragments, and occasonally glass 
mcrospherules of pyroclastc orgn. These angular shapes and ther mneralogy determne such propertes 
as gran hardness (abrasveness), chemcal reactvty (toxcty and surface reactons), optcal propertes 
(solar reflectance varies with mineralogy), magnetic properties (ferromagnetic or nonmagnetic miner-
als), and electrostatc charge dstrbuton. The lunar regolth s charged and the dust grans are levtated 
by electric fields that are established by the charge. This mechanism is thought to enable the transport of 
dust over some dstance, but the effect has not been observed n stu. Also, the dust grans and the surfaces 
may be charged dfferentally, and by means of these attractve charges, they acqure adhesve propertes. 
Gven the delectrc nature of the lunar surface, the dscharge of these electrcal charges on spacecraft sys-
tems is of great concern as well. In the absence of a lunar magnetic field, magnetic dust particles (either 
contanng ferromagnetc mnerals or nanophase elemental Fe) wll be attracted to any object that has ts 
own magnetic or electromagnetic field. Such facts pose significant challenges in the design of mitigation 
technologes effectve enough to ensure nomnal operatons for long-duraton and repeated actvtes on 
the lunar surface.
Challenges reman n the study of electrostatc chargng and surface bondng n the hgh vac-
uum envronment. For these reasons, such characterstcs should be attrbuted to the lunar dust smulants 
through preparaton n vacuum chambers rather than beng part of the materal durng ts producton.
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2.6.5.1  Toxicity of Lunar Dust.  Toxcologcal data on lunar dust n humans do not exst beyond 
the anecdotal reports of those Apollo astronauts who reported dscomfort due to nhalaton and eye rrta-
ton. Whle no ll effects resulted from these bref ncdents, ths demonstrated that arborne lunar dust can 
be easly breathed or ngested by humans n lunar gravty.19 Ths safety rsk requres the desgn of pre-
ventative methods and operating procedures for long-duration lunar stays and repeated EVAs. The level 
of rsk abatement necessary depends on our knowledge of human toxcologcal effects of dust partcles. 
The ssue was recently examned at the Workshop on Bologcal Effects of Lunar Dust held by NASA 
Ames Research Center n March, 2005.20 Toxcologcal studes recommended by the expert panel wll 
follow standard protocols adopted n medcal research and wll rely on both a certan amount of lunar dust 
samples and a larger amount of lunar dust smulants. Knowledge of lunar dust propertes and the known 
toxcology of smlar terrestral materals wll enable the generaton of materals requrements for dust 
smulants.
Partcle sze s crtcal wth respect to effects on bologcal systems and s a known, major factor n 
human health. Ths ncludes nhalaton, ngeston, respraton, and contact wth the skn and eyes. Ths s 
of major importance for the very fine-grained fraction. A large body of medical information gathered over 
the past two centures shows that gran sze s a major determnant n the pathogencty of mneral dust. 
Silicosis is caused by inhalation of fine silica particles of which the smallest (<10 µm) find their way into 
the lung alveol. Lunar dust s also known to contan nanopartcles (<100 nm), whch may present a toxc-
ty rsk analogous to documented cases of surface-actve TO2 nanopartcles. Because small dfferences n 
grain size can have a major effect on disease development; e.g., asbestosis, a high-fidelity simulant will be 
needed, but toxcologc valdaton wth exstng lunar dust samples wll also be requred. Sze dstrbuton 
wll determne the amount of nteracton wth dfferent systems and parts of systems n the body. Ths s 
partcularly true for the lungs but can pertan to other systems as well. The dstrbuton of gran sze wll 
impact the ability to produce high-fidelity dusts for toxicologic testing because a mixture of finest fraction 
with larger particles determines the final shape and composition of the agglutinate portion of actual lunar 
dusts. Because of ther unusual morphologes and other mneralogc qualtes, these agglutnates may have 
specific pathogenic potential not replicated in terrestrial mineral dusts.
Gran shape s mportant when partcles nteract wth the respratory system. Asbestos s known 
to cause dsease because of ts aspect rato. Other factors nclude surface area and aspect rato. Gran 
roundness may also be mportant as n slcoss. Gran shape s known to be a very mportant factor n the 
pathogencty of mneral dusts on Earth snce, n addton to gran sze, t determnes whether the cellular 
clearance mechanisms in the lung; e.g., macrophage phagocytosis, could be inhibited. The fidelity of this 
shape should be high since the difference, between fibers and spherical particles is known to be important 
n terrestral human dsease; e.g., asbestoss. Partcle densty affects the ablty to aerosolze the partcle 
and dictates its flight both in free space and through the respiratory passages. This behavior is critically 
affected by reduced gravty.19 Next to partcle sze, the bochemcal reactvty of mneral dusts s a crtcal 
factor that can make the dfference between rejecton of the partcle from the body and the development 
of a deadly disease. Interaction of minerals with the body depends on reactivity with fluids in the body; 
asbestos and slca are harmful, n part, because they are bodurable whle lead-rch carbonates and sul-
fates are harmful because they are boavalable. Tests need to be done to determne these parameters for 
the mnerals expected n the lunar envronment. Major changes n mneralogy due to regonal varatons 
on the lunar surface must therefore be smulated because ths would affect bochemcal propertes as well. 
The reactvty of Fe n the body s under nvestgaton as a potental factor n the development of asbestos 
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dsease due to the generaton of free radcals. The documented concentratons of metallc Fe nanopartcles 
n the glass rnds of lunar grans must be kept n mnd f toxcty of slcates can be ted to Fe nanopartcles, 
whch do not exst n terrestral natural dusts, and may requre ther ncluson nto lunar dust smulants 
at a later date.21 It s concevable that the dust partcles carred by astronauts would reman electrcally 
charged n the dry ar of a lunar habtat. The possble effects of electrostatcally nduced charges on the 
toxcty of partcles are stll a matter of conjecture and wll have to be determned.
2.6.6  In Situ Regolith Evaluation
Apollo surface experments on the Moon ncluded measurements and samplng of the lunar rego-
lth. It s mportant to nclude n stu test measurements because the behavor of the regolth, due to com-
paction, drives the material properties that must be specifically addressed for lunar exploration. The in situ 
measurements from the Apollo mssons thus form a foundaton for future mssons based on ths set of 
engneerng data. Upcomng mssons wll have the need for near real-tme evaluaton of regolth mater-
als. The selecton of regolth components of the approprate sze and composton by a rover s antcpated 
to require real-time identification and selection of material. Processing this material will also require real-
tme montorng of the streamng processed materal and nspecton of the nput and output portons of the 
process. It s unlkely that any ongong process wll be able to depend on an operator on Earth for detaled 
nstructons durng these operatons. Ths emphaszes the need for autonomous operaton and mplctly 
requres n stu evaluaton of materals durng a host of actvtes on the Moon.
The development of technologes for n stu evaluaton of geotechncal characterstcs of the lunar 
regolth and rocks requres smulants wth smlar requrements to the ones descrbed n secton 2.6.1, 
Physcal Regolth Processng. Technologes n use or under development for the Mars exploraton pro-
gram for the n stu evaluaton of chemcal and mneralogcal compostons n Martan rocks and dust also 
make use of geologcal smulants of terrestral orgns durng development and testng phases. These tech-
nques nclude proton x-ray spectrometry, neutron spectrometry, Mössbauer spectrometry,22,23 Raman 
spectrometry, and optical and electron microscopy techniques, and will find applications on instrument 
platforms for lunar missions. However, the specificity of the lunar regolith places additional requirements 
on such smulant materals n order to qualfy evaluatve technologes for lunar operatons. These nclude 
the reproducton of the followng characterstcs: Dstrbutons of nanophase Fe n dust partcles, mxture 
ratos of glass materal wth mnerals, angular gran shapes wth smlar optcal propertes, magnetsm, and 
electrcal surface charges. These propertes are deemed mportant both to valdate the methods chosen to 
characterize the lunar regolith in situ as well as to reflect the operational challenges expected during these 
assessments.
2.7  Ranking of Lunar Regolith Properties by Workshop Attendees
From the prevous dscussons of lunar regolth propertes, t s apparent that the regolth has a long 
list of physical, chemical, and mineralogical properties that define the behavior of the soil and can be used 
to delneate propertes that are central to smulant development. Durng the 2005 Workshop, attendees 
ranked the regolth propertes n terms of the domnant materal propertes that are expected to be crtcal for 
actvtes conducted on the lunar surface as well as for the development of SLRS materals. The propertes 
ranking is organized in table 2 by material category; i.e., geomechanical, physical, grain-specific, chemical, 
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mneralogcal, and multcategory. Wthn each category, the propertes are grouped and hghlghted f they 
were ranked n the top 10 lst. Ths organzaton serves to group propertes by ther common category.
Table 2.  Categorzed lunar regolth propertes from 2005 Workshop consensus evaluaton.
 
Category
Category Properties Listing
Regolith Property Rank
Geomechanical (mechanical strength properties) Compressive strength 10
Total number of ranked properties 11 Coefficient of friction 12
Number of properties in top 10 1 Shear strength 18
Hardness 23
Rheology 24
Angle of repose 25
Tensile strength 27
Fracture behavior 28
Impact resistance 32
Physical Particle density 3
Total Number of Ranked Properties 7 Bulk density 5
Number of Properties in Top 10 2 Porosity 13
Thermal properties 20
Surface area 21
Friability 22
Permeability 26
Grain Specific Grain size 1
Total Number of Ranked Properties 6 Grain size distribution 2
Number of Properties in Top 10 4 Grain shape 7
Magnetic grain properties 9
Grain shape distribution 16
Electrostatic charging 17
Chemical Glass composition 4
Total Number of Ranked Properties 6 Bulk chemistry 8
Number of Properties in Top 10 4 Reactivity as volatile/soluble minerals 14
Surface reactivity (including damage) 29
Mineralogical Mineralogical composition as function of grain size 6
Total Number of Ranked Properties 4 Modal mineralogical composition 11
Number of Properties in Top 10 2 Soil texture 30
Multicategory Implanted solar particles 15
Total Number of Ranked Properties 2 Agglutinates with nanophase Fe 31
Number of Properties in Top 10 0
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It should be emphaszed that table 2 contans only those materal propertes of the lunar regolth that 
must be possessed by SLRS materals as determned by expert consensus at the 2005 Workshop. Accordng to 
this consensus, these properties must be duplicated with medium or high fidelity.
The rankng lsts both physcal and chemcal propertes. The domnant regolth propertes are, n 
decreasng order of ranked mportance, gran sze, gran-sze dstrbuton, partcle densty, glass composton, 
bulk densty, modal mneral composton as a functon of gran sze category, gran shape, bulk chemstry, 
magnetc propertes, mechancal strength, and total modal mneralogcal composton. The 2005 Workshop 
attendees used ths lst to produce smulant requrements, and ths requrements lst wll form the bass for 
specific simulant development guidelines.
Ths ranked lst allows several basc nterpretatons to be made. Frst, t s possble to satsfy a number 
of regolth propertes by careful selecton of the smulant n terms of chemstry and mneralogy. For example, 
a mare basalt smulant that closely matches a gven Apollo mare sample has a match for bulk chemstry and 
mineralogy and, by definition, also satisfies density constraints due to the composition. In simple terms, it 
s possble to satsfy ths ranked lst by careful selecton of a smulant usng compostonal propertes and to 
mll and seve the materal n order to satsfy the gran sze propertes. Secondly, lower ranked propertes that 
cannot be addressed by selecton of a smulant based on composton and smple physcal processng may be 
produced by subsequent processing operations. The basic simulant material that satisfies the most important 
properties is an example of a root simulant, and the modified simulant that is further processed is an example 
of a dervatve smulant. These topcs are dscussed further n secton 5, Recommendaton 1: Standard Lunar 
Regolth Smulant Materals.
The rankng of propertes bears addtonal dscusson based on subsequent developments snce the 2005 
Workshop was held in January 2005. At the time of the 2005 Workshop, the knowledge base of the community 
concernng lunar regolth smulant development was less complete than at the present. The rankng of materal 
propertes addressed lunar actvtes that range from physcal; .e., excavaton and drllng, to chemcal; .e., 
element extracton and O2 production, and the ranking of properties reflected the familiarity of attendees with 
the detals of these actvtes. The rankng requred an assessment of propertes that requred ether a medum 
or high degree of fidelity in simulants compared to the lunar regolith. These ranked properties are intended to 
be used for the development of root smulants rather than dervatve smulants, and for ths reason, the mpor-
tance of agglutnates and nanophase Fe appears low n the lst when t s clear that these are crtcally mportant 
properties for evaluation of derivative simulants that have high fidelity compared to the lunar regolith.
Properties that are grain-specific rather than referring to bulk properties have also been ranked higher 
snce bulk propertes such as shear strength depend on the degree of assembly of sol partcles n addton to 
the nature of the smulant materal. These facts should be consdered n the nterpretaton of data n table 2. 
The development of root SLRS materals requres approprate geologcal source materals and processng n 
order to produce a simulant that has good fidelity, and subsequent processing should be performed in order to 
produce a derivative simulant of higher fidelity. The relationship between activities conducted on a planetary 
surface and the materal propertes that crtcally affect these actvtes are to be coupled wth the selecton 
and development of root and dervatve smulants. The subdvson of physcal versus chemcal actvtes s 
an arbtrary mposed boundary that requres rankng of propertes n order to emphasze the mportance of, 
for example, mineral hardness, which is less specific to composition compared to mineral chemistry, which is 
specific to a particular extraction process.
27
3.  LUnAR SCIEnCE
The knowledge base concernng the dversty of rock types on the Moon s derved prmarly from 
the samples returned by the Apollo and Luna mssons coupled wth remote sensng nformaton from a 
variety of sources (figure 7). The emphasis on lunar science has historically been on geological interpreta-
ton n order to understand the evoluton of the Moon and how t compares and contrasts wth the evolu-
tion of the Earth. This material is extensively covered in the Lunar Sourcebook and is briefly summarized 
here.14 The mportance of lunar geology and mneralogy on the development of lunar smulants s also 
dscussed.
Fgure 7.  Lunar landng ste chart. 
Fgure 7 depcts the nearsde of the Moon wth locatons of Apollo, Surveyor, and Luna ms-
son landng stes. Note the use of mare rather than hghland stes for msson landng locatons, and the 
absence of stes n the vcnty of the lunar south pole.
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Lunar rocks are dscussed n terms of ther prmary mode of orgn and geologcal settng, such as 
by eruption from a volcanic vent and extrusion as a lava flow to form a mare, and by their composition in 
terms of both bulk chemistry and specific mineral composition, such as basaltic composition and contain-
ng the mnerals olvne, pyroxene, and plagoclase. The textural detals of subsequent processes are used 
to describe the rock as, for example, a “pristine crystalline highland rock” compared to a “highly modified 
polymict breccia” or an “impact melt glass” (figures 2 through 6). These descriptions thus include clas-
sification as well as genetic information for the purposes of geological interpretation.
3.1  Lunar Mare Rock Types
Two types of volcanic rock that erupted at the lunar surface produced lava flows and pyroclastic 
deposits. The lava flows are similar to terrestrial flood basalt lava flows but differ in composition. The 
pyroclastc deposts on the Moon nclude T-rch orange glass from the Apollo 17 landng ste and green 
glass from the Apollo 15 landing site (figures 5 and 6). Orbital photographs show dark mantle deposits that 
may be of pyroclastc orgn and may represent materal such as these orange and green glasses that could 
be exploted as a potental ore for lunar processng operatons.
The dominant mare rock type is basaltic. Lunar basalt chemistry identified from the Apollo samples 
s delneated based on the concentraton of TO2, namely, hgh T (TO2 >9 Wt.%), low T (1.5–9 Wt.% 
TO2), and very low T (<1.5 Wt.% TO2). These chemical variations reflect the modal content of ilmenite 
(FeTO3) n lunar rocks, and remote sensng data ndcate that lunar rocks exhbt contnuous varatons n 
lmente and the dependent T chemstry. Other chemcal factors have been used to descrbe lunar rocks 
and nclude alumnous low-T mare basalts. The Apollo 11 hgh-T mare basalts have been further class-
fied based on potassium content as high-K (> 0.3 Wt.% K2O), and low-K (< 0.1 Wt.% K2O). Alumnous 
mare basalts from the Apollo 14 ste have very hgh K2O content, averagng 0.9 Wt.% and have been 
desgnated very-hgh-K mare basalts. Representatve major element chemstry of the mare basalts s lsted 
n table 3 and modal analyses are lsted n table 4. Photomcrographs of representatve lunar basalts are 
shown in figures 2 and 3. Mare basalts contain the minerals pyroxene, plagioclase, olivine, and ilmenite in 
proportions that reflect this variation in bulk chemistry. High-Ti basalts contain large modal proportions 
of ilmenite, and olivine basalts contain significant olivine in the mode.
From the perspectve of lunar mare smulant development, both the bulk chemstry and mneral-
ogy of mare basalts are mportant. Lunar regolth chemstry and mneralogy are dependent on the propor-
tons drawn from mare and hghland source materals, so t s mportant to evaluate terrestral geologcal 
materals for use as smulants n terms of these source materals. The prmary varaton n chemstry and 
mneralogy of mare basalts s due to T content as seen n the lmente mode of the rock. However, the 
modal varaton n olvne, plagoclase, and pyroxene are also mportant as llustrated by the varaton n 
bulk chemstry and mneralogy from the Apollo sample stes. From nspecton of these data, t s evdent 
that a lkely canddate for a root mare basalt smulant s smlar n chemstry and mneralogy to an Apollo 
15 basalt, whch possesses a low-T content. The varaton n T content can be approxmated by addton 
of lmente to a base mare basalt chemstry such as the Apollo 15 composton. The root smulant concept 
s dscussed further n secton 5, Recommendaton 1: Standard Lunar Regolth Smulant Materals.
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Table 3.  Major element chemstry of mare basalts.13
Oxide
Green 
Glass 
Apollo 15
Olivine 
Basalt 
Apollo 12
Olivine 
Basalt 
Apollo 15
Quartz 
Basalt 
Apollo 15
Quartz 
Basalt 
Apollo 12
High-K 
Basalt 
Apollo 11
Low-K 
Basalt 
Apollo 11
High-Ti 
Basalt 
Apollo 17
Aluminous 
Maria Basalt 
Apollo 12
Aluminous 
Maria Basalt 
Luna 16
SiO2 45.6 45 44.2 48.8 46.1 40.5 40.5 37.6 46.6 45.5
TiO2 0.29 2.9 2.26 1.46 3.35 11.8 10.5 12.1 3.31 4.1
Al2O3 7.64 8.59 8.48 9.3 9.95 8.7 10.4 8.74 12.5 13.9
FeO 19.7 21 22.5 18.6 20.7 19 18.5 21.5 18 17.8
MgO 16.6 11.6 11.2 9.46 8.1 7.6 7 8.21 6.71 5.95
CaO 8.72 9.42 9.45 10.8 10.9 10.2 11.6 10.3 11.82 12
Na2O 0.12 0.23 0.24 0.26 0.26 0.5 0.41 0.39 0.66 0.63
K2O 0.02 0.064 0.03 0.03 0.071 0.29 0.096 0.08 0.07 0.21
MnO 0.21 0.28 0.29 0.27 0.28 0.25 0.28 0.22 0.27 0.26
Cr2O3 0.41 0.55 0.7 0.66 0.46 0.37 0.25 0.42 0.37 –
P2O5 – 0.07 0.06 0.03 0.08 0.18 0.11 0.05 0.14 0.15
S – 0.06 0.05 0.03 0.07 – – 0.15 0.06 –
∑ 99.4 99.77 99.46 99.08 100.23 99.67 99.85 99.58 100.2 100.42
Sample 15426 12009 15555 15076 12052 Average Average 71055 12038 B–1 A–35
 Table 4. Modal mneral abundances of the major mnerals n lunar mare basalts (volume   
  percent normalzed to 100 percent).14
Mission Number Basalt Type Opaque Minerals* Pyroxene Feldspar Olivine
Apollo 17 High Ti 24.4 47.7 23.4 4.6
Apollo 11 High K 20.6 57.5 21.7 0.1
Apollo 17 Low K 15.1 51.6 33.3 –
Apollo 11 Low K 14.6 50.9 32.2 2.3
Apollo 12 Ilmenite 9.3 61.1 25.9 3.6
Apollo 12 Pigeonite 9.1 68.4 21.1 1.4
Apollo 12 Olivine 7.1 53.5 19.2 20.2
Luna 16 Aluminous 7.1 51.5 41.2 0.1
Apollo 15 Olivine 5.5 63.3 24.1 7
Apollo 15 Pigeonite 3.7 62.5 33.8 –
Apollo 14 Aluminous 3.2 53.8 43 –
Luna 24 Ferrobasalt 1.8 48.6 39.1 10.4
Luna 24 Ferrobasalt (recrystallized) 1.4 60.2 34.2 4.2
Apollo 17 Very Low Ti 1 61.7 31.9 5.4
* Opaques are minerals that do not transmit light in thin section; e.g., armalcolite, ilmenite, spinel, troilite.
Glassy materal s present both as droplets and fragments n lunar rocks. Lunar pyroclastc rocks 
are thought to have been formed by fire fountain activity which formed glassy material. Impact processes 
have also contrbuted to the development of glass n lunar sols. Apollo 11 green glass and Apollo 17 
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orange glass have compostonal ranges that exceed those of lunar sols and may represent materals that 
could be exploted lke ore deposts on Earth; e.g., some glasses are hgher n magnesum (Mg) and T. 
Ths glassy materal s attractve as a resource as t would requre less energy to remelt compared 
to a lthc fragment that would melt ncrementally as each phase ntersects the lqudus temperature.
Remote sensng methods have been mportant n understandng lunar geology snce the Apollo 
samples have been obtaned from predomnantly mare materals and all samples have been returned from 
the near sde of the Moon. Remote sensng data from the Apollo 15 and 16 gamma-ray spectrometer ms-
sons, the recent Clementne msson, and Earth-based spectral analyss have all contrbuted to charac-
terization of the global variations of chemistry on the Moon. These data have confirmed the presence of 
mare basaltc and hghland anorthostc rock types, and have addtonally provded chemcal data for the 
dstrbuton of Mg, alumnum (Al), calcum (Ca), T, and Fe. It has not generally been possble to dentfy 
areas that could be utlzed as enrched deposts for mneral explotaton. In contrast, the potental for sub-
surface water n permanently shadowed areas of the lunar south pole presents a strong drvng force for 
further orbital imaging coupled with a surface mission in order to confirm the presence of this precious 
resource.
Crtcal dfferences exst between lunar basalts and terrestral basalts. Lunar basalts crystallzed 
and were equlbrated at O2 fugacty values more reducng than the ron-wustte (Fe-FeO) buffer, approx-
mately on the ron-lmente-ulvospnel (Fe-FeTO3-Fe2TO4) buffer. Terrestral basalts, n contrast, were 
crystallzed and equlbrated at hgher fugacty values. Ths quanttatvely descrbes the more reducng 
condtons under whch lunar materals formed compared to terrestral materals. The net result s that 
lunar samples contan no Fe3+ but rather Fe0 and Fe2+, compared to terrestral materals that typcally 
contan Fe2+ and Fe3+. The mneralogy of lunar materals s therefore dfferent compared to terrestral 
materals.
3.2  Mineral Resources
Lunar mneral resources form an mportant set of raw materals for n stu resource utlzaton 
(ISRU) processng. On Earth, geologcal processes that nclude deposton from hydrothermal solutons 
have caused mneral deposts to be developed at depth, then later exposed by eroson, and ultmately 
concentrated by the acton of water for convenent recovery n mnng operatons. On the Moon, the pres-
ence of water s possbly restrcted to shadowed crater regons at the lunar poles, and no evdence to date 
has been observed for the concentraton of mnerals that would typcally form an ore depost on Earth. 
Terrestral steel producton reles on ron ore that s enrched and thus represents an economcal resource.
Orbital remote sensing data coupled with ground truth studies from the Apollo sites have confirmed 
that basaltc mare and anorthostc hghland regons represent the two domnant compostonal regons. 
Compostonal maps for T and Fe generally show enrchments n mare regons. Dark mantle deposts are 
thought to be the surface expresson of volcanc fountan deposts lke the hgh-T orange glass materal 
(figure 5 (orange soil 74220) and figures 6 and 8). Chemical analysis of the orange soil material reveals 
that t s T-rch (8 percent) and ron oxde (22 percent). The orange sol s probably of volcanc orgn and 
not the product of meteorite impact. From the field photograph, it is clear that the orange soil is localized 
n dstrbuton and does not form an obvous large-scale feature. However, hgh-resoluton orbtal mag-
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ing is needed if materials are to be identified that may serve as lunar ore deposits. A survey of typical 
lunar regolith reveals that a significant glassy agglutinate fraction is present in many samples. This glassy 
materal s an attractve mneral resource as the energy requred for meltng s less than that for crystallne 
materal, and physcal processng s all that may be requred to separate ths materal out for subsequent 
use as an ore materal.
 Fgure 8. Orange sol from the Taurus-Lttrow Apollo 17 landng ste (Apollo photograph   
  AS17–137–20990).14
Iron bearng materal n the regolth conssts of nanophase Fe partcles, lmente, pyroxene, and 
olvne. Ttanum s also present n lunar lmente.
3.3  Lunar Highlands Rock Types
The lunar hghlands are comprsed predomnantly of anorthoste, whch s a rock made up of the 
mneral plagoclase feldspar. Lunar anorthostes contan the plagoclase mneral anorthte, whch s the 
Ca- and Al-rich plagioclase end-member. Three major rock types have been identified in the lunar high-
lands sample nventory. Frst are ferroan anorthostes, whch are composed domnantly of plagoclase, 
and represent the oldest hghland materals. These ferroan anorthostes, n addton to contanng Ca-rch 
plagoclase, also contan olvne and pyroxene that s more Fe-rch than most of the Mg-rch crustal rocks 
and are so named. These materals are well represented n the Apollo 15 Geness rock and the Apollo 16 
samples, and are thought to have formed as coarse-grained intrusive rocks by flotation of plagioclase in 
the lunar magma ocean. Second are Mg-rch rocks that are smlar to the ferroan anorthostes but contan 
Mg-rch grans of olvne and pyroxene, resultng n the rock varetes norte and troctolte. The modal 
abundance of olvne, pyroxene, and plagoclase s varable n these rocks. Thrd are crystallne hghland 
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rocks that have a chemcal component of enrchment n potassum (K), phosphorous (P), the rare-earth 
elements (REE), thorum (Th), and uranum (U) (KREEP).
Representatve bulk chemstry and modal analyss of lunar hghlands rocks are lsted n tables 5 
and 6, respectvely. Many of the hghlands rock types are present as dscrete lthc fragments n lunar rego-
lth samples and have been analyzed from relatvely small samples. However, t s clear that plagoclase-
rch rock types domnate the hghlands materals along wth olvne, low-Ca and hgh-Ca pyroxene, spnel, 
and other minerals. The bulk chemistry of the highland rock types reflects this variation in mineralogy in 
the same way that the mare basalt chemistry reflects the mineralogy of the basaltic component. Photomi-
crographs of representative highland materials are shown in figure 3.
Table 5.  Major element chemstry of hghland rock types (oxde weght percent).24,25
Oxide Anorthosite
Gabbroic 
Anorthosite
Anorthositic 
Gabbro Troctolite
Low-K 
Fra Mauro 
Basalt
Medium-K 
Fra Mauro 
Basalt
SiO2 44.3 44.5 44.5 43.7 46.6 48.0
TiO2 0.06 0.35 0.39 0.17 1.25 2.1
AI2O3 35.1 31.0 26.0 22.7 18.8 17.6
FeO 0.67 3.46 5.77 4.9 9.7 10.9
MgO 0.8 3.38 8.05 14.7 11.0 8.7
CaO 18.7 17.3 14.9 13.1 11.6 10.7
Na2O 0.8 0.12 0.25 0.39 0.37 0.7
K2O – – – – 0.12 0.54
MnO – – – 0.07 – –
Cr2O3 0.02 0.04 0.06 0.09 0.26 0.18
∑ 100.5 100.2 99.9 99.9 99.6 99.4
Inspecton of the bulk chemstry and modal mneralogy of hghland rocks reveals that a lkely 
canddate for a lunar hghland smulant s a hgh-Ca anorthoste. Ths composton s chemcally and mn-
eralogcally more smple than the mare basalts. A root lunar hghland anorthoste could thus be chosen for 
use as a smulant, and the range of hghland rock materals could be matched by addton of olvne and 
pyroxene. The root smulant choce for hghland materals s dscussed further n secton 5, Recommenda-
ton 1: Standard Lunar Regolth Smulant Materals.
The lunar highland anorthosites are thought to have formed by flotation in the lunar magma ocean 
and for ths reason are mneralogcally concentrated n plagoclase and also are chemcally more smpl-
fied than the mare basalts. The few samples that represent unmodified original highland material are 
termed pristine. The highland material has been subjected to significant meteorite bombardment and as a 
result has dverse textural relatonshps dependng on the degree of meltng and recombnaton wth other 
mneralogcal components. The terms monomct and polymct refer to the varyng degree of ncorpora-
ton of these other components n a rock. These dstnctons are mportant for geologcal nterpretaton as 
dscussed n sectons 3.4 through 3.6.
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 Table 6. Major element chemstry and modal composton of hghland rock types  
  (oxde weght percent and modal percent).
Oxide
Ferroan 
Anorthosite 
15415, 123
Ferroan 
Anorthosite 
67016, 326/8
Anorthositic 
Norite 
15455, 9015
Norite 
77215, 45
Gabbro-
Norite 
61224, 6
Troctolite 
14321,
c1020
Troctolite 
76535, 
21–22
Spinel 
Troctolite 
15445, 103 A–G
SiO2 44.1 45.3 47.7 51.3 50.7 43 42.9 37.5
TiO2 0.02 0.4 0.1 0.32 0.4 0.06 0.05 0.25
AI2O3 35.5 26.2 27. 15.1 13.2 28.7 20.7 14.7
FeO 0.23 6.56 2.8 10.07 9.91 2.59 4.99 6.4
MgO 0.09 5.3 6.9 12.56 12.77 9.45 19.1 33
CaO 19.7 15.8 14.8 9.0 11.6 15.1 11.4 4.8
Na2O 0.34 0.28 0.44 0.43 0.91 0.379 0.2 0.14
K2O <0.01 0.02 0.08 0.14 0.017 0.075 0.03 0.022
MnO – 0.09 0.049 0.16 0.159 0.025 0.07 –
Cr2O3 – 0.083 0.172 0.32 0.291 0.146 0.11 –
∑ 99.9 100.1 100 99.4 100 99.5 99.6 96.8
Sample 15415 67016c 15455 77215 61224 14321, c1 76535 15445
Plagioclase 99 68–69 70–75 52 34 75 35 35
Olivine tr – – – – 24 60 50
Opx/Pig tr ≈ 19 25–30 45 43 1 5 –
High-Ca pyx tr ≈ 8 tr 1 22 0 tr –
Mg-spinel – – tr – – – – 15
Cr, Fe-spinel – – tr tr tr – tr –
Fe-Ni metal tr – tr tr tr – tr –
Troilite – 3–4 tr 1.5 tr – tr –
Ilmenite tr tr tr 0.1 – – – –
Phosphates – – tr tr – – tr –
Others tr – tr 1 – – tr tr
Note:  Data from tables A5.32, A5.33, A5.41, A5.42, and A5.43 of  reference 26.
3.4  Pristine Rock Types
The prstne lunar hghlands samples have the hghest Mg/Fe and Ca/sodum (Na) ratos and, as 
such, are dstnct n terms of ther bulk and mneral chemstry. The ferroan anorthostes, Mg-rch rocks, 
and KREEP rocks are included in this pristine group; the KREEP rocks are volumetrically insignificant 
compared to the other rock types. Other rock types are found n the Apollo samples that represent hghland 
materal, and these nclude hgh-slca grantes and alkal (Na-rch) anorthostes, whch are agan volu-
metrcally less mportant. All of these prstne rock types are delneated on a plot of Mg/(Mg+Fe) versus 
Na/(Na+Ca) as shown in figure 9 and exhibit a significant variation in major element chemistry that will 
need to be addressed n utlzaton of these materals for processng. Ths varaton has mplcatons for 
smulant development both n terms of bulk and mneral chemstry, but also n terms of textural features 
as outlned n the followng paragraphs. 
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 Fgure 9. Bulk rock Na/(Na + Ca) versus Mg/(Mg + Fe), mole ratos, for a varety  
  of pristine highland igneous rocks. Dashed field (lower right) encompasses  
  19 troctoltes. The ferroan anorthostes (lower center) have dstnctve, low  
  Mg/(Mg + Fe), low Na/(Na + Ca) compostons.27
3.5  Breccia Rock Types
The predominance of breccias in the Apollo inventory indicates the significant influence of impact 
processes on lunar regolth materals. A brecca conssts of coarser fragments or clasts of rock, mneral, or 
glass, enclosed or contained in a matrix that is of a finer grain size and may be of either similar or different 
materal. The nterpretaton of a brecca clearly ndcates mxng of dfferent materals by a mechansm that 
does not separate the materals from one another. The repeated mxng by mpact processes s evdenced 
n lunar breccas. The Lunar Sourcebook categorzes lunar breccas as monomct, whch are composed of 
a sngle rock type of dfferng szes, and polymct, whch are composed of numerous rock types.14 These 
polymct breccas are further subdvded nto fragmental breccas, glassy melt breccas, crystallne melt 
breccias, clast-poor impact melts, granultic breccias, dimict breccias, and regolith breccias. These classifi-
catons are mportant for geologcal nterpretaton and serve as an ndcaton of the mportance of the rock 
type for smulant dscusson and antcpaton of the varety of materals to be expected for lunar surface 
activities. Photomicrographs of representative lunar breccias are shown in figure 4.
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3.6  origin and Characteristics of Lunar Regolith
The nature of the lunar surface s summarzed n chapter 4 of the Lunar Sourcebook.14 In terms 
of the appearance of the lunar surface, meteorte mpact processes have produced the heavly cratered 
terran on the lunar surface and have caused mxng of rocks from mare and hghland envronments and 
modification of mineralogy due to both physical and chemical effects. The surface topography presents 
a significant challenge to lunar exploration, and indeed limited the Apollo missions to mare regions and 
locatons that were proxmal to hghland terran. For ths reason, lttle drect hghland materal has been 
sampled and studed, and knowledge of hghland geology s based on representaton of anorthostc com-
ponents n regolth from mare regons. Meteorte mpact events have caused crushng of rock and mneral 
grans, whch exhbt shock features, mpact meltng, evaporaton, and condensaton. These processes 
have resulted n the producton of nanophase Fe that can be used to measure the degree of maturty of a 
sol from the concentraton of these partcles.
The Moon has no atmosphere and surface materals are n a hard vacuum on the order of 10–12 
Torr. Exposure of surface grans to the solar wnd has also resulted n damage to mnerals and mplantaton 
of speces nto the mneral surfaces. Large temperature varatons are observed between the lunar day and 
nght. Electrostatc levtaton of lunar dust was observed by Apollo astronauts and has been documented 
by photographs of the lunar horzon aganst the black sky. It s generally consdered that electrostatc 
levtaton occurs by the termnator as t moves across the lunar surface. However, ths phenomenon was 
not observed by the two Russan Lunokhod robot vehcles, and merts further study. Also, ths presents a 
significant material issue on the lunar surface of dust abrasion and contamination of equipment and astro-
naut EVA suits. 
It s the source materals from mare and hghland terrans coupled wth mpact processes and other 
modfyng forces that must be addressed n the development of lunar smulant materals. The closeness 
of match between terrestral smulant materals and the lunar regolth that they smulate s the degree of 
fidelity of the simulant. High-fidelity simulants thus represent a challenge in duplicating compositional 
and textural features, whereas low-fidelity simulants are less challenging as they may only address a sub-
set of features.
3.7  geotechnical Properties
The lunar regolth has been studed extensvely both n terms of materal sampled by the Apollo 
and Luna mssons drectly but also by remote sensng and other technques. Great emphass has been 
placed on engneerng studes as these data were crtcal for the success of the Apollo mssons, and ndeed 
wll be crtcal for upcomng lunar exploraton mssons. Whle the study of Apollo samples has ncluded 
geologcal, mneralogcal, and geochemcal analyss, these studes have prmarly been focused on under-
standng the Moon and mprovng our models of planetary geology.
Geotechncal measurements were accomplshed usng n stu measurements on the Moon and 
extensve analyss of the Apollo samples upon ther return to Earth. These studes are covered extensvely 
n chapter 9 of the Lunar Sourcebook and wll be summarzed here.14 Two types of geotechncal data are 
available: (1) Those that represent data specific to a soil material and (2) those that are characteristic of 
the sol n place on the Moon and are therefore a functon of the degree of packng (table 1). The former 
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are those that are most germane to the development of lunar smulant materals. However, the ablty to 
smulate n stu sol propertes s also mportant. Smulants need to be packed so that the same densty state 
and behavor are obtaned compared to the lunar regolth.
The lunar regolith is composed of five basic particle types: (1) Crystalline rock fragments, (2) min-
eral fragments, (3) breccas, (4) agglutnates, and (5) glasses. The composton of lunar regolth samples 
s more lmted than terrestral materals due to the more dverse geologcal envronments and processes 
on Earth and the predomnance of mpact processes and the lack of water and recyclng processes on the 
Moon. Impact processes on the Moon have reached a steady state wth regard to sol thckness, gran-sze 
dstrbuton, and other propertes. Gran-sze dstrbuton controls the domnant physcal nature of the 
regolth, such as strength and compressblty, as well as optcal, thermal, and sesmc propertes.
Gran-sze dstrbuton data are typcally plotted n terms of gran sze or ϕ value, where ϕ=–log2 d, 
and d s the partcle dameter n mllmeters. The gran-sze dstrbuton s plotted as ϕ versus the cumulatve 
percent. The shape of the sze dstrbuton curve and numerous descrptve parameters are used to quantta-
tvely descrbe the gran-sze dstrbuton.
A typical plot of this type is shown in figure 10, which illustrates the grain-size distribution for 
Apollo 17 sols and demonstrates the general consstency of gran sze data for a gven Apollo ste. The 
partcle sze data are shown for splts of Apollo 17 lunar sol sample 78221,8, whch was analyzed by 
three laboratores. The lower horzontal axs shows partcle sze as ϕ, and the upper horzontal axs shows 
partcle sze n mcrometers. The vertcal axs plots the cumulatve percent on a probablty scale. 
Fgure 11 ndcates the upper and lower bounds of lunar gran sze data for all Apollo stes. Lunar 
sols generally group n a narrow band on these plots, thus makng the gran-sze dstrbuton curve attrac-
tive as a first-order physical property for the purposes of simulant development. The median particle size 
s between 40 and 130 µm wth an average value of 70 µm, so approxmately half of the sol s composed 
of particles that are very fine in size—much finer than terrestrial beach sand, for example. This large dust 
fracton domnates dscusson of the physcal behavor of the lunar regolth.
Grain shape and grain-shape distribution data have a strong influence on the geotechnical behav-
or of the sol. The grans are typcally elongate and subangular to angular n shape, and ths elongaton 
permts the grans to pack tghtly under compressve loads as well as the daly effect of lunar tdal earth-
quakes. The underlyng sol, whch has been compacted n ths way, s capable of remarkable geometres 
for slope stablty compared to terrestral sols, allowng the lunar sol to be excavated to form a trench 
wth unusually steep sdes.28 Other shape factors that have been evaluated for lunar materals are aspect 
ratio, roundness, and the resulting effect on volume coefficient and specific surface area.
Bulk properties of lunar soil have been well studied, including specific gravity and bulk density 
(table 1). Densty data are of great mportance for engneerng evaluaton and n preparaton for mssons. 
The Lunar Sourcebook lsts a recommended value of 3.1 g/cm3 for the specific gravity of lunar soil.14 Spe-
cific gravity is a function of the proportions of the rock and mineral components making up a given soil 
and enclosed vods that are characterstc of lunar materals. The bulk densty s the tradtonal mass per 
unt volume of lunar sol. The n stu bulk densty of lunar sol was estmated by varous methods (see the 
Lunar Sourcebook, pp. 483 through 485) and comparsons of ths parameter have prevously been made 
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 Fgure 10. Partcle-sze dstrbuton from Apollo 17 lunar sol samples (from unpublshed data).29
to an unspecified lunar simulant material; i.e., crushed basaltic lava.14 Correctons were made for dffer-
ences n the gran-sze dstrbuton and terrestral versus lunar gravty. SLRS materals that have a trace-
able set of physcal and chemcal characterstcs wll mprove the ablty to correlate terrestral and lunar 
sol behavor. Other bulk propertes of the lunar regolth are based on n stu propertes such as densty 
varaton wth depth and are less applcable to smulant dscussons.
Three mportant propertes wth respect to engneerng data are (1) compressblty, (2) shear strength, 
and (3) permeability (table 1). Compressibility refers to the volume change that occurs when a confining 
stress s appled to a sol. Shear strength can be descrbed n terms of cohesve and frctonal components 
and is important for evaluation of bearing loads. Permeability is a measure of the ability of a fluid to flow 
through the sol matrx. As these and other related propertes are a functon of the degree of compacton or 
arrangement of sol partcles, they are also less applcable to smulant dscussons. However, these proper-
ties were discussed by 2005 Workshop attendees and figure prominently in assessment of properties that 
define requirements for activities and can generally be achieved through simulating mineralogy and grain 
sze, shape, and dstrbuton characterstcs.
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  on x-axis) (modified from ref. 30).
Trafficability is the ability of a soil to support a vehicle and to provide traction for movement. 
Development of the LRV and experiences with the Martian rovers attest to the importance of trafficabil-
ty, and the need to have extensve testng usng smulant materals for both the development process and 
durng troubleshootng when the vehcle encounters unexpected sol condtons and loses tracton. These 
tracton ssues hghlght an addtonal need for smulant use as an mportant component of the response 
network for real-tme problem solvng.
Bulk electromagnetc propertes of the lunar regolth are mportant for applcatons such as ground-
penetratng radar (GPR) where t s antcpated that penetraton of more than 100 m s possble, but s lm-
ted by electromagnetc scatterng. GPR s an attractve canddate for subsurface feature detecton and may 
be nstrumental n dentfyng bured lunar lava tubes for possble habtat use. Remote sensng technques 
usng optcal astronomy and radar magng also depend on lght scatterng and electromagnetc propertes 
of the sol, respectvely, and are obvously mportant components of planetary magng programs. The 
Martan sol smulant Mars-1 was selected prmarly usng spectral data as compared to the brght regons 
of Mars. Smulant Mars-1 does not match the mneralogy and chemstry of Martan sols, based on exst-
ng data from Mars mssons.31 It s therefore mportant to perform comparsons usng electromagnetc 
response data, but t also s crtcal to ncorporate compostonal data n smulant matchng strateges.
Photoconductvty of lunar sols s an mportant parameter n the study of electrostatc chargng and 
dust movement. Large changes are observed n electrcal conductvty of lunar dust followng exposure to 
visible and ultraviolet (UV) radiation. Apollo astronauts observed and photographed dust that was visibly 
levtated aganst the horzon and the movement of dust wth the termnator rases concerns for long-term 
mssons that have experments or processes that are vulnerable to dust problems. The relatve delectrc 
permttvty of lunar sols s dependent on densty, and the loss tangent s dependent on densty, compos-
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ton and temperature. The compostonal varaton va densty s a functon of the sum TO2 + FeO; ths 
dependence wth that of temperature s mportant for remote sensng applcatons that map composton 
and temperature varatons over the lunar surface. Both lunar samples and smulant analyss can support 
research n ths area. 
The most mportant data from the perspectve of smulant development are gran-sze dstrbuton 
curves as ths s the prmary feature that must be approxmated. Evaluaton of geotechncal propertes by 
the 2005 Workshop partcpants also placed gran shape at a hgh prorty n smulant development, but t 
was generally recognzed that ths property may requre specal grndng or other processng n order to 
produce elongated grans.
Analyss of the mneralogy at a gven sze fracton has revealed the relatonshp between agglu-
tnates, gran sze, and sol maturty, thus hghlghtng the mportant connecton between physcal and 
mneralogcal propertes. 
3.8  Lunar Samples 
As dscussed, the lunar samples were returned prmarly by the Apollo mssons, and have been 
the subject of ongong research snce the early 1970s. The man emphass of analyss of these materals 
has been to better understand the geology of the Moon, as well as many dervatve studes that nclude 
engneerng analyss.
3.8.1  The Apollo Sample Inventory
The Apollo samples are made up of a varety of gneous rock types that dffer markedly n both 
chemstry and mneralogy. The two prmary materals represented are dark basaltc lunar mare materal and 
lighter-colored feldspar-rich anorthositic rocks from the lunar highlands (figures 2 through 6). The lunar 
regolth represents the spectrum of compostonal and mneralogcal samplng from these two materals, 
which have been modified both physically and chemically by impact processes. Figure 12 demonstrates 
how the lunar regolth can be descrbed by a mxture of varyng amounts of mare basalt and hghland 
anorthoste along wth an approxmately constant proporton of mpact melt glass. Relatve proportons 
of fragments of mare rocks, hghlands rocks, and glass n the 0.1- to 1-mm fracton of the lunar regolth 
are shown for Apollo and Luna stes. Apollo 11 and 12, and Luna 16 and 24 stes are domnated by mare 
materals, Apollo 16 samples are domnated by hghland materals, and other stes vary dependng on ther 
proxmty to mare/hghlands boundares. 
Table 7 lsts major element compostons for the Apollo reference sute sols. The varaton n bulk 
chemistry reflects the proportions of materials from mare and highland sources as illustrated previously. Mare 
basalts contan hgher concentratons of FeO and TO2 and have hgher CaO/Al2O3 ratos (but lower total 
content of CaO and Al2O3) than do highland rocks, reflecting the lower proportion of plagioclase feldspar in 
the mare basalts. These compositional differences are central to the first-order identification of lunar simulant 
materals because the chemstry s more easly treated n data sets. However, the bulk chemstry depends on 
the mneral chemstry, whch s ultmately more mportant for dscussons of smulant materals.
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 Fgure 12. Components of lunar regolth. Shaded regons ndcate the modal proportons of   
  glass, hghlands, and mare materal n the lunar regolth from the Apollo (A)  
  and Luna (L) sample stes.32
 Table 7. Major element compostons of reference sute sols from the Apollo landng  
  stes (values gven n weght percent).33,34
Apollo 11 12 12 14 15 15 16 16 17
Sample 10084 12001 12033 14163 15221 15271 64501 67461 70009
SiO2 41.3 46.0 46.9 47.3 46 46 45.3 45 40.4
TiO2 7.5 2.8 2.3 1.6 1.1 1.5 0.37 0.29 8.3
Al2O3 13.7 12.5 14.2 17.8 18 16.4 27.7 29.2 12.1
FeO 15.8 17.2 15.4 10.5 11.3 12.8 4.2 4.2 17.1
MgO 8 10.4 9.2 9.6 10.7 10.8 4.9 3.9 10.7
CaO 12.5 10.9 11.1 11.4 12.3 11.7 17.2 17.6 10.8
Na2O 0.41 0.48 0.67 0.7 0.43 0.49 0.44 0.43 0.39
K2O 0.14 0.26 0.41 0.55 0.16 0.22 0.1 0.06 0.09
MnO 0.21 0.22 0.2 0.14 0.15 0.16 0.06 0.06 0.22
Cr2O3 0.29 0.41 0.39 0.2 0.33 0.35 0.09 0.08 0.41
∑ 99.8 101 100.8 99.8 100.5 100.4 100.3 100.8 100.5
From consderaton of the range of compostons sampled at the Apollo stes and also from orbtal 
data, t has been possble to calculate average values for mare and hghland materals. These data are 
lsted n table 8, and can be used to contrast these two source materals. However, t s mportant from the 
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perspectve of smulant development to adequately antcpate the range of chemstry, physcal propertes, 
and mneralogy that may be expected at lunar landng stes. The use of averaged data for lunar materals 
should be made cautously.
Table 8.  Average chemcal composton of lunar surface regolth (oxde weght percent).13
Oxide Maria Highlands
SiO2 45.4 45.5
TiO2 3.9 0.6
Al2O3 14.9 24
FeO 14.1 5.9
MgO 9.2 7.5
CaO 11.8 15.9
Na2O 0.6 0.6
K2O – –
∑ 99.9 100
Note: Table 3.2 from reference 13.
These dfferences n mneralogy are also responsble for the dfferng albedo of the mare basns 
compared to the ancent cratered hghlands. Four dstnct types of rocks, exclusve of these compostonal 
differences, are observed in lunar samples: (1) Basaltic volcanic rocks, including lava flows and pyroclas-
tc rocks, (2) prstne rocks from the lunar hghlands, (3) complex polymct breccas that nclude physcal 
mxng, shatterng, and meltng features, and (4) the lunar sol, whch s the <1-cm porton of the lunar 
regolith (figures 2 through 6). These rocks were produced by igneous processes and are comprised of 
mnerals that represent crystal growth from magma but have been overprnted by the features of mpact 
processes.
3.8.2  Collection, Transport, and Curation
Durng the Apollo mssons, the astronauts collected several types of samples on the lunar surface 
as follows: 
• A contngency sample was collected from the surface layer of sol soon after landng on each msson.
• A bulk sample that grouped rock and sol materal together was obtaned only at the Apollo 11 ste. 
• Documented samples were specific rock or soil samples with associated sampling information including 
a photograph (figures 13 and 14).
• Selected samples, whch dd not nclude a documentary photograph.
• Rake samples, which were comprised of rocks sifted from the surface regolith (figure 15).
• Core samples, whch were obtaned wth corng drlls and tubes and provded cross-sectons of the lunar 
regolth wth depth. 
The dversty of rock szes and topographc varatons made samplng a challenge for the astronauts.
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 Fgure 13. Collecton of a lunar sol sample at staton 6 on the Apollo 16 msson  
  (Apollo 16 photograph AS16–108–17629).
 Fgure 14. Sol and rock at staton 4 of Apollo 16 msson, wth documentaton equpment   
  (Apollo 16 photograph AS16-107–17445).
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 Fgure 15. Collecton of a rake sample on the Apollo 16 msson (Apollo 16 photograph  
  AS16–116–18690).
The lunar samples were transported to Earth n contaners that were ntended to preserve them n 
ther orgnal vacuum envronment and solate them from any terrestral contamnants upon return. The 
rock samples generally have been well isolated from the effects of the Earth’s atmosphere, while in con-
trast the lunar sol samples were compromsed by falures of the seals n the sample boxes upon return to 
Earth. The dust was able to mgrate through the seal boundary durng samplng, whch llustrates the knd 
of problems to be expected when dealng wth lunar dust.
Fgure 16 s a photograph taken moments after sample rock contaner (SRC) No. 10 was opened 
n a vacuum chamber at the Lunar Recevng Laboratory (LRL) n Houston, Texas. The box contans a 
large rock, several documented sample bags wth the fold-over alumnum tabs, and a 4-cm drve tube at 
the rear. Fgure 17 s a close-up vew of the ndum seal on Apollo 16, SRC 1009. The rock box s full of 
documented sample bags and the alumnum tab on one of the bags was entrapped n the knfe-edge and 
indium seal; thus, the seal was not good. One of the fluorosilicone o-rings, dark in color, is visible just 
outward on the ndum seal.
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Fgure 16.  Apollo 16 rock and sol samples, and sample bags (NASA photograph S72–36984).
Fgure 17.  SRC 1009 ndum seal from Apollo 16 (NASA photograph S72–37750).
45
The lunar samples are under the curation of JSC where they are kept in appropriate storage con-
taners and are vewed and processed n glove boxes. The curaton of these materals s an mportant aspect 
of lunar science for record keeping and sample identification purposes. Many samples have been subdi-
vded and t s thus necessary to track the dsassembly of rock samples over tme. Despte the vew held by 
some that the Moon s made of green cheese, none of these samples have been pasteurzed. 
3.8.3  Availability and Research Use of Lunar Samples
Researchers entering the field of space exploration who are unfamiliar with the nature of the lunar 
samples typcally wonder why these materals are not made avalable for testng purposes. Qute smply, 
the lunar sample nventory s prceless, and only lmted quanttes are made avalable for well-planned 
research. The lunar samples are not avalable for ndscrmnate destructve testng. Access to lunar sam-
ples is granted by the lunar sample curator based on a well-defined and peer-reviewed research plan and 
samples are not loaned ndscrmnately. Samples are, however, avalable for educatonal nsttutons to 
borrow for students to study. Some lunar materals have been archved n antcpaton of future develop-
ment of technques that deserve the most prstne samples.
Proposals that result n the consumpton of lunar samples are approved only after all other avenues 
of materal use have been explored. Ths means that terrestral materals must be utlzed for the develop-
ment phase of a research program where there is modification of the sample, such as melting in a furnace 
for crystallzaton studes. Ultmately, there are needs for use of lunar samples and a remarkable program 
of scientific investigation has resulted from their use. Geological methods have advanced due to improve-
ments n technque and nstrumental desgn as a drect result of lunar sample study. The lunar sample col-
lecton cannot address the testng needs of the communty at large, and the soluton resdes wth the use 
of SLRS materals.
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4.  LUnAR SIMULAnT MATERIALS: HISToRICAL DEVELoPMEnT,  
PRESEnT STATUS, AnD FUTURE nEEDS
Ths secton summarzes the hstorcal development of lunar smulants, the present status of these 
smulants, and the requrements for smulants that are needed to support lunar and Martan exploraton. 
Past development of lunar smulants was prmarly orented towards engneerng support for lunar ms-
sons and dd not antcpate such processes as extractve metallurgy or volatle extracton. These smulants 
are currently not avalable n quanttes necessary for scence and engneerng studes, and there s a strong 
need for redeployment of simulant JSC–1 as well as development of new simulant stocks. Future lunar and 
Martan actvtes wll depend crtcally on the exstence of standard smulant materals.
4.1  Historical Development of Lunar Simulant Materials
4.1.1  Apollo Lunar Soil Simulant
Pror to the return of lunar samples durng the Apollo mssons, t was necessary to make a quant-
tatve evaluaton of the lunar regolth from an engneerng perspectve n order to plan for msson actv-
ties. During the development of the LRV, returned samples of the lunar regolith were analyzed, but due 
to ther precous nature and lmted avalablty for testng purposes, t was apparent early on that lunar 
simulants would be required for both development and flight certification purposes. The Apollo Program 
assgned a team of geologsts and sol engneers to evaluate lunar sol data and develop crtera, whch 
would allow the manufacture of lunar sol smulants usng terrestral materals. That expert group estab-
lished five such lunar soil simulants, LSS1 through LSS5. LSS4 most closely duplicated the expected 
sol condtons at the Apollo 15 ste. LSS smulants were all crushed basalts procured from the Basalt 
Rock Company n Napa, Calforna. The lterature descrbng these materals s scarce and ncomplete. It 
ndcates that they ncluded a standard basalt, a standard hgh-densty basalt, and a 43 percent vescular 
basalt.17 These basaltic materials were prepared following specific procedures to transform them into the 
LSS materals wth known sol characterstcs. These extensve preparatons ncluded exhaustve charac-
terzaton of the sols before and durng tests ncludng mantanng sol coheson and mosture content. 
Other materals, such as Yuma sand, were also characterzed, standardzed, and used n comparatve tests 
for the LRV wheel design development phase performed through collaboration between MSFC, the U.S. 
Army Engneer Waterways Experment Staton, and a team lead by Boeng. Personal communcatons 
with Apollo test engineers indicate that ≈35 simulants were used in the program, but no literature has been 
found to corroborate ths. It s possble that such a statement refers to the dfferent sols prepared for test-
ng usng the lunar sol smulants. The LSS materals are no longer avalable, and ther exact propertes 
are not well documented; however, they demonstrate that the use of standard smulant materals by lunar 
surface hardware development engneers contrbuted to the hstorcal success of the lunar mssons. In the 
post-Apollo era, the LSS simulants have been referred to indiscriminately as Napa Valley basalt (NVB) 
simulant. A limited amount of this simulant still exists, but is not likely to be utilized again (NVB may, in 
fact, be andestc n composton and may be more approprate for use as a Martan smulant due to sm-
lartes wth some areas of the Martan surface).
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4.1.2  Lunar Simulants MLS–1 and JSC–1
Lunar simulants JSC–1 and MLS–1 are terrestrial materials of basaltic composition that were cho-
sen based on matches of ther bulk chemstry to Apollo regolth compostons. MLS–1 was produced n 
the 1970s, and JSC–1 was produced in the 1990s. These terrestrial materials were selected by comparison 
of their bulk chemistry with targeted lunar soil chemistry, and specifically target lunar mare basalts of dif-
ferng composton. Lunar mare smulant MLS–1 matches the composton of a hgh-T Apollo 11 basalt, 
and JSC–1 matches an average Apollo 14 mare basalt (tables 9 and 10 and figures 18 and 19). 
 Table 9. Comparison of JSC–1 and MLS–1 with targeted Apollo composition  
  (values n oxde weght percent).
 
Oxide
 
JSC–1
Apollo 14 
Average Soil
 
MLS-1
Apollo 11 
Soil 10002
SiO2 47.71 48.1 43.9 42.2
TiO2 1.59 1.7 6.3 7.8
Al2O3 15.02 17.4 13.7 13.6
Cr2O3 0.04 0.23 – 0.3
Fe2O3 3.44 – 2.6 –
FeO 7.35 10.4 13.4 15.3
MnO 0.18 0.14 0.2 0.2
MgO 9.01 9.4 6.7 7.8
CaO 10.42 10.7 10.1 11.9
Na2O 2.7 0.7 2.1 0.47
K2O 0.82 0.55 0.2 0.16
P2O5 0.66 0.51 – 0.05
LOI 0.71 – – –
Total 99.65 99.8 99.2 99.9
Table 10.  Mineral chemistry of MLS–1 and JSC–1 lunar mare simulants.35
Mineral JSC–1 MLS–1
Plagioclase An64-71Ab28-33Or1-3 An44-50Ab46-60Or3-5
Olivine Fo82-86 Fo48-51
Ca-pyroxene Wo45En34-38Fs17-21 Wo39-41En39-41Fs19-22
Ilmenite Fe2+0.85Fe
3+
0.09(MgMn)0.103(AlCr)0.0025Ti0.95O3 Fe
2+
0.95Fe
3+
0.0875(MgMn)0.075(AlCr)0.0025Ti0.95O3
Magnetite-Ulvospinel Not present Fe2+0.22Fe
3+
2.05(MgMn)0.03(AlCr)0.12Ti0.25O4
Other phases present
Chromite, Clay, Cristobalite? 
Magnetite?, Hematite?
Note: Analyses by electron-probe microanalysis and recalculated to mineral end-member components for formula representation.
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 Figure 18. Lunar Simulants JSC–1 and MLS–1. Backscattered-electron images obtained  
  on polished grain mounts of JSC–1 and MLS–1 simulant using the electron  
  microprobe (stage mapping with effective ×100 magnification). The contrast  
  functon of a backscattered-electron mage s due to atomc number contrast,  
  such that lmente s brghter than plagoclase due to compostonal dfferences.  
  Note the coarse gran sze and large consttuent mnerals n grans of MLS–1    
  compared to JSC–1. Monomineralic grains in MLS–1 are of similar size to  
  the lithic grains in JSC–1 but are typically composed of individual plagioclase,   
  ilmenite, and pyroxene crystals. MLS–1 simulant shown in figure 18 has  
  not been reground to mprove gran-sze match to Apollo sols. 
4.1.3  Minnesota Lunar Simulant MLS–1
In the late 1980s, MLS–1 was produced from an ntrusve gneous rock of gabbroc composton 
and obtaned from an abandoned quarry n Duluth, Mnnesota. The bulk composton of MLS–1 s smlar 
to high-Ti mare basalts from the Apollo 11 site (figure 20). MLS–1 contains coarse grains of plagioclase, 
olvne, lmente, ttanomagnette, and clnopyroxene grans that exhbt orthopyroxene exsoluton lamel-
lae. Ths rock was mned and crushed n order to acheve the gran-sze dstrbuton that s approprate for 
lunar regolith material (figure 21). MLS–1 was milled to produce the appropriate grain size characteristics 
of an Apollo 11 sol, and although the dstrbuton curve s smlar, the grans at a gven sze fracton are 
monomneralc rather than contanng lthc fragments as would be expected for a volcanc rock. That s, 
the coarse gran sze contans monomneralc grans of sngle mneral speces, such as lmente, when at 
the same sze n an Apollo sol one observes complex materals such as agglutnates and lthc fragments. 
The implication of this difference is that the microscopic properties are defined by monomineralic miner-
als rather than rocks, and a crtcal component of lunar sols, the glassy agglutnate fracton, s completely 
absent n MLS–1 due to ts formaton as an ntrusve gneous rock. One would expect the partal meltng 
behavior of MLS–1 to deviate significantly from that of Apollo soils due to dependence on melting of 
mineral components rather than glass particles. For a melting process where the first produced melt is 
segregated for further processng, very dfferent melt chemstres would result for MLS–1 compared to a 
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lunar sol. It should be noted that a gran-sze dstrbuton curve does not specfy the modal mneralogy 
at each sze category, so matchng terrestral materals to lunar regolth based solely on sze dstrbuton 
forms only the physcal porton of the smulant. 
Glass
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Olivine
Plagioclase
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200 µm
 Figure 19. Lunar Simulant JSC–1. Backscattered-electron image at ×300 magnification.  
  Compare crystal size of lithic fragments of JSC–1 and MLS–1 with figure 18. 
  JSC–1 exhibits plagioclase phenocrysts and fine grained matrix of olivine,  
  Ca-pyroxene, ilmenite, and glass. Smaller grain sizes are typified by lithic  
  fragments and monomneralc grans domnated by plagoclase.
MLS–1 s a good example of what s both desrable and undesrable wth regard to use of terrestral 
source materals and the processng methods that are used to produce a smulant. It s attractve due to the 
high Ti content and specifically targets high-Ti lunar basalt as MLS–1 contains a relatively high amount of 
lmente. Terrestral basalts do not generally exhbt elevated T content so the number of potental source 
localtes s lmted. The coarse gran sze of MLS–1 s a good match for the more coarsely crystallne 
lunar basalts.
There are, however, several less desrable features. An ntrusve gneous rock has crystallzed 
over a longer tme perod compared to a volcanc rock and, thus, contans larger mneral grans formed by 
slow crystal growth and contans no glassy phase. In addton to these characterstcs, MLS–1 addtonally 
exhbts features such as exsolved orthopyroxene n a clnopyroxene host that formed by slow subsoldus 
cooling. It also contains titanomagnetite, which reflects the more oxidizing conditions during crystalliza-
ton. Lunar basalts, n contrast, formed under more reducng condtons and do not contan a magnette 
phase.
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 Fgure 20. Comparson of mare basalts, mare sol 10084, and MLS–1. Left chart compares  
  bulk chemstry of Apollo mare basalts wth MLS–1 (values n oxde weght percent),  
  and rght chart compares modal composton of mneral and rock components  
  (values in modal percent). Sample labeling (sample 1 is A–17 V.H. Ti, etc.)  
  n rght chart apples to left chart. Modal components are shown below rght chart.36
Simulant MLS–1 is an intrusive igneous gabbro that has a significantly larger mineral grain size 
than a volcanic ash. The coarse grain size of MLS–1 is problematic for comparison with a fine-grained 
basalt because as the materal s mlled and crushed to make the necessary dust component for a smulant, 
rock (multmneralc or lthc) fragments break down and lberate large mneral fragments. Ths s n con-
trast to volcanic materials where the fine grain sizes contain lithic fragments. Lunar soils contain lithic 
fragments down to essentally the dust sze fracton. At the gran sze that would stll exhbt lthc frag-
ments n a lunar sol, MLS–1 materal s populated by large monomneralc fragments. The mplcatons 
of ths are twofold. Frst, the physcal behavor of the smulant wll depend n part on mneral fragments 
rather than lithic fragments, and second, the melting behavior of the simulant will reflect melting of pure 
mneral grans rather than an assemblage that would lkely melt at a dfferent temperature. 
These aspects are problematc for use n both chemcal and physcal processng experments and 
testng regments. An addtonal problem wth MLS–1 s that the gran-sze dstrbuton of prevously pro-
duced materal has a fracton of larger grans that s too great and wll requre regrndng by researchers n 
order to brng the dstrbuton nto agreement wth Apollo sols.
The samplng problems and chemcal varablty assocated wth mproper samplng are dscussed 
in section 4.12, Standardization and Traceability of SLRS Materials. A final issue with MLS–1 is that 
the materal was obtaned from a now abandoned quarry. It s always desrable to utlze an actve quarry 
where assstance from a mnng operaton s avalable and fresh rock materal s guaranteed. Whle MLS–1 
has enjoyed success as a smulant materal, these are vald crtcsms that wll need to be addressed n 
future smulant development and serve as lessons learned.
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Fgure 21.  Grain-size distribution of MLS–1 and JSC–1.37
4.1.4  Lunar Mare Basalt Simulant JSC–1
In the late 1980s, dscussons began that recognzed the need for lunar smulants that would address 
needs for both mare and hghland actvtes and the need for a materal that would serve to support a var-
ety of scientific and engineering tests. The production of lunar mare simulant JSC–1 was initiated for the 
purposes of lunar EVA suit development at JSC. Volcanic ash of a basaltic composition was obtained from 
a cinder ash quarry located on the flank of Merriam cinder cone in the San Francisco Volcanic Field near 
Flagstaff, Arzona.
The JSC–1 ash is similar in bulk composition to low-Ti lunar mare basalts from the Apollo 14 site 
(table 9). The basalt from ths localty s an extrusve volcanc arfall ash that contans vescular cnders 
and glassy quench material due to the rapid cooling during eruption. The mineralogy of JSC–1 includes 
plagoclase, olvne, pyroxene, lmente, and basaltc glass. The degree of oxdaton durng coolng s very 
minimal in volcanic ash compared to the gabbro from which MLS–1 was derived. JSC–1 was milled and 
crushed in order to achieve the grain-size distribution of typical lunar soils (figure 21). If the grain-size 
distribution curves for MLS–1 and JSC–1 are compared, similarities and differences are highlighted. 
These curves llustrate the coarse gran-sze ssue wth MLS–1, but also demonstrate a good duplcaton 
of the lunar grain size variation. Note that the MLS–1 grain-size distribution shown in figure 21 pertains 
to materal that was reground n order to mprove agreement wth Apollo sols and s not the dstrbuton 
MLS–1 smulant. The dstrbuton MLS–1 smulant thus requres further grndng pror to use. Of all the 
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physcal propertes of lunar sols, t s the gran-sze varaton that s most straghtforward to produce n a 
simulant, with other properties such as grain shape and oxidation state being more difficult to produce in 
a root smulant, as wll be dscussed.
Compared to MLS–1 that has been reground, simulant JSC–1 is a better match to a lunar soil in 
terms of texture and mineralogy. JSC–1 is a volcanic ash, which contains glassy material and is there-
fore a better approximation to lunar regolith which contains agglutinates. As stated previously, JSC–1 is 
an Apollo 14 mare simulant of intermediate composition in terms of Ti, Ca, Al, K, and P. JSC–1 can be 
utlzed n studes that requre a smulant that represents an average of both mare and hghlands materal. 
While JSC–1 does not represent a root mare simulant that is an end-member, it is of interest as a simulant 
source due to ts avalablty n addton to the compostonal and mneralogcal features.
About 12,000 kg of JSC–1 simulant was produced in the early 1990s and has been widely distrib-
uted to NASA sponsored projects, academc researchers, and the educatonal outreach communty. Ths 
JSC–1 distribution did not include detailed recordkeeping to track usage and maintain contact with end 
users. Thus, while there is an established base of JSC–1 simulant, it is not known what amounts exist or 
who s n possesson of the smulant. Furthermore, the smulant has probably not been stored and utlzed 
as an nterlaboratory reference materal should be. Communcaton wth a lmted group of researchers has 
indicated that very small quantities of JSC–1 are left in these educational institutions. Characterization of 
JSC–1 has been limited in scope, due primarily to the fact that this simulant was deployed for engineering 
testng purposes rather than as a formal SLRS materal. Bulk chemstry and mneral compostonal data 
exist but, to date, have been obtained from limited sampling of the distributed material. Simulant JSC–1 
has a composton that s smlar to a low-T basalt wth elevated K and P as s typcal for terrestral basalts 
and s a good match to a basalt that has a KREEP component. It also matches the geotechncal propertes 
such as aspect ratio but exhibits specific gravity data that are lower than lunar materials.
Like MLS–1, JSC–1 thus addresses a specific lunar basalt chemistry and is appropriate for applica-
tions that require a specific composition. As will be discussed in section 5.1, the ideal set of root simulants 
s comprsed of a low-T mare basalt and a hgh-Ca hghland anorthoste because these represent compo-
stonal end-members that could be physcally combned n order to target a spectrum of lunar regolth 
materials. JSC–1 is of intermediate composition and thus can be used to address this intermediate range 
of compostons drectly, but t cannot be used as a smulant for a very low-T basalt, for example, as t 
would require subtraction of a Ti-bearing component. The desirable aspects of JSC–1 are that the source 
quarry s actvely mned and addtonal materal s easly obtaned, that dstrbuted materal exsts n the 
community and that the material is relatively well suited for use as a lunar simulant. While JSC–1 con-
tans volcanc glass t s nether of a sphercal morphology nor s t lke lunar agglutnates. It also does not 
contan nanophase Fe lke mature lunar sols. Addtonally, any terrestral materal wll not have the char-
acterstcs of meteorte mpact hstory lke lunar rocks and sol exhbt. These characterstcs wll not be 
found n terrestral geologcal materals due to the absence of extensve meteorte mpact events on Earth 
and will require modification of terrestrial root simulants to form derivative simulants of higher fidelity, 
as wll be dscussed.
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4.1.5  Evaluation of Variability of Distributed JSC–1 Simulant in Terms of Size Distribution, 
Chemistry, and Mineralogy 
As this TP is being written, a testing program of JSC–1 using distributed stock is underway, and 
an assessment of chemcal and physcal varablty wll be evaluated. As t s desrable to utlze a mate-
rial that has been distributed, this characterization can serve to help calibrate JSC–1 for testing purposes. 
However, because JSC–1 was not originally produced with quality controls appropriate for a standard ref-
erence materal, ths evaluaton s orented toward assessng the nherent varablty of an exstng product 
rather than demonstratng adherence to qualty standards that wll be mplemented n the future.
Preliminary results of geotechnical analysis of JSC–1 stocks from user laboratories indicate that 
size distribution curves for this material are very consistent. This means that redeployment of JSC–1 
smulant can depend on good contnuty wth prevously dstrbuted smulant lots. In ths regard, further 
characterization of existing JSC–1 simulant can be used to bootstrap this material into use as an SLRS 
material. However, the distributed stocks of JSC–1 are very limited in quantity and should not be con-
strued as a source of testng materal but rather as a gude n evaluatng qualty control technques durng 
smulant producton. 
4.1.6  other Lunar Simulants
Lunar smulants have been produced both domestcally and nternatonally. In the Unted States, 
a simulant produced by Jensan Scientific, LLC is nominally intended to be a lunar mare basalt simulant. 
According to the Jensan document sheet, the simulant JS-Lunar Simulant is apparently a physical mixture of 
“10 percent aged, breccated basalt from the Colorado Rockes near Duffey, Colorado, 40 percent unweath-
ered vescular basalt from Hawa, 40 percent basalt from Pullman, Washngton, and 5 percent anorthte, 
purest qualty, from the San Gabrel Mountans, Calforna.”38 The physcal mxture of terrestral basalts s 
nterestng from the root smulant perspectve, but the use of materal that s of unknown degree of weather-
ng and alteraton s problematc. Ths smulant has not been developed wth the ntenton of beng a chem-
cal and/or mneralogcal standard reference but s ntended to serve prmarly as a geotechncal materal.
Lunar simulants have been developed by the Shimizu Corporation in Japan and are of interest 
to NASA in terms of application of root simulant models to production strategies. Japanese lunar mare 
simulants (FJS–1, MKS–1, and similar materials) have been produced by physically mixing Mount Fuji 
basalt wth olvne and lmente mneral separates n order to match a set of Apollo bulk compostons. 
Ths matchng technque usng least squares analyss of modal proportons versus bulk composton wll 
be an mportant part of the assessment of source materals aganst targeted sol compostons. Smulants 
FJS–1 and MKS–1 are comparable to lunar mare simulant JSC–1, but have a higher SiO2 and lower MgO 
content, and are representative of material that is more quartz normative than lunar soils, in reflection of 
the source materal used for smulant development.
Smulant development programs have recently begun by the Northern Centre for Advanced Tech-
nology Inc. n Canada, where both basalt and anorthoste smulants are beng evaluated. Because these 
actvtes are of a propretary nature, further nformaton s not presented here.
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Lunar smulant development has recently begun n Chna. Lunar mare sol smulant CAS–1 was 
descrbed by Zheng et al. (Personal Communcaton),39 and derved from volcanc ash of alkalne basaltc 
composition of Holocene age from Jinlongdingzi (Gold Dragon Peak, in the Jilin Province of Northeast 
Chna). Ths ash has been ground, szed, and placed nto storage for use. Smulant CAS–1 s broadly 
comparable to lunar mare simulant JSC–1, but has a higher Al2O3 and lower CaO content, and modally 
conssts of glass, plagoclase, and olvne.
These programs have been instituted outside of the United States due to the difficulties in trans-
portng and obtanng entry of smulant nto other countres, balanced aganst the need for potentally large 
quanttes for testng purposes. There are also ssues of propretary development n the current busness 
envronment of space exploraton.
Some materials, such as clay and sand, were used during the Apollo program and were specifically 
mplemented for physcal testng of msson hardware. It s mportant to note that ther use was ntended 
to provde comparson data and ther applcaton to technology development s questonable for future 
mission planning. These materials were useful to simulate specific geotechnical properties of packed lunar 
sols. However, lunar regolth contans nether clay nor sand. These materals should not be used as SLRS 
materals because they ntroduce physcal and chemcal propertes that do not exst on the Moon.
4.2  Present Status of Lunar Simulant Materials
The avalablty of lunar smulants s problematc. There are, at present, no root smulants that rep-
resent ether a low-T mare basalt or a hgh-Ca hghland anorthoste. There are no supples of MLS–1 and 
JSC–1 available for distribution to the space exploration community to support upcoming mission pro-
grams because the produced materials have been exhausted. While simulant JSC–1 has been distributed 
to a varety of users, the amounts and documented varablty of ths materal s unknown, and therefore, 
the smulant cannot be consdered a standard reference materal. To date no smulant has been developed 
usng the necessary procedures and qualty control programs that have been used to develop chemcal bulk 
reference materals such as those produced by the USGS and the Natonal Insttute of Standards and Tech-
nology (NIST). Thus, no current means exst to perform testng usng nterlaboratory standard reference 
materals wth documented propertes, and there s a crtcal need for SLRS materals that are necessary 
to perform scientific and engineering tests for process development and flight hardware certification. The 
lack of a hghland smulant currently precludes any serous attempt to model the antcpated mxture of 
mare and hghlands sol types that are expected for landng stes on the Moon that nclude the lunar polar 
regons.
Sections 4.3 through 4.12 represent a consensus on the findings of the 2005 Workshop concerning 
the approach to develop SLRS materals for lunar regolth.
4.3  Terrestrial Simulant Materials as Analogs of Lunar Regolith
Terrestral materals are used to generate lunar regolth smulants, so approprate rock and mn-
eral sources on Earth must be identified that exhibit a good match to the bulk chemistry and mineralogy 
of targeted lunar sols. These materals can then be further processed n order to duplcate the gran-sze 
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distribution of the lunar material. The concepts of root and derivative simulants are defined and discussed 
n secton 5, Recommendaton 1: Standard Lunar Regolth Smulant Materals.
In the 2005 Workshop, two man root smulants have been proposed: (1) A mare basaltc smulant 
and (2) an anorthostc hghland smulant. The mare basalt root smulant should be a low-T terrestral 
basalt so that dervatve smulants can be formed by addton of a T component such as lmente. The 
hghland anorthoste root smulant should be a hgh-Ca terrestral anorthoste n order to best match the 
hgh Ca and Al contents of lunar anorthostes. These detals are also dscussed n secton 5, Recommenda-
ton 1: Standard Lunar Regolth Smulant Materals.
Terrestral rock and mneral source materals can be evaluated aganst the requrements from the 
2005 Workshop that are based on both actvtes as well as antcpated landng stes. Matchng crtera 
have, n the past, been based prmarly on bulk chemcal composton and gran-sze dstrbuton, but t s 
clearly mportant to address mneral composton as well as textural features and other geotechncal data. 
Bulk chemstry, mneral chemstry, and textural features are essentally nherent to the terrestral source 
material, whereas the grain-size distribution is a physical modification that has been superimposed on 
these other propertes n order to target a lunar regolth. Because the chemstry, mneralogy, and textural 
features are propertes of the source materal, these terrestral sources must be chosen wth care as these 
properties cannot be modified in the implementation of a root simulant and, at best, can be adjusted in a 
dervatve smulant.
From ths lne of reasonng t should be evdent that several types of smulants can be used to tar-
get lunar regolth materals for testng purposes. Root smulants conceptually represent the compostonal 
lmts of lunar materals and could thus be physcally mxed n order to produce an ntermedate compos-
ton. A mare basalt smulant and a hghland anorthoste smulant represent these compostonal lmts. On 
the other hand, intermediate materials like JSC–1 and MLS–1 provide good matches to specific ranges of 
lunar materals as sampled by the Apollo mssons.
Terrestral source materals that should be evaluated for possble use as lunar smulants nclude 
basaltc and anorthostc rocks as well as component mnerals such as olvne and lmente. Whle t s 
desrable to utlze materals that match the mneralogy, materals that are compostonal matches could be 
used to generate synthetc glasses for the purpose of addng an agglutnate component to a smulant.
4.4  Standard Lunar Regolith Simulant Materials and the Problem of Variability in natural Soils
An deal standardzed reference materal has several requrements, as follows:
• The reference materal s typcally homogeneous on the scale of the materal that s suppled to the end 
user; .e., a can or bottle contanng the reference materal, so that subsequent samples taken from the 
contaner are dentcal wthn samplng statstcs for the materal.
• The reference materal should also be homogeneous n terms of the total mass of materal so that a 
progressve change n characterstcs s not observed from contaner to contaner n the chronologcal 
producton run. 
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• The reference should be available in sufficient supply to serve the needs of users and to anticipate needs 
n the future.
• The reference materal should be relatvely nexpensve so that the wder body of the research and eng-
neerng communty may have access to t for technology development and testng.
Many reference materals exhbt a compromse n one or more of these requrements, and t s 
homogenety that s of concern snce t s of paramount mportance for reference use. SLRS materals are 
composed of natural rock and mneral materals. Standard reference materals that have been developed 
for use in the geosciences utilize rock powders that have been ground to a sufficiently fine grain size such 
that small sample alquots removed from the dstrbuted materal are representatve of the larger sample. 
Ths s evaluated by comparng major, mnor, and trace element analytcal data of progressvely smaller 
sample szes wth replcate analyses performed on materal drawn from large homogeneous samples. The 
reducton n gran sze effectvely elmnates varablty as long as the sample sze s large enough to rep-
resent an average of the compostonally dfferent mneral grans n the powder.
The man problem n producng a lunar regolth smulant s that the gran sze varaton, from 
submcrometer to several mllmeters n sze, must be retaned as a fundamental part of the smulant char-
acterstc. A sol s nherently nhomogeneous n terms of the gran sze and mneralogy. To date, there are 
no systematc studes of the varablty n propertes of smulant materals as determned by replcate sam-
plng of materal. Natural sols have a gran-sze dstrbuton and also a varable modal abundance of mn-
eral phases n these dfferent sze fractons. Experence has shown that as the sample sze s reduced, the 
effect of gran heterogenety becomes mportant and the dfference n chemstry between grans domnates 
the chemcal analyss. Ths varaton s reduced or elmnated n standard reference materals by grndng 
the material to a fine grain size. Since SLRS materials must match the wide grain-size distribution of lunar 
regolith, the implication is that at some reduced sample size, a potentially significant variation in proper-
tes wll be observed.
Ths problem s well llustrated by chemcal data from smulant MLS–1. As the sample sze s 
reduced, one expects the chemcal contrast between grans to become more mportant, and n the lmt-
ng case of samplng down to ndvdual grans, each gran has a completely dfferent composton. There 
s a mnmum sample sze that must be determned for each materal due to the nherent nhomogenety 
n terms of gran sze, chemstry, and mneralogy. The mnmum samplng sze for modern nstrumental 
technques has trended toward mcrosamplng. The data shown for MLS–1 n tables 11 and 12 are from 
nductvely coupled plasma (ICP) analyss, whch requres a mllgram sample alquot. The mnmum 
statistical sample of an inhomogeneous soil is significantly larger than this milligram mass; it is this mini-
mum sample size that must be identified for SLRS materials and recommended to users of the simulants. 
Tables 11 and 12 show the effect of sample sze when selectng a small amount of materal 
from a contaner of MLS–1. Lsted n these tables are the average analytcal data for replcate samplng 
of MLS–1 smulant wth the range and devaton relatve to the accepted compostonal data for MLS–1 
(the mnmum and maxmum values here are not coupled as the orgnal data are not avalable n the refer-
ence). These bulk chemcal data are based on an unknown number of samples, but the range n concentra-
tons and analytcal total are very large. Note that the varaton n SO2 s relatvely small, approxmately 
10 percent, as the modal varaton represents changes n phases that have smlar SO2 content. There s a 
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relatvely small varaton for SO2 because there s lttle chemcal contrast n the mneralogcal varaton, 
and S s a major element n the materal.
Table 11.  Major element data for MLS–1 (values n oxde weght percent, replcate analyses).
Oxide MLS–1 Minimum Maximum
Range relative  
to accepted, %
SiO2 43.86 41.7 45.9 9.6
TiO2 6.32 4.82 7.43 41.4
Al2O3 13.68 11.76 15.6 28
Fe2O3 2.6 0.9 4.1 123.1
FeO 13.4 12 14.4 17.9
MnO 0.198 0.182 0.218 18
MgO 6.68 5.57 8.44 42.8
CaO 10.13 9.04 11.48 24.2
Na2O 2.12 1.97 2.27 14.3
K2O 0.281 0.17 0.35 64.6
P2O5 0.2 0.02 0.45 215
Total 99.47 88.13 110.64 22.6
Note: Major and trace element data from reference 40.
Table 12.  Trace element data for MLS–1 (values n parts per mllon, replcate analyses).
Element MLS–1 ppm Minimum ppm Maximum ppm
Range reative  
to average, %
Th 14 13 15 14
Sr 212 173 253 38
Co 64 53 84 48
Ba 95 62 117 58
V 761 506 952 59
Cu 445 214 706 111
Ni 97 53 163 113
Cr 173 89 366 160
Zr 47 19 113 200
Rb 4 1 10 225
Note: Range is relative to average of MLS–1 data from referenced study, because no published trace 
element data exist for MLS–1.
Conversely, the varaton n chromum (Cr), a trace consttuent, s large, approxmately 160 per-
cent, and reflects the likely inhomogeneous distribution of chromite (FeCr2O4) in the fines of the soil. 
In this case the variation in Cr is due to discrete variations in chromite at finer grain sizes, and the large 
dfference n Cr content between chromte and other mneral grans that contan a smaller concentraton. 
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Although most slcate mnerals contan a small amount of Cr, chromte contans a major amount of Cr and 
there s a large chemcal contrast n Cr content on a gran to gran bass n the smulant. Therefore, a small 
change n the mode of chromte therefore has a dramatc effect on the bulk chemstry. Thus, t s the chem-
cal contrast that s mportant when samplng these materals, and one must take care to use a sample sze 
for experments or testng that approprately s representatve of the larger body of materal. An analogous 
example can be made for geotechncal propertes f one consders the effect of a rogue gran of quartz n 
the sol so that a large dfference n hardness s observed from gran to gran. These rogue grans would 
domnate the hardness behavor f testng a small quantty of materal.
It should be emphaszed that when there s ether a physcal contrast, such as mneral hardness, or 
a chemcal contrast, such as the case for Cr n chromte, reduced sample szes wll result n materal that 
s not representatve of the larger bulk mass.
The mplcaton for users s that f, for example, a Cr extracton process was beng evaluated, the 
improper selection of simulant would result in dramatic changes in the test results not due to the efficiency 
of the process but, rather, to the nherent varablty of the smulant. It s therefore mportant to establsh 
samplng requrements for smulant use and for users to understand the mplcatons of drawng a sample 
that s too small for the senstvty of the test beng performed. 
The needs of the scientific and engineering communities are to develop and establish a set of SLRS 
materals that, whle retanng the varaton n gran sze and other propertes necessary to accurately rep-
resent the regolth, acheve ths representaton n a reproducble fashon. Thus, the competng needs are 
to produce SLRS materals that are not nherently homogenous and to produce t and use t n a way that 
provdes for qualty control and relance on homogenety at some sample sze.
In the development of smulant materals, t s necessary to dentfy geologcal materals that are 
consstently homogeneous at the quarry ste, and to process the materal, subdvde t, and package t n 
the form for end users so that a mnmum of varablty enters nto the producton.
Standardzaton of smulants must be establshed for physcal, chemcal, and mneralogcal proper-
ties. Variability of grain size or mineral hardness within a material is undesirable as inconsistent geotech-
nical characteristics. Variability of bulk chemical and mineralogical composition is related because the 
bulk chemstry s a measure of the sum of mneral compostons and ther modal abundance n the sol. 
Thus, standardzaton and the mnmzaton of varablty of SLRS materals wll requre qualty control 
of the followng: 
• The source materals used to generate the smulant.
• The processng operaton necessary to produce the root smulant propertes.
• The blendng and homogenzng pror to packagng.
• Aspects of packagng, storage, and transportaton that may, for example, result n segregaton  
of dfferent gran szes due to mechancal agtaton.
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4.5  Implications for Development of Lunar Mare Basalt Simulants
The dversty of lunar mare basalt chemstry and mneralogy presents challenges for the development 
of mare basalt smulants. The extent to whch the chemstry and mneralogy are crtcally mportant for the 
dverse set of actvtes that comprse lunar exploraton s currently not known. The dvson of actvtes nto 
physical versus chemical in scope has been used in the 2005 Workshop in order to define simulant properties 
that depend to a lesser extent on the chemstry and to a greater extent on the mneralogy of the smulant materal. 
For example, excavatng, drllng, and other physcal actvtes are not thought to be affected by chemstry, but 
the mneralogy affects physcal propertes, such as mneral hardness, that mpact the behavor of the smulant 
for those actvtes. Chemcal actvtes such as volatle extracton clearly depend on both the chemstry and 
mneralogy of the smulant so that processng technologes can antcpate the detals of lunar regolth by usng a 
simulant that has high fidelity. Thus, the basic inventory of lunar activities does not permit absolute distinction 
between physcal versus chemcal dependency on smulant materals. As a result, t s prudent to use smulants 
that have relatively high fidelity compared to lunar samples in order to properly anticipate the source materials 
for these actvtes.
Smulants that address the range of T content n mare basalts were dscussed n the 2005 Workshop 
and the development of root mare smulants that target both a very low-T basalt and a hgh-T basalt can be 
developed by addton of lmente to a low-T basalt root. Terrestral basalts contan oxde mnerals that represent 
more oxdzng condtons, such as ttanomagnette, whereas lunar basalts contan ferrous lmente and other 
oxdes that represent more reducng condtons. For ths reason, t s not possble to duplcate the oxde mneral 
speces n a lunar basalt smulant unless a synthetc materal s developed. Lunar basalts also exhbt a dverse 
set of crystallization and impact modified textures that terrestrial basalts do not generally possess. Lunar basalts 
have hgher lqudus temperatures and lower melt vscostes than terrestral basalts and, thus, have dfferent 
processng behavor. The petrology and crystallzaton hstory of lunar basalts s well studed usng programmed 
crystallzaton experments, so much s known concernng the materal propertes of lunar basalts. There are, 
however, challenges wth regard to smulatng lunar basalts due to dfferences n texture, bulk chemstry, mate-
ral behavor, the dentty of mneral speces, and mneral chemstry as compared to terrestral source basalts.
An alternatve to usng smulant materals s to rely on computatonal methods. The lunar sample 
nventory can be vewed as varable modal abundances of the opaque mnerals and pyroxene, olvne, and 
plagoclase, as llustrated n table 4. Smply put, a smulant can be vewed as a mxture of mnerals that 
should have the proportons equal to those of lunar regolth samples. Ths modal abundance coupled wth 
the mneral chemstry can be used to calculate the bulk chemstry of the equvalent rock. Conversely, the 
bulk chemstry can be processed usng a geologcal normatve analyss that yelds the mneralogy expected 
for equlbrum crystallzaton under a standardzed set of condtons. Ths normatve approach to comparng 
rock chemstry s an mportant tool for placng materals from dverse envronments and planetary bodes 
nto a common bass. The MELTS thermodynamc database can also be used to calculate lqudus relatons 
for the range of expected lunar materals to be used for chemcal extracton processes, nstead of perform-
ng expermental studes usng smulant materals.41 Prelmnary results show relatvely poor duplcaton of 
expermental petrology data from lunar crystallzaton experments by these computatonal methods, though 
the database ncludes both terrestral and lunar calbraton data and mprovements would be expected usng 
only lunar data. However, this does underscore the need to use simulants with relatively high fidelity, and it 
s antcpated that computatonal methods wll supplement expermental data and can be used to ad n the 
identification of inconsistent experimental or test results. 
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4.6  Implications for Development of Lunar Highland Simulants
The domnant hghland rock type s anorthostc n composton, so a hghland lunar smulant must 
approximate the characteristics of a plagioclase-rich rock, which also satisfies the minor mineralogy and 
chemstry as detaled n the Lunar Sourcebook.14 To a first approximation, the lunar anorthosites can be 
consdered plagoclase rocks wth small modal abundances of olvne and pyroxene wth traces of other 
mineral components (figure 22). In that regard, they are chemically and mineralogically less complex than 
the mare basalts, though they have significant textural variations due to their long impact histories. The 
lmted samplng from the Apollo mssons does not shed lght on the areal dstrbuton of anorthostc 
breccas, so any varaton n the sze and shape of rock fragments wth dstance from a crater or other topo-
graphc feature s unknown. These varatons wll need to be antcpated for lunar processng operatons.
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 Fgure 22. Compostonal varaton of prstne lunar hghland samples. Plot of mole percent  
  An in plagioclase versus mole percent Mg/(Mg+Fe) in coexisting mafic minerals  
  for prstne lunar hghlands samples. Calculated ponts represent a selecton of  
  ultmate plagoclase and orthopyroxene compostons for lunar hghlands data.42  
  Ths plot llustrates the exstence of two dstnct groups of prmtve lunar crustal  
  rocks that still challenges petrologists; the “vertical” trend is defined by anorthosites,  
  nortc anorthostes, and troctolte anorthostes of the ferroan anorthoste sute from 
  Apollo 15 and 16. The oblique trend is defined by rocks relatively richer in mafic  
  phases, manly nortes and troctoltes from Apollo 15 and 17.
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Anorthoste bodes on Earth are ancent lke those on the Moon, and therefore tend to have a meta-
morphc overprnt ncludng hydrous alteraton that s undesrable for use as lunar smulant materals. 
Terrestral anorthostes tend to have lower bulk Ca content, as well as a less Ca-rch anorthte content of 
the plagoclase because they have formed from source materals that are dfferent from those on the Moon. 
However, anorthoste materals from the Stllwater Intruson n Montana, and from the Duluth Complex n 
Mnnesota, are both good canddates for use as an anorthoste-based lunar hghland smulant due to mn-
mal hydrous alteraton and comparatvely hgh Ca-content of the plagoclase. These terrestral anorthoste 
bodes have not been subjected to meteorte bombardment hstores so do not have textures lke ther lunar 
counterpart. The selecton of geologcal source localtes for use n smulant producton s dscussed fur-
ther n secton 5, Recommendaton 1: Standard Lunar Regolth Smulant Materals.
4.7  Pitfalls in the Selection and Use of Simulant Materials
Lunar simulants JSC–1 and MLS–1 have been developed as basaltic mare simulants. The positive 
and negatve aspects of these smulants have been prevously dscussed n terms of the degree of match, 
or simulant fidelity, compared to targeted lunar regolith materials. This fidelity has been evaluated relative 
to the bulk chemstry, mneralogy, and gran-sze dstrbuton of these smulants. These two smulants are 
relatvely good choces for study of processes that are antcpated to be used n lunar mare envronments 
but may not be approprate for evaluaton of processes antcpated for the lunar hghland envronment 
where an anorthostc composton s domnant. 
One goal of ths TP s to communcate the need to use approprate SLRS materals for research, 
development, and testng by the scence and engneerng communtes. However, as the followng dscus-
son emphaszes, poor choces of testng materals are apparently beng made n the testng communty 
wth regard to smulant use. Dscusson wth ndvduals that are not famlar wth smulant ssues has 
revealed a relatvely poor recognton of the mportance of matchng the bulk chemstry and mneralogy 
of smulants or test materals to ntended applcatons. In some cases, napproprate materals such as con-
crete dry mx have been used for testng. Although concrete does contan Ca-rch slcate phases, the mn-
eralogy dffers from both terrestral and lunar basalts and anorthostes, and the cement-formng behavor 
of dry mx n the presence of water s obvously not comparable to lunar regolth. Ths problem hghlghts 
two ssues. Frst, there s a need for educaton concernng smulant use and msuse. One should not be sur-
prsed at the lack of nterlaboratory comparablty when napproprate testng materals are used. Indeed, 
there s no nterlaboratory comparablty when t s left to ndvdual choce to select smulant materals 
for testng. Secondly, f SLRS materals were wdely avalable, ndvduals would not resort to commonly 
avalable but napproprate testng materals. Thus, a well-mplemented smulant program addresses both 
educational and scientific goals by using proper materials and avoiding mistakes.
It s nstructve to demonstrate the ptfalls of napproprate choce of smulant materals wth an 
example. The extracton of volatles and metals from lunar sol forms the bass for ISRU actvtes upon 
which a host of technologies may depend. In particular, the in situ production of purified Si metal is desired 
to enable the fabrcaton of photovoltac solar cells. Segregaton of S results from chemcal reducton of 
slcates n sol that has been melted. In the dealzed case, sphercal S grans are produced n the melt 
and are separated by either sinking or floating, depending on the relative density of the Si compared to the 
melt. If a gven lunar sol s melted, then allowed to slowly cool, ether olvne or plagoclase crystallzes 
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first, followed by other phases depending on the soil chemistry. The density of a crystal-melt mixture is a 
functon of temperature, bulk chemstry, mneralogy, and the proportons of crystals and melt. 
Calculatons have been made for three terrestral rock compostons that represent concevable 
choices for simulant use: (1) Lunar mare simulant JSC–1, (2) geochemical basalt reference BCR–1, which 
is broadly similar in composition to JSC–1, and (3) geochemical reference RGM–1, which is a rhyolite; 
.e., grante. Melt denstes for these three compostons have been calculated usng the program PELE, 
whch uses the core algorthms of the thermodynamcally vald MELTS software, and provdes crystal-
melt equlbra, densty, and melt vscosty data as a functon of temperature durng calculated meltng or 
crystallzaton runs.43 Melt densty data were used to calculate Stokes-law settlng rates for 1-mm grans 
of Si metal for the three materials. As figure 23 illustrates, the choice of source material composition is 
crtcal to the correct analyss of S gran segregaton. As S s less dense than the coexstng melt for lunar 
simulant JSC–1, grains should float in a melt of this basaltic composition. Note that the degree of floating 
s dmnshed for the case of basalt BCR–1 where neutral buoyancy s ndcated for typcal processng 
temperatures. Slcon has a hgher densty than a coexstng rhyolte melt and s predcted to snk accord-
ing to these calculations. With reference to figure 24, each of these material compositions exhibits viscos-
ty-temperature relatonshps that have dfferng slopes and changes n slope as dfferent mnerals begn to 
crystallze. Thus, the densty and vscosty behavor of these three materals are dfferent enough to be of 
concern when desgnng experments for lunar processng.
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 Fgure 23. Predcted settlng behavor of S grans n melts of compostonally dfferent  
  materials. This figure illustrates how the choice of lunar regolith simulant  
  among canddate materals wll mpact the desgn of a chemcal processor  
  for Si extraction. Data plotted for lunar mare basalt simulant JSC–1, USGS  
  basalt BCR–1, and USGS rhyolte RGM–1.
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These results, while simplified, clearly demonstrate the use of an inappropriate simulant material, 
even basalt BCR–1 that is similar in chemistry to JSC–1, may produce erroneous processing data. In the 
worst case, a chemical processor designed to produce purified Si might be equipped with instrumentation 
that was developed usng a smulant that predcted gran settlng, when the opposte would be observed as 
lunar soil was processed for the first time on the Moon.
The use of approprate SLRS materals to smulate lunar regolth thus reduces technology and ms-
son rsks, and the use of napproprate smulants vrtually ensures ncreased rsk. 
4.7.1  oxidation State of Iron and oxygen Fugacity Control
In addton to proper selecton of smulant materals, t s also crtcal to duplcate the lunar surface 
condtons n experments and test envronments where t s mportant to do so. The lunar surface s character-
zed by a hard vacuum, and lunar materals have equlbrated under reducng condtons on the Moon. These 
condtons are quanttatvely descrbed by O2 fugacity buffer assemblages, which define a curve on a plot of 
O2 fugacty versus temperature. In general, lunar materals have equlbrated at the more reducng 
ron-wustte (Fe-FeO) buffer, whereas terrestral gneous rocks have equlbrated at the more oxdzng fay-
alte-magnette-quartz (Fe2SO4-Fe3O4-SO2) buffer. Hgh-temperature processng experments usng lunar 
smulant materals that am to duplcate condtons on the lunar surface requre expermental control of 
vacuum and O2 fugacty to the approprate values.
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Researchers not famlar wth experments nvolvng Fe n multple oxdaton states must address 
ths fugacty control f proper calbraton s to be made compared to the lunar envronment. Furnace pro-
cessng n open ar on Earth typcally results n fully oxdzed Fe as Fe3+ due to equlbraton above the 
Fe3O4-Fe2O3 buffer. Thus, the use of experimental apparatus in open air will result in significantly higher 
O2 fugacty compared to the desred lunar condtons. Ths error has been observed on several occasons 
by workers new to the field of lunar and Martian processing, who have attempted to incorporate magnetic 
processng wth furnace meltng studes; the magnetc behavor of metallc Fe, FeO, Fe3O4, and Fe2O3 df-
fer markedly and warrant attention to fugacity control during processing. Furthermore, the identification 
of the oxdaton state of Fe speces cannot be obtaned n general from x-ray dffracton (XRD) or x-ray 
fluorescence (XRF) methods.
The definitive determination of the oxidation state of Fe is accomplished using Mössbauer spec-
troscopy, where the measured spectra ndcate the valence n the phases examned. Ths measurement 
capablty can be added to hgh temperature expermental apparatus.
4.8  Specific Differences—Agglutinates, Nanophase Iron, Shocked Grains,  
Solar-Wind Implantation, and Water Free
Several features of the lunar regolth wll be mportant components of smulants that acheve a 
high-fidelity match. These features include glassy agglutinates, Fe nanophase particles, mineral grains 
that exhbt shocked textures, and solar-wnd mplanted grans. These characterstcs are not present n 
terrestral materals snce solar partcles and meteorte bombardment s not an actve process on Earth and 
ancient soils that were modified by such processes have been weathered or recycled. However, each of 
these features can be duplicated in small quantities for high-fidelity simulant material.
4.9  Production of glass and Agglutinates
The producton of glass fragments from lunar smulant MLS–1 was attempted usng a plasma torch 
to melt smulant feedstock as t entered an evacuated column, resultng n the formaton of molten spher-
cal droplets durng free fall. Plasma meltng was shown to be a vable method for producng smulants 
of some glassy components of the lunar sol but faled to produce analogs of lunar agglutnates.44 The 
technique has been evaluated using an in-flight sustained shockwave plasma (ISSP) reactor at the Mineral 
Resources Research Center at the University of Minnesota (figure 25). The 10-m-tall reactor consists of a 
cylndrcal stanless steel arc chamber lned wth refractory materal mounted above addtonal refractory-
lned sectons that provde a free-fall zone and collector at the bottom. The arc chamber conssts of a vert-
cal, hollow, water-cooled graphte cathode that s radally surrounded by the arc plasma gas (argon (Ar) 
or N2). Sample materals are fed through the hollow cathode. Arc rotaton, produced by utlzng the 
prncple of a drect current motor, mantans the shockwave plasma n a rotatng, homogeneous magnetc 
field in the plane of the anodes. Rotational speeds have been measured in the range of 1,000 to 3,000 rpm, 
dependng on the operatng condtons.45 This reactor was operated at 400 A and 150 to 250 V to test the 
effect of the plasma processng on a basalt feedstock. Run products wth 10 to 30 percent glassy materal 
were acheved wth feed rates of 40 to 50 kg/hr. To date, Ar has been the plasma gas and no control of 
the oxdaton state of the atmosphere n the plasma has been made n the system. Run products conssted 
of unreacted mneral fragments, massve, globular glass, and vescular glass n a varety of textures that 
resemble some of the glassy components of lunar soils (figure 26). The glass also contains immiscible 
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natve Fe blebs. However, ron-ttanum oxde phases, probably wth some ferrc Fe, also occur n the 
glass and t s not clear f sngle-doman Fe s present. The proportons of these components depended on 
the power, gran sze, and rate of gran feed through the hollow cathode. The prncpal chemcal dfference 
between the feed and the run products under these condtons has been the reducton of the water content 
of the glass by an order of magnitude to 0.06 Wt.%. Further refinements of this plasma process should be 
consdered for expermental trals n an attempt to more closely smulate the chemcal, mneralogcal, and 
textural features of lunar sols.
Plasma Gas and Feed
Hollow Graphite Cathode
Expanded Plasma
Graphite Anodes (6)
Rotor Coils and Yoke
Tailflame
+
–
Off-Gas
Collector
Off-Gas
Fgure 25.  Schematc of ISSP used to produce synthetc agglutnates.
Nanophase Fe can be produced but must be stablzed aganst reacton wth water vapor or oxda-
ton to ferrous or ferrc oxdes. Terrestral materals also typcally contan some amount of water, and the 
anhydrous nature of lunar materals wll requre that smulants contan a mnmum of mnerals that have 
structural water. 
It s also mportant to consder terrestral elements or mnerals that would represent contamnants 
to the processes beng studed for mplementaton on the Moon. For example, the presence of quartz (a 
very hard mneral) s undesrable n an SLRS materal from a geotechncal perspectve, as quartz s rare n 
the lunar regolth but relatvely common n terrestral materals.
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(a) (b)
(c) (d)
(e) (f)
 Fgure 26. Photomcrographs of materals from ISSP runs. Scale bar: a and c  
  through f (0.5 mm) and b (2.5 cm).
4.10  Lunar Dust
The topic of lunar dust has been of central importance from a scientific as well as operational per-
spectve. The electrostatc chargng behavor of lunar dust must be addressed for smulants as ths s an 
mportant property of the lunar regolth. The effect of lunar dust adheson n terms of materal abrason and 
contamination issues is also important. Experience with the LRV has demonstrated that dust was a significant 
problem. Dust was lfted by the wheels and deposted on portons of the vehcle and the astronauts. A partcu-
lar problem was the accumulaton of dust on the coolng radator assembles, whch requred the astronauts to 
stop and attempt to remove the dust; this activity was ultimately never successful (figures 27 and 28). 
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 Figure 27. The LRV during locomotion. Lunar dust was frequently lifted by the wheels  
  and deposited over the LRV (Apollo 16 photograph AP16–S72–37002).
 Figure 28. LRV dust buildup. This close up of the LRV shows astronaut Charles Duke  
  brushng dust from the battery radator (Apollo 16 photograph AS16–116–18717).
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Anecdotal experences of the Apollo astronauts llustrate well the problems of toxcology and 
contamnaton of the lvng quarters by dust. Dust penetrated the jonts of the space suts and caused sg-
nificant damage. Additionally, dust in the suit seals resulted in significant degradation in their ability to 
mantan pressure.16
The reproducton of several key propertes of the dust fracton of the lunar regolth s a hgh pror-
ty n the development of SLRS materals. Although a thorough examnaton of the lunar samples below 
20 µm s stll needed to categorze partcles by physcal and mneralogcal types, several key character-
stcs are known and must be reproduced. Present knowledge ndcates that these partcles are comprsed 
of glass and agglutnate fragments, glass mcrospheres, and mneral fragments and contan nanophase Fe 
(figure 6). The angular shape of these fragments is a critical property that dictates their surface reactiv-
ty, ncludng ther surface chargng propertes and ther adhesve propertes. The characterstcs of the 
dust gran surfaces at the molecular level whle n the lunar envronment are not entrely known at ths 
tme. Nevertheless, the hghly reducng vacuum envronment coupled wth epsodc mpacts that fracture 
the grains is conducive to the generation of exposed unsatisfied bonds that dictate surface interactions 
between dust partcles, hardware surfaces, and crew. The understandng and smulaton of these proper-
tes s a research area of hgh mportance to enable scentsts, engneers and msson planners to properly 
evaluate the rsks posed by lunar dust to a long-term presence on the Moon.
4.11  Summary of Lunar Regolith Evolution in Relation to Simulant Development
The lunar regolth s a complex assemblage of rock, mneral, glass, and metal partcles. As prev-
ously dscussed, the geologcal hstory of the Moon can be descrbed as an early meltng event that caused 
plagioclase to float, forming the lunar highlands, and later impact events that formed the circular mare 
basins that were later filled by large flood basalts. These two basic rock types were extensively modified 
by meteorte mpact events, whch caused local mxng of mare and hghland materal n the lunar rego-
lth. These mpact events produced a dverse array of textures and overprnted chemcal and mneralogcal 
changes n the regolth. These mpacts also caused localzed meltng and evaporaton, and t s generally 
recognzed that the maturty of the lunar regolth can be measured from the proporton of nanophase Fe 
particles that are found in a given regolith sample (figure 6). As the number of impacts increases, the con-
centraton of nanophase Fe ncreases n small grans due to meltng, evaporaton, and condensaton n the 
lunar vacuum where reducing conditions transform oxidized Fe into metallic Fe. Melting of fine particle 
sizes and welding of these molten droplets has formed the agglutinate fraction of lunar soils (figure 6). 
Complex mpact processes have produced breakage of rock and mneral grans to form the dverse brec-
cas that are observed n lunar samples.1
Ths dversty of lunar textures and mpact features s not typcal of terrestral rocks. Lunar mater-
als are compositionally more simplified but texturally more complex than terrestrial materials due to the 
less dverse set of compostonal source materals but more dverse mpact processes. Terrestral rocks 
exhibit a wider range of compositional diversity as well as weathering features that reflect reaction with 
air and water. The challenge for the development of lunar simulants is to find compositionally similar 
materals to those on the Moon and to process them n a way to mmc the lunar materals. It s desrable to 
elmnate or reduce those features such as oxdzed Fe from terrestral source materals that are to be used 
for lunar smulant development.
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4.12  Standardization and Traceability of Standard Lunar Regolith Simulant Materials
Two aspects of the development of SLRS materals are (1) the need to standardze the proposed 
materals and (2) to provde traceablty of the smulant for the purposes of comparson.
Traceablty of smulant characterzaton refers to the calbraton of characterzaton technques 
that are used to produce data on the smulant materals and the chan of calbraton back to a master set 
of reference standards. Ths ncludes traceablty for geotechncal, chemcal, mneralogcal, and other 
characterzaton methods. Traceablty for chemcal analyss s establshed by utlzng a common set 
of analytcal prmary reference standards that each characterzaton faclty uses to ensure nterlabora-
tory consstency or contnuty between sample batches. For example, durng analytcal runs, laboratores 
should use geochemcal reference standards such as NIST SRM 688 or USGS BCR–2 materal as part of 
a quality control program for certification of the lunar simulants. Analyses of these reference standards 
would be run concurrently wth smulant materal and results reported for use by NASA and the scence 
and engneerng communtes.
 
For an end user, traceability of SLRS materials appears in the form of the certificate that docu-
ments the placement of the smulant materal wthn the producton sequence, and ncludes all compos-
tional and other information specific to the reference material. Traceability also includes the availability 
and relablty of database nformaton that summarzes the dstrbuton and use of smulant by the scence 
and engneerng communty.
In discussions since the 2005 Workshop, it has become apparent that distribution of JSC–1 simulant 
took place in an informal manner, with ≈50 percent or more of the material distributed to primarily edu-
catonal nsttutons. At least one nstance of confuson as to the dentty of smulant materal has occurred 
and required chemical analysis of the material in order to identify it as NVB. The material in question was 
described as an additional JSC–1 clone, clearly in error. This incident points to another aspect of labeling 
and traceablty needs. Dstrbuted SLRS materals must, by agreement of the end user, be stored n the 
container that was used for original distribution. The certification applies to the SLRS material as stored 
n that contaner, and once removed from the contaner, the chan of custody has been compromsed and 
issues regarding sampling enter the picture. For reasons like these, NIST certifies and distributes stan-
dard reference glasses in disk form so that if inhomogeneity is later identified, the user can appropriately 
respond for the material they have in their possession. If the standard is crushed or modified, the NIST 
certificate no longer applies. An approach similar to this is recommended for simulant distribution in order 
to eliminate errors and to minimize modification to the SLRS material due to improper storage. 
Dscussons among 2005 Workshop attendees supported the deas presented above. In partcular, 
t was agreed that the communty needs wdely accepted standardzed smulant materals, namely SLRS 
materals, and that a database for trackng nformaton s mportant. Traceablty of SLRS materals was 
identified as a critical component of simulant development.
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5.  RECoMMEnDATIon 1: STAnDARD LUnAR REgoLITH SIMULAnT MATERIALS
In 2005 Workshop breakout sessons, the expert groups were asked to dscuss alternatve concepts 
for the definition of families of SLRS materials and propose their recommendation for a list of simulant 
materals. In the end, these expert groups recommended the concept of root and dervatve smulants that 
support actvtes at localtes n lunar mare regons, hghland regons, and lunar polar regons. These con-
cepts and the formal lst are dscussed n ths secton. 
However, the 2005 Workshop partcpants recognzed the need for mmedate avalablty of a 
smulant that serves as a general purpose materal for smulaton of mare basalts. For ths reason, a tmely 
redeployment of lunar simulant JSC–1 was endorsed by the group. In response to this recommendation, 
NASA/MSFC has initiated a production run of material to generate SLRS lunar mare simulant JSC–1A. 
5.1  Definition of Root Simulant
A root smulant s a materal that approxmates a targeted regolth materal; s composed of rock, 
mneral, or synthetc source materals; and deally represents an end-member n terms of physcal, chem-
cal, and mineralogical properties relative to the targeted regolith. By definition, it inherently approximates 
the predomnant characterstcs of the lunar regolth under consderaton and does so wth a mnmum 
degree of processng. Terrestral materals are derved from dfferent source materals compared to the 
Moon and have been altered and weathered by processes that do not nclude extensve meteorte bom-
bardment, whch s the case for lunar materals. Terrestral materals that match the bulk chemstry and 
mneralogy of lunar materals typcally must be mlled or physcally processed to duplcate the gran-sze 
distribution of lunar regolith. It should be mentioned in this definition that meteoritic source materials, or 
any other materal that presents an nherently good match to the target, s also of nterest; however, the 
practcalty of usng meteortes poses the same problems as dscussed for lunar samples as they too are 
very valuable. A root smulant s deally an end-member n terms of propertes; e.g., a low-T basalt or an 
anorthoste nomnally free of mare basalt materal. These root smulants can, n prncple, be physcally 
mxed n order to match the range of lunar regolth materals that represent dfferng contrbutons from 
mare and hghland sources.
The concept of root smulants ncludes materals that are practcal canddates, such as basalts and 
anorthostes, for ther obvous chemcal and mneralogcal smlarty to lunar mare and hghland materals, 
respectvely. Ultmately, the development of root smulants depends on the sutablty of terrestral mater-
als of these types. The root smulant concept can be expanded to nclude any property that must be mod-
eled between end-members that represent the spatal range of materal propertes of the targeted regolth 
samples. For example, analyss of these end-members may focus on bulk chemstry (of major, mnor, and 
trace elements), mneralogy, and physcal propertes such as gran-sze dstrbuton or mneral hardness. It 
s therefore approprate to apply analytcal methods to the selecton of root smulant materals by analyss 
of the targeted regolith samples and extraction of principle components in order to better define the nature 
of the root smulants.
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5.2  Definition of Derivative Simulant
A dervatve smulant s a smulant that s based on a root smulant and nomnally has the root 
properties but also has modified properties that more closely match the targeted regolith. It is a material 
obtaned by subjectng a root smulant to a varety of processes such as chemcal and/or mneralogcal 
modification (end-member mixing, glass formation, and nanophase Fe glasses), addition of physical com-
ponents (minerals and glass), or physical modification (ultrafine grinding, fragmented dust particles, and 
on mplantaton). 
By varyng the mxed proportons of root smulant and addtve standard mnerals, a range of rego-
lth compostons could be matched. For example, an deal root smulant s a low-T basalt that could be 
mxed wth a second root materal contanng T n order to duplcate the range of T content observed n 
lunar samples. A root smulant that has an ntermedate T content can, n general, only be used to dupl-
cate compostons that have a greater T content by addton of a T component such as lmente (FeTO3). 
Potental addtves are terrestral mneral separates such as olvne, lmente, and plagoclase. It s there-
fore possble to generate a smulant by physcally mxng a selected combnaton of rock powders, mneral 
separates, and synthetic materials. This procedure has been used in Japan to produce a high-Ti mare basalt 
smulant by mxng Mt. Fuj basalt (low n T and Mg) wth lmente and olvne n order to boost those 
elements n the targeted composton. However, ths mxng methodology must be evolved to obtan lthc 
fragments rather than physcally separated mneral components because the behavor of rock fragments s 
fundamentally dfferent than mneral grans n these materals.
The producton and addton of mcrosphercal glass, agglutnates of glass and mneral fragments, 
mplanted solar-wnd molecules, and nanophase Fe partcles have been dscussed wthn the framework of 
a dervatve smulant. Mcrosphercal glass could be produced usng an evacuated column wth a plasma 
torch and feedstock assembly in order to feed simulant into the plasma flame. A root simulant that con-
tans no glassy component could be used as the feedstock to generate glasses and agglutnates that would, 
n prncple, have the bulk composton of the root smulant and could be physcally mxed back wth 
the root simulant to obtain a derivative simulant with higher fidelity. Ion implantation by irradiation of 
root smulants could yeld an addtve component wth gran boundary damage features and solar wnd 
mplanted speces smlar to that of the lunar regolth. Nanophase Fe glass s an mportant component of 
the lunar regolth especally n small grans; chemcal synthess methods are beng consdered to obtan 
reduced Fe nanopartcles n glass matrces whose composton approxmates the compostons found n 
lunar samples.46 
Dervatve smulant processng thus ncludes chemcal and physcal processng of root smulant 
materals. The dvson between root and dervatve smulants s agan dctated by the practcal aspects 
of obtanng materals that n raw form are smlar to targeted lunar sols and can be obtaned n tonnage 
quantities, compared to the needs for smaller amounts of simulant that would be utilized for specific appli-
catons. For example, t s antcpated that, n general, root SLRS materals would serve the communty 
needs for actvtes that are predomnantly physcal, such as drllng and excavaton, whereas a smulant 
produced by derivative processing would provide higher fidelity materials for chemical activities such as 
O2 extracton.
72
5.3  Recommended Family of Lunar Simulants
The concept of root and dervatve smulants was appled to the need for lunar smulants by the 
2005 Workshop. Dscussons centered on lunar actvtes, the rankng of lunar regolth propertes based 
on actvty and landng ste needs, and the antcpated lunar landng stes for mssons. Based on an evalu-
ation of these factors, a fundamental family of recommended SLRS materials was identified by the 2005 
Workshop. Sectons 5.3.1 through 5.3.4 outlne ths famly of smulants.
The proposed roots represent chemcal and mneralogcal rock and sol materals that are appro-
priate for use as simulants. The identification of terrestrial source areas that can be utilized for these root 
smulants wll requre a careful assessment of characterstcs of the source materals. Ths process wll 
requre evaluaton of geochemcal and mneralogcal databases that summarze ths nformaton. It s 
anticipated that several candidate localities will be initially selected for further screening prior to a final 
selecton of a localty. A number of databases are currently avalable for ths purpose.
5.3.1  Root Lunar Mare Simulant: Low-Titanium Mare Basalt
Lunar mare basalts exhbt a range of T content, rangng from low-T to hgh-T basalt (table 3). 
The most attractive simulant materials are those that match specific lunar regolith compositions and can 
be modified by addition of components to match a wider range of compositions. The best choice for a root 
mare basalt smulant s a low-T basalt that represents a compostonal end-member. A potental canddate 
for a low-T root mare smulant s a terrestral source materal wth a composton and mneralogy smlar 
to an Apollo 15 low-Ti basalt. This root simulant can be modified as a derivative simulant by the addition 
of Ti in the form of ilmenite. This low-Ti mare basalt simulant thus has the greatest flexibility in matching 
a wde range of mare regolth compostons and propertes by adjustment of the T component.
A sutable source materal for ths low-T mare basalt smulant s terrestral basalt that has compo-
stonal and physcal propertes smlar to low-T lunar mare basalt. In partcular, a volcanc ash s attrac-
tve because these materals typcally contan a glassy component as well as porosty and vesculaton that 
are smlar to textural features of lunar basalts. A terrestral lmente wth low Fe3+ can be used to add 
T to the root basalt n order to form a set of dervatve basalts wth the requred T content. Examples of 
calculatons for mxng of rock and mneral components to target a lunar composton are shown n tables 
13 and 14.35 
Conversely, a less sutable choce for a lunar mare basalt smulant s any materal that contans an 
elevated Ti content because it is difficult to chemically remove a component from a rock. Simulant JSC–1 
contans a T content smlar to an Apollo 14 basalt and s sutable for smulaton of these compostons 
but not for lunar basalts wth low-T content.
In summary, the best choce for a root smulant of a low-T lunar mare basalt composton s a 
low-T terrestral basalt obtaned from a source that contans a glassy component. Dervatve smulants 
can be formed by the addton of component(s) that contan T, as well as other components or processng 
to increase the simulant fidelity.
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Table 13.  Example of root smulant calculatons usng mneral roots to match Apollo 16 target.
Oxide Olivine Fo92 Anorthite Quartz Root Mix Apollo 16* Diff
2
SiO2 41.23 43.19 100 46.29 45 1.65
Al2O3 – 36.65 – 28.59 27.3 1.66
FeO 7.89 – – 1.26 5.1 14.73
MgO 50.89 – – 8.14 5.7 5.97
CaO – 20.16 – 15.72 15.7 0
Total 100 100 100 100 (100.78) –
Note: Oxide weight percent data for Olivine, Anorthite, and Quartz hypothetical mineral root materials.  
Root mix is weight percent of oxide constituent based on proportions of olivine, anorthite, and quartz in physical mixture.  
For SiO2 calculation this is Wt.% SiO2 = (% olivine)*41.23 + (% plagioclase) *43.19 + (% quartz)*100 = 46.29.  
Diff2 is square of difference (Li–Ci)
2 between root mix and Apollo 16 target.  
Sum of differences (Li–Ci)
2 = 24.75, R = sqrt(24.75 / n=14 oxides) = 1.33.  
This example is for mix of 16% olivine Fo92, 78% Plagioclase An100, 6% quartz.  
Apollo 16 analysis includes other minor elements not listed here.
 Table 14. Example of root simulant calculations using JSC–1 simulant and mineral roots  
  to match Apollo 11, 14, and 16 targets.
Root Component
Apollo 11 
High Ti
Apollo 14 
Low Ti / KREEP
Apollo 16 
Highland
Rmin 1.68 1.41 1.43 1.51 1.22 1.90 1.88
JSC–1, % 86 61 50 100 71 27 23
Ilmenite, % 14 12 15 – 2 – –
Olivine, % – 2 5 – 4 3 5
Ca-pyroxene – 15 – – – – –
Plagioclase – 10 8 – 10 70 70
Glass – – 22 – 13 – 2
Notes: Best match is for lowest Rmin value.  Left column for each target represents the simplest mixture, right hand column(s) represent progressively  
more complicated mixtures that achieve lower Rmin and better match.  Glass and Ca-pyroxene present separation challenge due to grain size in JSC–1  
bulk material.  Minor phases and trace glass chemistry ignored.
Apollo compositions from reference 14, table 7.15, p. 346.
5.3.2  Root Lunar Highland Simulant: High-Calcium Highland Anorthosite
Lunar hghland materals are predomnantly composed of anorthoste and have a more restrcted 
range of composton compared to mare basalts. Agan, wth respect to hghland smulants, the most 
attractve smulant materals are those that match hghland anorthostes. The best choce for a root hgh-
land smulant s a hgh-Ca anorthoste that represents a compostonal end-member for lunar hghland 
anorthostes. Compared to mare basalts, hghland anorthostes show less compostonal dversty but sg-
nificant textural and physical diversity. For this reason, it will be important to select an appropriate high-
Ca anorthoste but also to address the addton of a glassy component to the anorthoste n order to match 
the mpact-melt glass component of lunar anorthostes.
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A sutable source materal for ths hgh-Ca hghland smulant s a terrestral anorthoste that has 
compostonal and physcal propertes smlar to a hgh-Ca lunar hghland anorthoste. Examples of cal-
culatons for mxng of rock and mneral components to target a lunar composton are shown n tables 13 
and 14. 
Conversely, a less sutable choce for a lunar hghland smulant s an anorthoste that contans a 
reduced Ca content (as this will also reflect a higher Na content due to plagioclase feldspar chemistry) 
because it is difficult to chemically remove Na and add Ca components. Since anorthosites are intrusive 
gneous rocks, they have cooled slowly and do not contan a glassy phase. Lunar anorthostes have been 
partially melted by impact events and are characterized by a significant glassy fraction. A lunar highland 
simulant needs to address this deficiency in terrestrial anorthosites.
Durng the 2005 Workshop, dscusson took place concernng the dfference n anorthoste com-
poston concernng Mg-rch and ferroan anorthostes. These compostonal dfferences and also possble 
dfferences n hghland composton for the lunar far sde compared to the lunar near sde were brought up. 
These differences were not thought to present significant issues for current simulant development plans.
In summary, the best choce for a root SLRS materal of a hgh-Ca lunar hghland anorthoste 
composton s a hgh-Ca terrestral anorthoste. Dervatve smulants can be formed by addton of 
component(s) that contan a glassy phase as well as other processng.
5.3.3  Root Lunar Polar Simulant: Mixture of Low-Titanium Mare Basalt and High-Calcium 
Highland Anorthosite
Relatvely lttle s known about the compostonal dentty of the lunar polar regons, although the 
presence of cratered terran and mare basn features suggests that a reasonable nterpretaton s to expect 
a mxture of mare basalt and hghland anorthoste materal at these locatons. Ths nterpretaton s also 
supported by the Apollo and Clementne mssons that have provded orbtal compostonal mappng data. 
The polar regons of the Moon are of great nterest because of the potental for subsurface water ce n the 
permanently shadowed regons of craters for whch some evdence was provded by the Clementne and 
Lunar Prospector missions. These regions are therefore likely sites for future exploration (figure 29). 
Thus, t s prudent to develop a root smulant that addresses the characterstcs of the lunar polar 
regons. The best estmate s that a mxture of mare basaltc and hghland anorthostc materal s present. 
A root lunar polar smulant can be constructed from a mxture of SLRS root smulants of mare basalt and 
hghland anorthoste materals. By usng the smulants dscussed above, t s possble to provde the solu-
ton for the need for a SLRS polar materal.
5.3.4  Recommended Derivative Simulants: Additive Components
There s a clear need for mare basalt and hghland anorthoste smulants. The mplementaton of 
well-chosen terrestral materals such as a low-T volcanc ash of basaltc composton can accommodate 
the need for compostonal and textural features such as a glassy fracton. A hghland anorthoste smulant 
wll requre the addton of a glassy component as ths wll not be a feature of a terrestral anorthoste 
source materal.
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 Fgure 29. Clementne mage of lunar south pole regon wth possble ce locaton and lmt  
  of south pole-Atken Basn rm. Note predomnance of cratered lunar hghland   
  terrane and domnance of Atken Basn features.
A dervatve smulant s formed from one or more root smulants and has added components that 
increase the simulant fidelity, compared to the lunar regolith. An evaluation of the necessary properties 
and characteristics of lunar regolith materials has identified the following important components that will 
need to be added to root smulants to produce dervatve smulants (sectons 5.3.4.1 through 5.3.4.7).
5.3.4.1  Additive Component: glass Fraction.  Meteorte mpact processes are responsble for 
most weatherng processes on the Moon. These mpact events have produced mpact-melt glasses n both 
mare and highland materials. Glasses such as the orange and green glasses have been produced by fire 
fountain eruptions. The glass fraction of the lunar regolith is significant and should be reproduced in simu-
lants in order to achieve good fidelity. Plasma melting of root simulant and/or synthetic material can be 
used to generate a glass populaton that s physcally mxed wth the root to form a dervatve. 
5.3.4.2  Additive Component: Agglutinates.  Impact processes on the Moon have resulted n 
crushng and fragmentaton of the regolth, and weldng of small grans to form larger glassy agglutnates 
n the lunar sol. These agglutnates comprse up to 60 percent of the sol and are thus an mportant com-
ponent. These agglutinates also contain nanophase Fe in lunar soils in a concentration that is a reflection 
of the sol maturty. Agglutnates may be synthetcally produced by fuson of smulant partcles and phys-
cally mxed wth a root smulant to form a dervatve.
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5.3.4.3  Additive Component: nanophase Iron.  Nanophase Fe partcles are produced durng 
mpact events from materal that s evaporated and subsequently condensed. The reducng envronment 
of the Moon causes Fe to be reduced to the metallc state n the process, and lunar sols are characterzed 
by nanophase Fe that s typcally embedded n agglutnates and smaller partcles. It s antcpated that 
synthetc producton of agglutnates can be performed n a reducng envronment n order to also produce 
nanophase Fe partcles. Agan, synthetc agglutnates that contan nanophase Fe can be physcally mxed 
wth a root smulant n order to produce a dervatve.
5.3.4.4  Additive Component: Shocked grains.  Meteorte mpact processes have produced sg-
nificant mechanical crushing, shocking, and melting of rock and mineral grains in the lunar regolith. 
Shocked grans behave dfferently n terms of physcal and chemcal propertes compared to unshocked 
grans. Ths feature can be produced by hgh-velocty mpact usng a projectle on a root smulant materal 
or by other means that may produce quantities of shocked material sufficient for simulant use. A derivative 
smulant s formed by addton of shocked materal obtaned from these technques.
5.3.4.5  Additive Component: Solar-Wind Volatiles.  The lunar regolth has been exposed to the 
solar wnd over the geologc hstory of the Moon. The churnng acton of meteorte mpacts has served to 
perodcally expose new sol grans to the solar wnd. Concentraton of mplanted solar-wnd speces s 
expected n the subsurface layers of grans that have been exposed n ths way. Ion speces can lkewse 
be mplanted nto terrestral or synthetc mnerals and glasses, then physcally mxed wth a root smulant 
to form a dervatve.
5.3.4.6  Additive Component: Dust Fraction.  The three man types of partcles found n the 
smaller sze fracton (below 50 µm) of the lunar regolth should be reproduced n SLRS materals. These 
three partcle types nclude (1) glass fragments of average composton found n lunar samples, (2) mn-
eral fragments representatve of the major mnerals (olvne, plagoclase, pyroxene, opaque mnerals), and 
(3) glass mcrospheres. The addton of these components n an SLRS materal may be accomplshed by 
further milling or grinding of a root SLRS and/or may require the synthesis of specific components. In 
order to obtan reduced surfaces, the preparaton of these smulants should nclude the fracture of such 
materals under nonoxdzng atmospheres or vacuum. Both the materals used and preparaton methods 
should be standardzed to elaborate reference materals wth known characterstcs.
5.3.4.7  Additive Component: Minerals.  The bulk chemstry and mneralogy of the lunar regolth 
s compostonally more restrcted than terrestral materals, but the envronmental condtons under whch 
t formed are unque to the Moon. For those reasons, basaltc and anorthostc root smulants can only 
address the basc bulk chemstry of lunar materals. The addton of mneral and glass components has been 
dscussed; .e., usng a low-T basalt as a root smulant and targetng a lunar sol wth a hgher T content by 
addton of lmente. As llustrated n tables 13 and 14, a root smulant can be used and a target sol compo-
ston can be obtaned by addng mneral separates. The addton of mneral components, thus, s central to 
the adjustment of chemstry and mneralogy and should be utlzed n generatng dervatve smulants.
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5.4  Consensus Support for Root Simulant Model Versus Alternatives
The 2005 Workshop partcpants were asked to ndcate ther level of support for the root smulant 
model compared to alternatve models. Crtcsms and mprovements of the root smulant model were also 
solcted durng the 2005 Workshop and n the tme snce. The general consensus n response to ths ques-
ton was that the root smulant model s superor n the ablty to target a range of regolth propertes and 
compostons and that a better alternatve was not known.
In breakout sessons, the partcpants concentrated on a proposed lst of root smulants that would 
best acheve the needs of the communty for research and technology development for actvtes that 
perform physcal or chemcal processng of the regolth as well as actvtes that requred attenton to the 
problem of dust. 
The 2005 Workshop dscusson ncluded alternatve vews on ths topc. The propertes requre-
ments matrx used by the workshop attendees postoned lunar surface actvtes aganst materal propertes 
and requred an evaluaton of smulants based on both perspectves. The selecton of smulant materals 
requres an evaluaton of avalable terrestral source materals and ther ablty to address the propertes 
requirements. An alternative view was discussed, namely, the possibility of defining material properties 
followed by a selecton of materals that address each property. The summary of these dscussons was 
that terrestral source materal selecton was conceptually more straghtforward than selecton of multple 
materals that would sequentally address ndvdual propertes. Further dscusson of ths pont should be 
pursued n the future. 
The group nformally approved the root smulant model, and no other alternatve models were 
proposed for further dscusson.
The use of standardzed smulant materals; .e., SLRS materals, as outlned n ths secton was sup-
ported by the group. There was a clear understandng among the partcpants of the need to utlze standards 
n current and future research and technology development programs. Retrospectve vews of hstorcal 
development have revealed insufficient interlaboratory comparisons and missing information regarding 
smulant materals. It was agreed that SLRS materals would serve to elmnate these past problems.
5.5  User Requirements Based on Applications
Attendees of the 2005 Workshop were asked to provde requrements data, based on antcpated 
actvtes and applcatons on the Moon. These data were used to populate the propertes requrements 
matrx from an applcatons perspectve and ranged from actvtes that were prmarly physcal n scope, 
such as excavaton and drllng, to actvtes that were prmarly chemcal n scope, such as volatle extrac-
ton and O2 extracton. The dependence of materal propertes of smulants were ranked as related to these 
actvtes, and has been used to prortze the propertes that are crtcally mportant for smulant develop-
ment for both NASA programmatc as well as user actvtes.
In general, the requirements definitions for the simulant materials have included both the antici-
pated landng stes and the antcpated geologcal materals at those stes as well as materal propertes that 
are crtcal for actvtes that are expected to be performed at these stes. Requrements have been extracted 
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from the current knowledge database as summarzed n the Lunar Sourcebook,14 as well as from other 
published scientific and engineering data related to lunar materials. These requirements are supplemented 
by those identified by users at the 2005 Workshop, with a focus on activities-driven requirements.
Durng the 2005 Workshop, attendees ranked the lunar regolth propertes based on ther expertse 
and assessment of requrements that were crtcal for the development of lunar regolth smulants. Ths 
assessment s summarzed n table 16, appendx B, where the order of mportance s ranked, wth the spe-
cific regolith property and the consensus count of votes obtained using an electronic polling system. This 
polling system also provided for extended input of justification and discussion of the evaluation that took 
place n breakout sessons for actvtes that were prmarly physcal, chemcal, and dust-related n scope.
It should be emphaszed that table 2 contans only those materal propertes of the lunar regolth 
that must be possessed by SLRS materals as determned by expert consensus at the 2005 Workshop. 
According to this consensus, these properties must be duplicated with medium or high fidelity.
Ths rankng has been used for evaluaton of smulant requrements both for short and long term 
smulant development. Inspecton of the rankng reveals that both physcal/geotechncal and chemcal/
mineralogical requirements can be satisfied by selection of simulant source materials followed by pro-
cessng that results n basc root smulant materals. For example, of the physcal requrements, gran sze 
and gran-sze dstrbuton, partcle densty, bulk densty, gran shape, magnetc propertes, and strength 
characterstcs were ranked hghest n the order lsted. For chemcal requrements, the compostonal and 
mneralogcal characterstcs of glass, bulk chemstry, and modal composton were ranked hghest or n 
the order lsted. These requrements are mutually n agreement, so for a gven smulant materal such as 
anorthoste, the densty and compostonal characterstcs are n agreement and not exclusve. Propertes 
that are grain-specific rather than referring to bulk properties have also been ranked higher since bulk 
propertes such as shear strength depend on the degree of assembly of sol partcles n addton to the 
nature of the smulant materal.
The rankng of propertes bears addtonal dscusson based on subsequent developments snce the 
2005 Workshop was held in January 2005. At the time, the knowledge base of the community concern-
ng lunar regolth smulant development was less complete than at the present. The rankng requred an 
assessment of properties that required either medium or high degree of fidelity in simulants compared to 
the lunar regolth. These ranked propertes are ntended to be used for the development of root smulants 
rather than dervatve smulants, and for ths reason, the mportance of agglutnates and nanophase Fe 
appears low n the lst when t s clear that these are crtcally mportant propertes for evaluaton of derva-
tive simulants that have high fidelity compared to the lunar regolith.
From ths evaluaton of requrements, the selecton of a basaltc mare smulant, an anorthostc 
hghland smulant, and a mxed mare and hghland polar smulant could be mplemented and would satsfy 
the ranked lst n table 16, appendx B. Ths rankng also reveals that a mnmum of processng s requred 
n order to produce the hgh-prorty requrements. In partcular, mllng and sevng of the raw smulant 
materal would produce the gran sze and gran-sze dstrbuton propertes. Ths hgh-level rankng of 
propertes s consstent wth a smulant development plan where root smulants are developed usng terres-
tral source materals and are processed by crushng, grndng, and sevng methods to produce the szng 
characterstcs of the lunar regolth. 
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Subordnate physcal and chemcal propertes could be accommodated by development of derv-
atve smulants. For example, mplantaton of solar-wnd components, producton of agglutnates, and 
ncorporaton of nanophase Fe ranked at a lower prorty based on the group assessment. These propertes 
naturally fit into a derivative simulant development scenario and would likely be produced in lesser quan-
tities for specific applications.
5.6  Root Simulant Calculations: Constructing Targeted Simulants From Root Components
Linear least-squares analysis of chemistry data has been used to perform a best fit of proposed root 
smulants compared to target sol compostons. In ths procedure, each root smulant contrbutes to the 
total chemistry budget for an element such as Fe; the best-fit mixture is one that matches all elements in 
the targeted sol composton. Two examples of ths approach are ncluded below. In table 13, an example 
usng root mneral smulants s modeled n a physcal mxture to match an Apollo 16 hghland sample.35 A 
least-squares match s made based on oxde chemstry of each mxed component, and s performed usng 
an olvne of Fo92 composton (a typcal terrestral olvne of composton (Mg1.84Fe0.16S2O4), pure 
anorthte (CaAl2S2O8), and quartz (SO2). Ths least-squares match s made relatve to the bulk chemstry 
of the hghland sample.
As can be seen, t s a smple matter to acheve the Ca content of the target by adjustng the propor-
ton of anorthte alone, but the adjustment of Mg and Fe s controlled by the proporton of olvne, and the 
best match is for Mg rather than for Fe. In general, it is difficult to achieve good matches for Fe and FeO; 
.e., Fe+2 due to the hgher oxdaton state of terrestral source materals, as seen n ths example. The best 
mneral match usng ths example s for a mx of 16 percent olvne Fo92, 78 percent Plagoclase An100, 6 
percent quartz, whch clearly resembles the mneralogy of an anorthoste. Note that some source of SO2 
is required to match the highland chemistry as both olivine and anorthite are deficient in SiO2 and no com-
bnaton can be used to rase the S content. Ths example suffers from two objectons. Frst, the mxture 
of mneral separates does not duplcate the complex textures and lthc features of the lunar regolth. Sec-
ondly, quartz s rare on the Moon and ths mxture would not be representatve of the modal abundance of 
a hghland sol from that perspectve.
A second example illustrates the hypothetical use of lunar simulant JSC–1 in physical mixtures 
with mineral separates obtained from JSC–1 material (table 14). These minerals include ilmenite, olivine, 
a Ca-pyroxene, plagoclase, and basaltc glass. The least-squares match for mxtures of these materals s 
made relatve to a hgh-T Apollo 11 basalt, an Apollo 14 KREEP basalt, and the same Apollo 16 hghland 
anorthosite as used in the previous example. As JSC–1 was selected based on similarity to the Apollo 14 
chemistry, a reasonably good match can be made at 100 percent JSC–1 simulant. For each target, a simple 
match using JSC–1 and a minimum of additional mineral separates is made, and is compared with more 
complex mxtures that acheve better matches as measured by the least-squares parameter Rmn, for whch 
the lowest value s the best match to the target.
This example illustrates that it may be possible to utilize JSC–1 as a root simulant for a specific 
target and that concevably, by extracton of mneral separates and recombnaton wth the parent, t s 
possble to adjust the composton n order to acheve ncrementally better matches. For example, a hgh-
Ti Apollo 11 basalt can be approximated by adding ilmenite from JSC–1 to bulk JSC–1 simulant in the 
amount of 14 parts ilmenite for 86 parts of JSC–1. This approach therefore requires only JSC–1 material 
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as a source but requires efficient separation of material that would inevitably contain impurities and make 
implementation of this approach complicated. Furthermore, the constituent minerals in JSC–1 are of a 
fine grain size, and a large quantity of JSC–1 simulant would be required in order to produce the mineral 
separates. For these reasons, it will be preferable from the standpoint of mineral beneficiation to utilize 
source materals that allow producton of large quanttes of the desred mneral, such as lmente beach 
sands or olvne collected from dunte (an olvne rock).
Ths approach, to date, has not ncluded other factors such as mneral chemstry and gran-sze 
dstrbuton. The more generalzed approach of lnear programmng should be utlzed n order to evaluate 
selecton of root materals based on a set of propertes. The most crtcal comments that can be made con-
cerning existing simulants JSC–1 and MLS–1 is that, while the bulk composition matches discrete Apollo 
compostons, the mneral chemstry s not formally matched n the procedure. It s also necessary to mll 
the smulants n order to acheve the gran-sze dstrbuton of the lunar sols. 
The practcal ssues of root-smulant selecton are dctated by avalable geologcal source materals. 
These source materals should be compostonally smlar to lunar compostons, homogeneous enough to 
allow removal of multitonnage quantities without observing significant variation in chemical and physical 
propertes, be geographcally located n the Unted States, and be actvely mned so that fresh materal can 
be convenently obtaned.
Based on these consderatons, the concept of a root smulant s a materal that n raw form s com-
postonally smlar to the targeted regolth composton and requres a mnmum of further processng n 
order to acheve a match. Ths mnmum processng s antcpated to be mllng and sevng n order to 
match the gran-sze dstrbuton of lunar sols.
81
6.  RECoMMEnDATIon 2: ESTABLISH A PRoCESS FoR DEVELoPMEnT, PRoDUCTIon, 
AnD CERTIFICATIon oF STAnDARD LUnAR REgoLITH SIMULAnT MATERIALS
The producton of SLRS materals wll requre a coordnated effort begnnng wth an evaluaton 
of the quanttes of smulant needed by the scence and engneerng communtes, followed by the selec-
tion of appropriate source materials, and ending with delivery of final standardized simulant products. It 
wll be necessary to acqure materal, perform ntal test screenng, ramp up for producton, characterze 
the materal durng phases of producton, package, store, and dstrbute the smulant to end users. Strct 
qualty control procedures wll be necessary durng all phases of the process. The 2005 Workshop recom-
mended that NASA establshed such a process to guarantee the avalablty of SLRS materals. The fol-
lowng sectons descrbe the recommended actvtes of ths process.
6.1  Estimates of Simulant Quantities needed for Research and Testing
The estmaton of smulant quanttes for plannng purposes s a topc of ongong dscusson. 
Actvtes that are prmarly physcal n scope, such as excavaton and drllng, wll requre test-beds or 
“sand boxes” that can equate up to tens of tons of smulant. Conversely, actvtes that are prmarly chem-
cal n scope, such as volatle extracton, wll lkely requre smaller quanttes of smulant. Intal estmates 
solicited from users have resulted in large estimates, but follow-up dialogue has resulted in significant 
reducton n those estmates, especally as fundng ssues have entered nto the dscusson.
For llustratve purposes, t s helpful to know that 1 ton of smulant represents a cube of materal 
approximately 70 cm (2 ft) on a side, and 10 tons of simulant occupies the space of a typical office desk. 
Note that these volumes may change for materal that s more or less porous than the volcanc ash from 
which JSC–1 has been made (density estimates for this material are 3,000 kg/m3 (187 lb/ft3). When one 
consders the volume of materal that s antcpated for a wde range of applcatons that nclude both 
physcal actvtes such as excavaton and drllng and chemcal processng technques that destructvely 
consume smulant n klogram quanttes, t becomes apparent that quanttes approachng 100 t may be 
necessary for the research and testng communtes.
Activities that will utilize simulants can be classified as either nondestructive or destructive. 
Destructve processes wll clearly requre a fresh batch of smulant for each subsequent test of a process. 
These destructve tests do not necessarly destroy the smulant but may rrevocably change the smulant 
characterstcs. For example, constructon tests ncorporate smulant nto a block usng a bnder so that 
the simulant may be essentially unmodified but is mixed with a foreign material so that it cannot be bro-
ken down and reused as a SLRS materal. Actvtes such as excavaton, drllng, and vehcle testng that 
requre the ntal setup of a test-bed wll requre a large quantty of smulant, and may requre addtonal 
material if the simulant is broken down or modified. It is anticipated that, while technologies are in the 
early stage of demonstration, significant consumption of simulant will take place as techniques are identi-
fied and refined. Thus, it is likely that the largest quantities of SLRS materials are necessary at the begin-
nng of testng programs, but as these programs mature, smaller quanttes wll be necessary based on the 
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assumption that efficient use of material will prevail as flight demonstrations are achieved. It is implicit 
n these dscussons that many processes wll operate on small quanttes of materal n order to acheve 
efficiency of operation on the Moon or Mars.
6.2  Simulant Requirements Definition and Specifications
The development of SLRS materials begins with the definition of simulant requirements. These 
requirements must contain specific information regarding the chemical, mineralogical, physical, and geo-
technical properties that must be addressed in the final simulant product. For example, the requirements 
for a root basalt smulant nclude bulk propertes such as chemstry, mneralogy, gran-sze dstrbuton, 
bulk or relative density, and specific properties such as grain shape and modal composition as a function of 
grain size. The requirements for a given root or derivative simulant must be specific in establishing target 
ranges of values in order to achieve the highest fidelity compared to the target soil. The requirements will 
be used to evaluate canddate geologcal source materals from whch SLRS materals can be produced 
against specification that describe their geological location and exact range of values for each property. 
6.3  Simulant Source Material Selection
Durng the selecton of approprate terrestral materals, t s mportant to consder the chemcal, 
mneralogcal, and physcal materals as mentoned. The selecton of source materals should be performed 
usng a quanttatve analyss method that permts the ncluson of all approprate requrements proper-
tes n order to best match the targeted lunar regolth. Ths procedure s llustrated n secton 5.6, Root 
Smulant Calculatons: Constructng Targeted Smulants From Root Components, but can be expanded to 
nclude matchng of source materals to a target materal by use of a comprehensve set of requrements 
that nclude, for example, compostonal, physcal, and spectral data n the match procedure. Smulants 
can thus be desgned wth dfferng emphases on characterstcs whch allow talorng of the smulant to 
the actvty or landng ste.
Ths procedure ultmately s used to dentfy a geologcal source materal that can be obtaned 
from a rock or mineral deposit or from materials that were mined and purified. Material that is present in a 
geologcal depost must be mned or removed from the quarry. It s desrable to utlze a geologcal depost 
that s actvely mned as ths wll typcally ensure that fresh, unweathered rock and mneral materal s 
chosen and wll mnmze the ncorporaton of altered materal.
Prelmnary dscussons wth mnng companes have been very favorable, and the personnel from 
these companies have demonstrated a commitment in support of NASA’s exploration program.
6.4  Initial Batch Screening and Characterization
Once a geological source for simulant material has been identified, it is necessary to evaluate 
the materal n small test batches for the propertes pror to a full-scale producton run. Ths ntal batch 
screenng s used to determne that the source rock and mneral propertes are as expected f assumptons 
are made about the nature of the materal. Ths batch screenng s used to evaluate the sutablty and 
homogenety of the materal and also to determne what addtonal processng s requred n order to brng 
the smulant n lne wth requrements such as gran-sze dstrbuton. For practcal purposes, t s expected 
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that mllng and sevng of the raw smulant s performed at a faclty near the quarry. All aspects of smu-
lant production must be identified prior to the batch screening stage so that the main production run differs 
only n scale of operaton and does not nsttute dfferent technques that may result n devatons n the 
smulant propertes from the requrements document. Smulant characterzaton technques are outlned n 
secton 6.11, Characterzaton Technques.
6.5  Simulant Production and Characterization
Intal batch testng s necessary to evaluate whether the selected materal s n fact approprate for 
use as a smulant. The materal should be characterzed and processed at ths stage usng the same appro-
prate chemcal, mneralogcal, physcal, and geotechncal technques that wll be used for the producton 
run. An emphass must be placed not only on adherence to requrements propertes but also on determn-
ng the homogenety of the materal at dfferent scales.
The 2005 Workshop discussion included the concepts of simulant grade and the identification of 
bulk grade, technical grade, and research grade simulant. These grades represent increasing fidelity of 
the smulant compared to the lunar regolth. Ths nformaton s covered n secton 6.12, Smulant Grade 
Optons: Bulk Grade, Techncal Grade, and Research Grade.
Once ntal batch testng has been performed and the materal passes the requrements for devel-
opment as a root smulant, a full-scale producton run can be ntated. Durng the man producton run, 
smulant s acqured from the quarry, moved to the mllng faclty, mlled or physcally crushed, and 
further processed n the same manner that was used durng the ntal screenng run. Durng the process-
ng operaton, t s mportant to perform characterzaton of the smulant and to hold the smulant untl 
characterzaton s completed. The smulant batches should be placed n an envronmentally controlled 
holdng area whle physcal, chemcal, and mneralogcal characterzaton methods are used to demon-
strate complance wth the smulant requrements. Smulant samples should be splt for characterzaton 
methods and for archval of smulant removed from the producton run at ths stage. These samples should 
be used to montor smulant homogenety at the producton stage.
The characterzaton methods used at ths stage are ntended to demonstrate complance wth 
requrements and to document homogenety at the scale of producton. Documentaton of actual varabl-
ty n the smulant wll be made at the packagng stage where t s expected that, due to the nature of the 
smulant as a natural sol, varablty wll be observed.
After ths characterzaton step, when t s clear that each batch comples wth the requrements, the 
smulant wll be released for movement to the packagng faclty.
6.6  Simulant Packaging and Characterization
Smulant materal that leaves the processng faclty exsts n large batches for the purposes of 
transportaton. At the packagng faclty, the smulant wll be splt nto smaller batches, homogenzed, and 
samples will be drawn off as the simulant is mixed and allocated for final packaging. Several types of mix-
ng equpment are avalable for homogenzng the smulant pror to packagng. The preferred equpment 
mxes materal n an end-over-end manner and ncludes cone or v-blender equpment. The use of food grade 
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stanless steel mxng equpment, smlar to portable cement mxers, s not as desrable due to contamna-
ton ssues from the stanless steel, but s a convenent method for handlng hundred klogram quanttes 
of smulant and also allows for samplng at ths level. For smulant producton, a trace contamnant of stan-
less steel, typcally at the hundreds of parts per mllon, can be tolerated snce Fe s a major element n the 
mare basalts and nanophase Fe is a desirable component of a high-fidelity simulant material. The samples 
drawn for characterzaton at ths step wll be used to track the actual varablty that remans n the proper-
tes of the smulant. Because the smulant s a natural materal wth a gran-sze dstrbuton lke the lunar 
soil, it is by definition not a homogeneous material. Therefore, it is expected that variability of properties 
wll be observed as the sample sze s contnually reduced. These ssues are well known n the geologcal 
community because of the community’s experience with standard reference rock powders, where these 
reference materials are ground to a fine powder in order to remove chemical variability due to persistence 
of grains that have markedly different chemistry in the fine powder.
Simulant material is placed in the final package for distribution, and characterization samples are 
pulled from the smulant supply at ths step. These samples are used to track the varaton n propertes 
and establish the certificate values for the simulant. Small batches of packaged simulant will share a com-
mon certificate using this sampling technique. Each packaged container will have a label that indicates 
the smulant name wth other descrptve nformaton and that documents the lot and package number n 
the production sequence. The certificate will be provided separately and will serve several purposes. First, 
the certificate identifies the material including a tracking number for identification of the lot and package. 
Second, the smulant s calbrated aganst the master set of requrements n a traceable manner usng the 
characterzaton data. Thrd, the smulant package, whch ncludes the documentaton, forms a qualty 
control lnk that provdes proof of the authentcty of the smulant materal. Ths authentcaton must be 
mantaned by the end user n order to elmnate errors due to labelng and storage n secondary contan-
ers n the test faclty. Due to the powdered nature of the smulant, ths s necessary as dfferent materals 
appear similar after processing. It should be emphasized that the simulant is certified in terms of tracking 
information and characterization data and that this certification also provides proof of authenticity for use 
as a standardzed testng materal. 
6.7  Quality Control of Standard Lunar Regolith Simulant Materials
The precedng sectons emphasze the need to comply wth smulant requrements durng producton 
and the need to obtan a smulant product that s homogeneous to the extent possble for a natural sol.
Lessons learned from experence wth smulant MLS–1 are partcularly mportant wth regard to 
qualty control ssues. The dstrbuted MLS–1 smulant dd not fully match the gran-sze dstrbuton for 
lunar sols and requred addtonal grndng based on gran sze matchng to brng the dstrbuton n lne 
wth the dstrbutons for Apollo sols. Ths hghlghts the need to perform characterzaton at the process-
ng stage before proceedng to the packagng stage.
There are also samplng ssues as hghlghted by chemcal analyss of MLS–1 smulant. The con-
sistency of bulk chemistry for geochemical reference standards depends on a consistent fine grain size. 
Bulk chemcal analyss of small sample populatons of MLS–1 reveal wde varatons at the major and 
trace element level, which reflects improper sampling of material as well as grain size issues. This aspect is 
mportant for standard reference rock powders, where occasonal large grans of an accessory phase cause 
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a spke n concentraton n analyses; e.g., Cr varaton due to modal varatons n chromte. Lkewse, the 
presence of grans of quartz n an anorthoste powder would cause uneven measurements of geotechncal 
propertes that depend on mneral hardness. Homogenzaton s mportant for both physcal and chem-
cal propertes of smulant materals, and t s necessary to address both aspects n qualty control durng 
smulant producton. Ths homogenzaton s ensured for geochemcal reference standards by grndng the 
material to a fine grain size. It is necessary to do this for samples of simulant that have been pulled from 
the production run for chemical analysis. A sample size that is sufficiently large must be used for research 
or engneerng actvtes n order to adequately represent the range of mneralogy n the smulant.
6.8  Curation, Storage, Shelf Life, and Long-Term Monitoring of Standard Lunar  
Regolith Simulant Materials
The smulant materal n packaged form wll requre a program of curaton and storage and a 
mechansm for dstrbuton and trackng of smulant that has been transferred to end users. A curator 
wll have the responsblty of recevng requests for smulant that have been approved by the controllng 
agency and transferrng a smulant package to that ndvdual. The curator also has the responsblty of 
trackng smulant that has been requested and dstrbuted and the responsblty of montorng the status of 
dstrbuted materal f that s necessary.
The smulant must be stored n an envronmentally controlled faclty that has mnmal varaton n 
temperature and humdty. The producton of SLRS materals wll requre qualty control procedures that 
establish adherence to simulant requirements and specifications during processing and during packaging 
for storage and/or dstrbuton to end users. It s mportant to delver a smulant product that contnues to 
comply wth the requrements set forth; thus, there are ssues of complance durng producton and pack-
agng and ssues of mantanablty of the smulant propertes after packng and durng storage. Smulant 
materials contain phases that will react with water vapor. The fine grain-size fraction in particular must 
be kept n an anhydrous state to avod reacton and clumpng of materal. Reacton wth water vapor can 
therefore cause both chemcal and physcal changes to the smulant as both mneralogcal reactons and 
grain size modifications may take place. Because the simulant materials are a physical mixture of a range 
of gran szes, t s also mportant to lmt exposure of packaged smulant to vbraton, whch would cause 
differential grain settling to take place. Technical discussions have suggested that packaging modifications 
would antcpate a degree of settlng and that rehomogenzaton nstructons should be provded to users to 
lmt ths problem.
For these reasons, t s prudent to store smulant materals n clmate controlled facltes that have 
restrcted humdty, temperature, and vbraton condtons. For the root SLRS materals dscussed by the 
2005 Workshop, hghly reactve materal such as nanophase Fe grans would not be n the dstrbuted sm-
ulant. However, dervatve smulants that contan nanophase Fe wll need to have ths materal stablzed 
aganst reacton wth atmospherc water. Ths could be accomplshed by ncorporaton of the nanophase 
partcles wthn glassy materal or by vacuum packagng. The need for a smulant that combnes regolth 
smulant wth water ce for evaluaton of actvtes nvolvng polar regons wll clearly requre that ether 
the user mx regolth wth ce pror to testng or that premxed regolth and ce wll be provded and man-
taned as a frozen mxture for dstrbuton.
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Sensitivity of the SLRS materials to modification by environmental variables is an aspect of simu-
lant curaton and storage that must be montored n an ongong manner. It may be necessary to analyze 
smulant materals after prolonged storage as part of the qualty control regmen n order to demonstrate the 
mantaned complance wth requrements.
6.9  Distribution Issues for Standard Lunar Regolith Simulant Materials
A well-developed plan for the dstrbuton of SLRS materals s mportant. Dstrbuton nvolves 
responsibilities that may span a significant time range and require record keeping for the purposes of 
tracking both simulant packages and end users. Experience with the distribution of JSC–1 has shown that 
lttle s known about whch ndvduals receved smulant, what quanttes were dstrbuted, what quantty 
of orgnal stock remans after 10 yr, and what research actvtes t supports.
The distribution responsibility for JSC–1 has been transferred to different individuals and no formal 
records of dstrbuton exst. Dstrbuton of smulant s conducted by serally drawng materal from master 
batches. Any variation in properties that are identified after distribution cannot be clearly described without a 
complete record of distribution. The absence of such records and lack of traceability for JSC–1 had led to the 
confusion regarding unlabeled batches with unknown origin compared to the original JSC–1 material.
An electronc database offers a convenent soluton to dstrbuton record keepng and matchng 
of smulant to users. Ths database can be used by the curator, the Smulant Scence Advsory Group 
(SSAG), and end users, wth approprate vewng prvleges, for the purposes of trackng and montorng 
smulant use. 
6.10  Safety Issues for Standard Lunar Regolith Simullant Materials
Smulant materals wll nclude a dust fracton that wll nherently be present n all samples. The 
presence of a dust sze component that can become arborne s of partcular concern. The need to match the 
modal composton of the lunar dust requres that dust smulants contan a large concentraton of slcate 
mnerals. The known toxcologcal hazards assocated wth slca dust requre that smlar safety precau-
tons be taken by users of these smulants. Wthout takng approprate precautons, these arborne SLRS 
dust partcles could be dstrbuted throughout expermental facltes, leadng to contamnaton and abra-
son ssues for nstrumentaton and dust ngeston by humans. A dust smulant would, for obvous reasons, 
require greater attention to these issues since the entire simulant will be in the fine size range compared 
to smulants that contan a fractonal percentage of dust. For these reasons, t s antcpated that both dust 
and regolth SLRS materals wll requre a Materal Safety Data Sheet  n order to provde documentaton 
of potental hazards and gude users n smulant use. 
6.11  Characterization Techniques
Characterzaton of SLRS materals s necessary usng physcal, chemcal, and mneralogcal 
methods. To date, the characterzaton of smulant materals has not been mplemented at the same level 
of effort expended to characterze the exstng lunar sample nventory. Indeed, sample processng tech-
niques and analytical methods have been developed specifically for the study of lunar samples owing to 
ther prceless nature and the need to consume as lttle materal as possble durng analyss. Analyss of 
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lunar samples has therefore been almost entrely nondestructve. Methods were calbrated aganst baselne 
measurements on selected materal and then appled more wdely.
Analyss of SLRS materals wll need to be performed usng prmarly bulk chemcal and physcal 
methods but also wll nclude mcroanalytcal technques. Bulk chemcal analyss s used to evaluate the 
chemistry of simulant samples and to reflect the compositional makeup of the simulant material without 
specific information regarding mineralogy. Researchers that need to study processes that occur over dif-
ferent sze scales can use both bulk and mcroanalytcal technques to montor the begnnng of a reacton 
whch lkely begns at the mcroscale and proceeds to larger sample volumes. Falure analyss of a wde 
range of natural and synthetic materials reveals that the physical, chemical, and phase-specific properties 
at the mcroscale determne the falure of, and subsequently, the materal behavor of the bulk sample. It s 
therefore mportant to understand the nature of smulant materals on both the mcroscale and macroscale. 
The analytcal technques are outlned n sectons 6.11.1 through 6.11.5.
6.11.1  Bulk Chemical Analysis
In smlar fashon to the analyss of lunar materals, bulk analyss of smulant materals should be 
analyzed by nondestructve technques f possble. Nondestructve bulk chemstry technques nclude XRF 
spectrometry, whch can be utlzed for major, mnor, and trace element analyss, and also offers the poss-
blty of real-tme analyss durng process montorng. Newer mcrosource x-ray tubes wth a 10- to 50-µm 
spot sze permt a smlar mappng strategy as dscussed for electron-probe mcroanalyss (EPMA). Instru-
mental neutron-actvaton analyss (INAA), whch s nondestructve, and nductvely coupled plasma mass 
spectrometry (ICP–MS), whch requres sample dgeston, can also be used for trace analyss. It s mportant 
to analyze both major and trace element profiles during simulant characterization because the trace element 
abundances can be a senstve ndcator of sample nhomogenety, gran settlng durng processng, and con-
tamnaton from components of the processng equpment.
6.11.2  Mineralogical Characterization
Analyss of smulant materals usng powder XRD s necessary to evaluate the dentty of mner-
als present n the smulant, and can also be used to extract the volumetrc, or modal, abundance of the 
mnerals. Ths nformaton s crtcal n determnng the mneralogy of the smulant and can be coupled 
wth mneral chemstry data obtaned from EPMA to calculate the bulk chemstry of the smulant. Ths 
serves as a comparson wth bulk chemstry and also determnes the nternal consstency of the smulant 
analyss.
Advances in powder XRD include Rietveld analysis, a whole-pattern fitting technique that pro-
vdes a powerful tool for characterzaton of lunar smulants when coupled wth quanttatve phase analy-
sis. Rietveld analysis provides the modal abundance of minerals as well as the cell refinement data that 
forms a fundamental set of characterzaton data for other studes. Real-tme phase and structural changes 
at elevated temperatures can be montored usng a hgh-temperature XRD furnace attachment.
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6.11.3  Physical Characterization Methods
The characterzaton of physcal propertes of smulant materals ncludes geotechncal analytcal 
methods. These methods nclude both bulk methods and methods that evaluate propertes on a per-gran 
analyss of the smulant. Bulk geotechncal methods nclude seve analyss, where the smulant s sepa-
rated nto the gran-sze ranges for comparson wth the gran-sze dstrbuton curves for lunar regolth 
materals. Gran-shape analyss s an evaluaton of the shape factors for grans and requres analyss of the 
materals on a per gran bass. The characterzaton of the maxmum and mnmum vod ratos and the use 
of relatve densty nstead of bulk densty (table 1) s recommended to promote standard comparsons of 
SLRS materals wth the lunar regolth. In addton to characterzng ther consttuents, SLRS materals 
should also be characterzed to compare ther geotechncal behavor to that of the lunar regolth. Therefore, 
the measurement of engneerng propertes such as strength; .e., frcton angle and coheson ntercept, and 
elastic moduli; i.e., Young’s modulus, shear modulus, and Poisson’s ratio, is recommended.
6.11.4  Microanalytical Characterization Methods
Modern analytcal technques brdge the spatal range from “bulk” to “mcroanalytcal” by means 
of mcrosamplng. EPMA has been used to obtan nearly all mneralogcal analyses of returned lunar 
samples. The development of the technque and applcaton to lunar materals represents a mlestone n 
quanttatve mcroanalyss. In addton to mcroanalyss of lunar mnerals, the bulk chemstry of lunar 
samples was obtaned usng EPMA by means of a pont count measurng protocol based on a grd of 
samplng ponts on the polshed sample. As the number of grd ponts was ncreased, both the ndvdual 
mneral chemstry and the bulk chemstry estmates mproved n comparson to baselne bulk chemstry 
techniques. Modern microprobe systems have benefited from numerous improvements in instrumentation 
and automaton n the 35 yr snce Apollo. Current systems can routnely collect dgtal backscattered-elec-
tron and x-ray maps using beam deflection as well as stage point counting methods. Digital images can 
be used for sze analyss n whch dervatve mages are analyzed n order to extract gran-sze and -shape 
measurements. Ths can be coupled wth smultaneous chemcal typng of grans and serves to support 
other bulk measurements made usng geotechncal methods. Ths parallel analyss can readly llustrate 
the need, for example, to perform addtonal grndng of lunar smulant MLS–1 n order to establsh a 
finer grain size fraction and bring the simulant in line with targeted Apollo soil characteristics. In the last 
decade, secondary-on mass spectrometry has been used extensvely to perform trace element analyss of 
lunar materals and can also support lunar smulant characterzaton needs.
6.11.5  Characterization of Dust Simulant
Dust SLRS materials are by definition the fraction of material that is less than 50 µm n sze. The 
characterzaton of ths dust fracton has to date requred technques such as wet sevng or gran-sze 
determnaton usng laser methods. These methods can only be used to characterze dust materals as they 
modfy the materal n the process and are therefore unsutable for producton and separaton of the dust 
fracton. Nondestructve technques wll be requred for dust characterzaton and separaton. Technques 
used n envronmental montorng of arborne partcles nvolvng the rato of charge to mass determna-
ton wll lkely prove to be useful n ths effort. Bulk chemcal methods are expected to be smlar for both 
classes of materal, but mcrochemcal methods such as electron-probe mcroanalyss wll be necessary n 
order to characterze ndvdual grans.
89
6.12  Simulant grade options: Bulk grade, Technical grade, and Research grade
Dscussons by 2005 Workshop attendees ncluded an evaluaton of smulant development usng 
the concept of gradng, smlar to that used for commercally produced chemcal reagent materals. In ths 
system, bulk grade smulants would represent materals that are sutable for prmarly physcal processes. 
Potentially, they would have the lowest fidelity compared to lunar regolith materials but would be least 
expensve to produce and could be made avalable n large quanttes at a lower cost compared to the other 
grades. Techncal grade would represent an ntermedate smulant materal that has been processed to an 
addtonal degree n order to more closely approxmate the lunar regolth and, therefore, would be a mate-
rial with intermediate fidelity. Finally, research grade simulant would represent material that has the high-
est possible fidelity and would most closely approximate or duplicate the properties of the lunar regolith.
6.12.1  Bulk grade option
Bulk grade simulant materials are considered to be those simulants that could be used for scientific 
and engneerng work where the process under consderaton depends prmarly on the physcal propertes 
of the simulant with significantly reduced dependence on chemical properties. For example, excavation, 
drllng, and abrason tests would generally fall under processes that may use bulk grade smulants early 
n ther development. The bulk grade smulants would, n general, not be approprate for evaluaton of 
processes that are chemical in scope, such as volatile extraction or element purification studies that would 
require both the chemical and mineralogical fidelity of simulants to more closely match the lunar regolith. 
It s antcpated that bulk grade materal would be produced n the largest quantty and would requre a less 
rgorous qualty control regmen durng producton. Bulk grade smulant would be most approprate for 
general dstrbuton and, for example, use n the educatonal NASA outreach system.
6.12.2  Technical grade option
Technical grade simulant materials are those simulants that require a higher fidelity of simulation 
of the lunar regolith than bulk grade. Simulants at the technical grade could be used for scientific and engi-
neerng testng where the process under consderaton depends both on the physcal and chemcal proper-
tes of the smulant. The dependence on mneralogcal propertes of the smulant would n general need to 
be evaluated for the process beng studed. It s lkely that techncal grade smulants could be used durng 
the early development stages of studes that evaluate chemcal extracton, where smulant materal would 
be consumed in larger quantities as the techniques are refined. Only when the technique has matured or 
demonstrated efficiency would research grade simulant material be used for final testing. Technical grade 
simulants would, in principle, represent root simulants that have had additional modification, such as the 
addition of microspherical glass and synthetic agglutinates to a root simulant. A modification of this type 
would represent a higher degree of fidelity using a process of physical addition of material at relatively low 
addtonal cost. It s antcpated that techncal grade materal may be produced n a smaller quantty com-
pared to bulk grade and would requre a comparatvely more rgorous qualty control regment durng pro-
ducton. Techncal grade smulant would be most approprate for testng durng maturaton of technques.
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6.12.3  Research grade option
Research grade simulant materials are those simulants that require the highest fidelity of simula-
ton of the lunar regolth compared to bulk and techncal grade. Smulants at the research grade would 
be used for scientific and engineering testing where the process under consideration depends on close 
approxmaton or actual duplcaton of the physcal, chemcal, and mneralogcal propertes of the smu-
lant. Research grade simulants would be used during the final stages of studies that evaluate chemical 
extraction, where simulant material would be consumed in small quantities to demonstrate the final effi-
cency of the technque. Research grade smulants would n prncple represent dervatve smulants that 
may also have additional modifications, such as the physical addition of components such as synthetic 
agglutinates but also may include chemical processing such as modification of the oxidation state of Fe 
n order to duplcate the mneralogy of the lunar regolth. These research grade materals may also be 
comprsed of materals that, n part, make use of samples from the exstng lunar sample nventory, such 
as lunar dust, and would not necessarly represent materal that would be destructvely consumed. The 
research grade smulants would lkely be produced n the smallest quantty compared to bulk and techncal 
grade materals and would requre the most rgorous qualty control regment durng producton. 
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7.  RECoMMEnDATIon 3: DEVELoP A Long-TERM SIMULAnT  
ACQUISITIon STRATEgY 
NASA’s Apollo Program successfully implemented a purposeful policy of selection, standardiza-
ton, and usage of lunar reference smulant materals to develop and test new lunar technologes. Ths 
hstorcal approach should be mplemented by NASA as part of the robotc and human exploraton of the 
Moon, Mars, and beyond. The 2005 Workshop partcpants and the Workshop Scence Advsory Com-
mittee strongly recommend that NASA adopt a specific policy for the acquisition and usage of simulant 
materals for all ts projects of technology development for planetary surface mssons. Such a polcy s 
necessary to correct current trends that wll lead to a prolferaton of nonstandard smulant materals and 
their indiscriminate use. Issues that have not been adequately addressed in the scientific and engineering 
communities are requirement specifications for acceptable standard simulant materials, the continuous 
mprovement of these materals based on new lunar scence data, and the usage of standard materals by 
NASA sponsored projects. Lessons learned from past efforts, workshop dscussons, and subsequent post-
workshop actvtes have led to the recommendatons n the followng paragraphs. Fgure 30 llustrates the 
task structure proposed by NASA/MSFC to realze an effectve SLRS development and acquston based 
on the recommendatons.
7.1  Establish an Advisory group on Simulant Materials
An SSAG should be formally created, charged, and supported by NASA to provide scientific 
expertse on all ssues pertanng to smulatng the characterstcs of planetary materals to be encountered 
by NASA space mssons and to carry out the followng functons:
• Advise on the types of SLRS materials needed to reflect NASA’s chronological priorities as defined in 
the space exploration architecture. At the present time, work on defining lunar simulant materials should 
precede work on Martan smulant materals.
• Advise NASA on the specific requirements for various simulant materials.
• Advse NASA as to the acceptable range of values for each smulant physcal, chemcal and mneralog-
cal property.
• Issue recommendations on which simulants should receive NASA/USGS certification and the use of 
these SLRS materals n NASA sponsored projects.
• Make recommendatons on the mprovement of exstng SLRS materals based on new lunar and Mar-
tan scence data and new nformaton on the lmtatons reported by projects on ther usefulness. 
• Assst NASA n dentfyng potentally new smulant types and forecastng expected user needs requred 
to support future NASA sponsored projects.
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• Assst n the organzaton of workshops on lunar and Mars smulant materals to assess the state of 
research usng lunar and Martan smulants and dssemnate new nformaton.
The SSAG should nclude, but not be lmted to, members wth expertse n planetary scence 
(Moon, Mars, asterods, etc.), development of geochemcal standard reference materals, and materals 
scence. The commttee should meet regularly to perform ts functons and ssue ts recommendatons to 
NASA.
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 Figure. 30.  Acquisition and certification of SLRS materials. This illustration depicts the  
  role of MSFC n coordnatng the tasks requred to make standardzed smulant  
  materals avalable to NASA-sponsored projects. The mportant roles of MSFC  
  partners in this effort are also identified.
7.2  Policies for the Development of Standard Lunar Regolith Simulant Materials
NASA Headquarters management should dentfy the approprate NASA organzaton to lead the 
development, characterzaton, and standardzaton of smulant materals for the Agency. Ths NASA 
organzaton should be responsble for establshng polces related to the procurement, qualty control, 
certification, storage, distribution, and usage of simulant materials for NASA sponsored projects. 
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7.2.1  Requirements for Standard Lunar Regolith Simulant Materials
A requrements document for SLRS materals wll be publshed n conjuncton wth ths TP. The 
data collected and assembled n the smulant materals requrements document represent the present state 
of knowledge and should be updated as that knowledge evolves. The mportance of requrements on spec-
fications for lunar regolith simulants must not be underestimated. Well-designed requirements and specifi-
catons wll allow researchers and technology developers to compare technologes and desgns necessary 
for successful lunar operatons. 
7.2.2  Developmental Research on Selected Simulant Materials 
Several crtcal components of the lunar regolth are not avalable n any exstng smulant mate-
rals; agglutnates, nanophase Fe, solar-wnd volatles, and mcrometer-sze dust partcles. Furthermore, 
these characterstcs are not found n geologcal source materals on Earth. The development of such com-
ponents should be ntated through drected research tasks funded by NASA to establsh the feasblty of 
fabrcaton technques and characterze and valdate the produced materals aganst lunar samples.
7.2.3  Standard Lunar Regolith Simulant Materials Certification Process
NASA should establish an approval and certification process for simulant materials that are needed 
for NASA sponsored projects. Recommended materals should be developed as SLRS to ensure that these 
materals are characterzed approprately pror to beng made avalable to users. Ths process should be 
established in collaboration with the USGS as soon as possible. NASA should require certification for all 
smulant materals developed or recommended for use by NASA sponsored projects. Fnal approval of a 
SLRS materal for use on a NASA sponsored project should be the sole responsblty of NASA.
The development and characterzaton of SLRS materals n multtonnage quanttes should be 
undertaken first, for which, quality control procedures are put in place in order to produce consistent 
smulants wth partcular emphass on homogenety at the approprate scale. Second, the development of a 
lunar dust SLRS materal must be undertaken for specalzed research and testng purposes. Addtonally, 
the same materals chosen to generate SLRS materals; e.g., mare basalt and hghland anorthoste, should 
also be used to produce geochemcal reference powders that are approprate for analytcal calbraton. 
Fnally, an ongong program of glass-formng studes and the producton of mcroanalyss standards for 
EPMA should be pursued.
Collaborative research between NASA (specifically MSFC) and the USGS is already an integral 
part of plannng for smulant development actvtes and the establshment of SLRS materals. USGS stan-
dard reference materials are rock and mineral powders that have been finely ground in order to achieve 
chemcal homogenety and are used as prmary and secondary chemcal standards for analytcal proce-
dures. The expertse that the USGS has attaned n ther long-standng geochemcal standard reference 
materal program s beng utlzed for plannng and development of lunar smulants, for whch the phys-
cal and chemcal propertes of the lunar regolth are mportant to duplcate. The USGS should collaborate 
with NASA to implement the certification of SLRS materials recommended in this report under the guid-
ance of the SSAG. 
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Restrictions and exceptions on SLRS materials should be identified and controlled by the appropriate 
NASA organzaton. 
7.2.4  Quality Control of Standard Lunar Regolith Simulant Materials
NASA is the final authority as to whether a simulant material meets the NASA SLRS specifications 
and whether the smulant materal used s approprate for a NASA-sponsored project. To support ths, 
NASA should establsh a robust smulant materals qualty control process. 
7.2.5  Storage, Distribution, and Reuse of Standard Lunar Regolith Simulant Materials
NASA should set standards for the storage and dstrbuton of materal to be used on NASA-spon-
sored projects. The purpose of the polcy should be to control the chemcal and physcal makeup of the 
smulant materal before t s used to ensure that the smulant materal meets the standards of ts orgnal 
certification.
The mnmzaton of mosture uptake n the smulant materal s an mportant component of the 
storage process. Whle efforts should be taken to produce a materal that has a mnmum absorbed water 
content, the smulant should be stored n a dry, humdty controlled faclty. Procedures such as dryng the 
simulant before use may be required based on other specific issues that become known during simulant 
development.
Once smulant materal s used, ts physcal and chemcal propertes could be affected due to cer-
tan transformaton processes such as crushng, the addton of mosture and/or foregn materals or the 
release of certain volatiles. This transformation of the simulant material may cause a decertification of the 
SLRS materal, makng t napproprate for further use n NASA sponsored projects. 
7.2.6  Use of Standard Lunar Regolith Simulant Materials by nASA-Sponsored Projects
NASA sponsored projects requiring simulant materials should only use SLRS materials certified 
by NASA. Certification and characterization of SLRS materials should be done under the supervision of 
the approprate NASA organzaton and n collaboraton wth the USGS.
NASA should publsh a set of gudelnes as soon as possble to help organzatons needng SLRS 
materals to obtan, store, use, and dspose of these materals.
7.2.7  Use of Standard Lunar Regolith Simulant Materials by non-nASA-Sponsored Projects
Industry and academa organzatons requrng smulant materals are encouraged to utlze SLRS 
materials for their projects. Industry and academia projects wishing to receive NASA certification for their 
simulant are encouraged to coordinate their simulant certification with the NASA organization responsible 
for the certification of simulant materials. Organizations using nonstandard and/or noncertified simulant 
materials may find it difficult to compare their experimental project data and remain on an even footing 
with projects utilizing certified SLRS materials.
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7.2.8  Tracking Standard Lunar Regolith Simulant Material Usage
To support the contnuous development of better smulant materals, t s recommended that NASA 
mantan a database of the types of projects, experments or studes utlzng SLRS materals, the types of 
smulant materals requred and/or used by the project, the expected outcome, and the actual results of the 
project, experment or study. NASA should encourage all NASA organzatons, ndustry, and academa to 
contrbute to ths database.
7.2.9  Procurement of Standard Lunar Regolith Simulant Materials
NASA should encourage ndustry, academa, and Government to establsh relable sources and 
methods for producng SLRS materals that meet NASA and USGS standards. Establshed NASA procure-
ment processes and practces should be utlzed n the procurement of smulant materals from commercal 
sources when practcal. Non-NASA organzatons should be permtted to obtan smulant materals meet-
ing NASA certification from commercial suppliers.
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APPEnDIX A—FInDIngS AnD RECoMMEnDATIonS oF THE 1989 WoRKSHoP  
on PRoDUCTIon AnD USES oF SIMULATED LUnAR MATERIALS
The 1989 Workshop report defined a lunar simulant as “[a]ny material manufactured from natu-
ral or synthetc terrestral or meteortc components for the purpose of smulatng one or more physcal 
and/or chemical properties of a lunar rock or soil.”1 This definition is essentially accurate today, with an 
increased emphasis on root and derivative simulants and the concept of fidelity, and a decreased emphasis 
on the utilization of meteoritic material due to the significant expense of acquiring these materials. The 
prmary dfference, however, s the current exploraton ntatve that has taken smulant ssues and moved 
them to the forefront as the need for standardzed reference materals has more clearly emerged.
The 1989 Workshop recognzed that lunar actvtes wll provde access to a large resource of plan-
etary materals that wll facltate the evolutonary extenson of human presence nto space and that lunar 
ISRU must be developed. It was clearly recognzed that lunar samples are too valuable to be destructvely 
utlzed n support of these technologcal developments and that terrestral smulants must be produced for 
dstrbuton to the research communty. 
The compostonal dfferences between lunar and terrestral materals were hghlghted; e.g., ferrc 
Fe and hydrous phases n terrestral materals, and reduced Fe and anhydrous phases n lunar materals; 
the need to utlze terrestral sources that do not contan hydrous phases and clays was emphaszed. Add-
tonally, the unqueness of lunar materals was attrbuted to the dversty of lunar sol partculates such as 
glassy spheres, angular shards, and mpact-welded agglutnates. 
The propertes of lunar materals that the 1989 Workshop hghlghted as mportant to smulate 
nclude sze dstrbuton, electrostatc and magnetc propertes, geomechancal propertes (strength, den-
sty, etc.), agglutnates wth sngle-doman Fe, chemcal reactvty, bulk chemcal composton, modal 
composton, texture, and the presence of mplanted solar wnd gases.
An actvtes-drven scenaro was used, and a matrx was presented that relates these actvtes to 
the propertes, startng materals, producton methods, and projected amounts of smulant needed.
The compositional needs and potential terrestrial feedstocks for simulants were identified for high-
T mare basalt, low-T mare basalt, KREEP basalt, ferroan anorthoste, and hgh-Mg anorthoste. The 
lunar materals and proposed terrestral source materals are summarzed n table 15. It was recognzed 
that special properties could be approximated with synthetic or modified simulants; e.g., ilmenite with 
no Fe3+, or from meteorites. The production processes identified include crushing and sieving of rocks 
and synthetc glasses, concentratng mnerals from natural and synthetc sources, and generaton of glass 
spheres and agglutnates. Subsequently, synthetc agglutnates were produced at the Unversty of Mn-
nesota by P. Weblen.
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Table 15.  Proposed lunar materals and terrestral feedstocks (1989 Workshop).
Lunar Material Potential Terrestrial Feedstock
High-Ti mare basalt Keweenawan basalt from Duluth, MN
Low-Ti mare basalt Wide variety of Keweenawan basalts, Triassic basalts from eastern U.S., Hawaiian basalts
KREEP basalt Keweenawan basalt
Ferroan anorthosite Anorthosites from Stillwater complex, MT
High-Mg anorthosite Noritic anorthosite from Stillwater complex, MT
Special materials
Meteorites
Synthetics; e.g., ilmenite without ferric iron Fe
Ion-implanted materials
Bulk glasses
The need for a standardized set of simulants was identified and summarized: 
By making adequate amounts of these simulants available, they will become standards through which 
test results can be compared. As standard properties are determined and used, the characterized 
database grows, making the simulants more valuable. There is an urgent need for the characteriza-
tion, validation, and distribution of simulants to be linked in a coordinated way to the production 
of simulants. There is also a need for a dedicated NASA organization to assume responsibility for 
integrating these activities.47
The need to coordnate these actvtes was assgned to NASA; a Smulant Advsory Commttee 
was proposed in order to have oversight responsibility for simulant development, and finally a need for a 
simulant curator was identified.
The key recommendatons reached by the 1989 Workshop were:
• That t s strongly recommended that lunar smulant components be produced and made avalable to 
researchers as soon as possble.
• That NASA should mmedately desgnate a lunar smulant curator and establsh a lunar smulant adv-
sory commttee.
• That every effort should be made to assst the research communty wth approprate knowledge transfer 
concerning the feasibility and design of specific experiments requiring simulants.
The initial production run of JSC–1 was organized subsequent to the 1989 Workshop, and ≈12,000 
kg of smulant was produced and dstrbuted.
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APPEnDIX B—RAnKIng oF LUnAR REgoLITH PRoPERTIES BY ConSEnSUS  
CoUnTS AT 2005 WoRKSHoP
 Table 16. Order of mportance of lunar regolth propertes based on consensus count  
  by the 2005 Workshop attendees.
Order of Importance Lunar Regolith Property Consensus Count
1 Grain property/grain size 20
2 Grain property/grain size distribution 20
3 Physical/particle density 14
4 Chemical property/glass 14
5 Physical/bulk density 13
6 Modal composition/as a function of grain size 12
7 Grain property/grain shape 12
8 Chemical property/bulk 12
9 Grain property/magnetic properties 11
10 Geomechanical property/mechanical/strength/compressive 11
11 Modal composition/total 11
12 Geomechanical property/mechanical/strength/coefficient of friction 10
13 Physical/porosity 10
14 Chemical reactivity/as volatile/soluble mineral 10
15 Implanted solar particles 9
16 Grain property/grain shape distribution 9
17 Electrostatic charging property 9
18 Geomechanical property/mechanical/strength/shear 9
19 Geomechanical property/mechanical/fatigue 9
20 Physical/thermal properties 9
21 Physical/surface area 9
22 Physical/friability 9
23 Geomechanical property/mechanical/strength/grain hardness 8
24 Geomechanical property/mechanical/strength/rheology 8
25 Geomechanical property/mechanical/strength/angle of repose 7
26 Physical/permeability 7
27 Geomechanical property/mechanical/strength/tensile 6
28 Geomechanical property/mechanical/strength/fracture 6
29 Chemical reactivity/from surface damage 5
30 Texture 4
31 Agglutinate-specific property/with single domain iron 3
32 Geomechanical property/mechanical/strength/impact resistance 2
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APPEnDIX C—2005 WoRKSHoP SESSIon ATTEnDEES
Man Abbas .........................................................................................NASA/Marshall Space Flght Center
Davd G. Agrest ..............................................................................Unversty of Alabama at Brmngham
Susan Batste ..............................................................................................Unversty of Colorado, Boulder
Melssa Battler .............................................................................................. Unversty of New Brunswck
Justin Berman ...... U.S. Army Corps of Engneers—Cold Regons Research and Envronment Laboratory
Ernest Berney ..............U.S. Army Corps of Engneers—Envronment Research and Development Center
Manojeet Bhattacharya ....................................................................... Unversty of Alabama n Huntsvlle
Walter Boles ...........................................................................................Mddle Tennessee State Unversty
Ralph W. Bruce .....................................................................................................RWBruce Assocates Inc.
Darryl Calkns ........................................ U.S. Army Cold Regons Research and Envronment Laboratory
Paul Carpenter ........................................................................ BAE Systems/ Marshall Space Flght Center
Edgar Carrasqullo ..............................................................................NASA/Marshall Space Flght Center
James Carter ....................................................................................................Unversty of Texas at Dallas
Alex Chernov ......................................................................... BAE Systems/ Marshall Space Flght Center
Larry Clark .........................................................................................................................Lockheed Martn
Sharon Cobb........................................................................................................................................NASA
Davd Cole .......... U.S. Army Corps of Engneers—Cold Regons Research and Envronment Laboratory
Edwn Ethrdge ...................................................................................NASA/Marshall Space Flght Center
Mke Fske ....................................................................................................Morgan Research Corporaton
Donald Frazer ....................................................................................NASA/Marshall Space Flght Center
Raymond French .................................................................................NASA/Marshall Space Flght Center
Scott Glley ........................................................................................................................Tec-Masters, Inc.
Marty Gustafson .................................................................................................Orbtal Technologes Corp.
Buddy Guynes .....................................................................................NASA/Marshall Space Flght Center
Alberto Hernandez .............................................................................. Unversty of Alabama n Huntsvlle
Alex Ignatev ..............................................................................................................Unversty of Houston
Wllam Kaukler .................................................................................. Unversty of Alabama n Huntsvlle
Russell Kerschmann ......................................................................................NASA/Ames Research Center
Gerald Kulcnsk .....................................................................................................Unversty of Wsconsn
Gary Lofgren .................................................................................................. NASA/Johnson Space Center
Davd Lynch ................................................................................................................Unversty of Arzona
Trygve Magelssen ...........................................................................................................Futron Corporaton
Davd McKay ................................................................................................. NASA/Johnson Space Center
Gregory Meeker .......................................................................................................U.S. Geologcal Survey
Masam Nakagawa .............................................................................................. Colorado School of Mnes
Chuck Owens ................................................. Teledyne Brown Engneerng/Marshall Space Flght Center
Narayanan Ramachandran ...................................................... BAE Systems/Marshall Space Flght Center
Chandra Ray ........................................................................................NASA/Marshall Space Flght Center
Ramana Reddy ...................................................................................................The Unversty of Alabama
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Doug Ryckman ...................................................................................NASA/Marshall Space Flght Center
Krs Romg ..................................................................................................... NASA/Johnson Space Center
Kurt Sacksteder ............................................................................................ NASA/Glenn Research Center
Donald Sadoway .............................................................................. Massachusetts Insttute of Technology
Ronald Schlagheck ..............................................................................NASA/Marshall Space Flght Center
Subhay Sen.............................................................................................................................. BAE Systems
Angela Shelds ....................................................................................NASA/Marshall Space Flght Center
Andy Shull ................................................................................................................................... Caterpllar
Laurent Sblle ......................................................................... BAE Systems/Marshall Space Flght Center
Thomas Smon ............................................................................................... NASA/Johnson Space Center
Louse Strutzenberg ............................................................................NASA/Marshall Space Flght Center
Lawrence Taylor .....................................................................................................Unversty of Tennessee
Sam Toutanj ....................................................................................... Unversty of Alabama n Huntsvlle
Sandra Wagner ............................................................................................... NASA/Johnson Space Center
Stephen Wlson ........................................................................................................U.S. Geologcal Survey
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APPEnDIX D—gLoSSARY
Agglutinate:  A fragle, rregularly shaped partcle composed of lthc, mneral, and glass fragments 
welded together by glass splashes from mcrometeorte mpacts. Agglutnates are usually less than  
1- to 2-mm dameter. Snce mcrometeorte mpacts affect only the uppermost sol grans, agglutnates 
are an ndcator of surface exposure, or maturty. They also contan mplanted solar-wnd gases such  
as hydrogen.
Angle of repose:  The maxmum angle of slope, measured from horzontal, at whch loose, cohesonless 
materal wll come to rest on a ple of smlar materal. The terrestral angle of repose commonly ranges 
from 33° to 37°.
Anorthosite:  A plutonc rock composed almost entrely of plagoclase feldspar. Plagoclase n terrestral 
anorthoste ranges from sodc andesne to calcc bytownte. However, the lunar anorthoste s nearly 
calcc plagoclase anorthte (CaAl2S2O8) wth compostons close to An95.
Basalt:  A dark, fine-grained, extrusive (volcanic) igneous rock with a low silica content (40–50 percent), 
but rich in iron, magnesium and calcium. Generally occurs in lava flows, but also as igneous intrusions 
known as dkes. Ths term s used to denote both compostonal and textural nformaton.
Beneficiation:  Processes that take an unsorted and unclassified raw material and produce a product that is 
sorted on one or more propertes, such as sze or modal mneralogy, as nput for subsequent processes.
Breccia:  Rock that conssts of coarser fragments or clasts of rock, mneral, or glass, enclosed or contaned 
in a matrix that is of a finer grain size and may be of similar or different material. The conversion from 
soil to rock depends on the degree of lithification.
Bulk density:  Mass of a materal dvded by ts volume, ncludng the volume of pore spaces. The n stu 
bulk densty of lunar sols, as measured n Apollo core samples, ranges from 1.4 to 1.9 g/cm3.
Bulk grade:  Those simulants that could be used for scientific and engineering testing where the process 
under consideration depends primarily on the physical properties of the simulant, with significantly 
reduced dependence on chemcal and mneralogcal propertes.
Cohesion:  Shear strength n a sedment not related to nterpartcle frcton.
Compressive strength:  The maxmum compressve stress that can be appled to a materal before falure 
occurs.
Contingency sample:  Lunar materal sample collected and stored durng Apollo surface mssons n the 
event of a shortened msson.
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Crustal:  Term referrng to materals from the outermost structural layer of the Earth or Moon. The  
crust of the Earth s generally composed of grantc materals on the contnents and basaltc materals  
n the oceans. The crust of the Moon s composed of anorthostc materals n the hghlands and basaltc 
materals n the mara.
Derivative simulant:  Smulant obtaned through processng of a root smulant to acheve a smulant  
of specific properties. Such simulants may contain additive components such as microspherical glass, 
synthetc agglutnates, solar wnd mplanted gases, nanophase ron, sol-ce mxtures, and vapor- 
coated grans.
Devitrification:  Conversion of the glassy texture of a rock to a crystalline texture after solidification.
Downhole:  The term downhole s used to descrbe tools, equpment, and nstrumentaton that are used  
n the wellbore. Downhole can also be appled to the condtons or technques applyng to the well.
Dust Simulant:  Terrestrial material used to replicate the fine size fraction of the lunar regolith; i.e.,  
50-μm particle size).
Family:  A group of smulants wth smlar characterstcs and features.
Fatigue:  Falure of a materal after many repettons of a stress that of tself s not strong enough to  
cause falure.
Ferric iron:  Iron n the +3 oxdaton state (Fe3+); an ron atom that has lost 3 electrons, resultng  
n a +3 electrcal charge.
Ferroan anorthosite:  The mafic minerals in the ferroan anorthosite are relatively enriched in Fe  
compared to hgh-Mg anorthostes. The ferroan anorthostes are more abundant Moon-wde. A smulant 
for lunar ferroan anorthoste may be found n the Stllwater complex, Montana, a layered ntruson that 
also contans an analog for hgh-Mg anorthoste
Fidelity:  (degree of) Descrbes the degree of accuracy wth whch a smulant materal approxmates  
the propertes of planetary materal. Used n ths report n the context of lunar smulant.
Friable:  Easly broken or reduced to a powder (appled to rock or mneral).
glass reduction:  Processng of the metal oxde component of the glassy part of lunar sol. A reducng 
agent such as H2 or C s used to form an ntermedate compound, whch can then be further processed  
to release O2.
High-magnesium anorthosite:  The mafic minerals in the high-Mg anorthosite are relatively enriched  
n Mg compared to ferroan anorthostes. A smulant for lunar hgh-Mg anorthoste may be found n the 
Stllwater complex, Montana, a layered ntruson that also contans an analog for ferroan anorthoste.
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High-titanium mare basalt:  Lunar mare basalts that contan > 9 percent TO2 are classified as high-Ti 
mare basalts.
Highlands:  The lght-colored, older, more cratered lunar terran at hgher elevaton, whch s relatvely 
enrched n calcum and alumnum. These regons are characterzed by a hgher albedo than the Mare 
regons of lower elevatons. They comprse 80 percent of the lunar surface. The hghlands are thought  
to be composed predomnately of anorthoste.
Hydrous phases:  Mneral phases formed as a result of reacton wth water.
Ilmenite:  Ths ron-black mneral s the most abundant opaque mneral found n lunar rocks, mostly n 
mare basalts, and wth compostons near FeTO3. Most lunar lmente contans some Mg (zero to 5-6 
percent MgO by weght). Although terrestral lmente almost always contans some Fe3+, lunar lmente 
contans none. Reducton of ths mneral s beng studed to produce oxygen (see lmente reducton).
Ilmenite reduction:  A method of extractng oxygen from the mneral lmente (FeTO3). A reducng agent 
such as H2, C, etc. s reacted wth the mneral to form H2O or CO, etc., whch can then be separated (by 
electrolyss, for example) nto O2 and reductant, after whch the reductant s recycled to be used n the 
process agan.
Immature:  Characterstc of a sol that has been exposed on the uppermost lunar surface for a relatvely 
short tme (see Maturty).
Implanted solar particle:  Atomic nuclei from the sun (see Solar flare and Solar wind) that impinge on 
grans wth enough energy to become mplanted n the gran surface. The most common nucleon s H2, 
but other useful volatles such as He, C, and N2 are also mplanted.
ISSP:  Acronym for in-flight sustained shockwave plasma. An ISSP reactor at the University of Minne-
sota conssts of a hollow, central cathode radally surrounded by sx anodes. Arc rotaton of 1,000 to 
3,000 rpm maintains the shockwave plasma in a rotating, homogeneous magnetic field. Crushed rock  
s njected n the plasma and partally melted, formng agglutnate-lke products and other glasses.
KREEP:  Acronym for potassum (K), rare earth elements (REE), and phosphorus (P). These elements are 
relatvely enrched n the Fra Mauro regon (Apollo 14 ste) of the Moon. KREEP-rch basalts are also 
enrched n uranum and thorum and beleved to be the last chemcal remnants of the lunar magma ocean 
after the lunar crust formed.
Lithology:  The physcal character (color, structure, mneralogy, and gran sze) of a rock.
Low-titanium mare basalt:  Lunar mare basalts that contan 1.5 to 9 percent TO2 are classified as low-Ti 
mare basalts. See also hgh-T mare basalt and very low-T mare basalt.
Lunar Dust:  The fine size fraction of the lunar regolith with grain size below 50 μm.
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Lunar simulant:  Any materal manufactured from natural or synthetc terrestral or meteortc  
components for the purpose of smulatng one or more physcal and/or chemcal propertes of a  
lunar rock or sol.
Mare:  (Plural: mara) The dark colored, younger, less cratered lunar terran at lower elevaton, that s 
relatively enriched in iron and magnesium. It was formed by basaltic flows during volcanic periods of 
lunar history and exhibits a lower albedo than the surrounding highlands. They comprise ≈20 percent  
of the lunar surface.
Mature:  Characterstc of a sol that has been exposed on the uppermost lunar surface for a relatvely  
long tme (see Maturty).
Maturity:  Relatve length of exposure tme of sol grans on uppermost lunar surface. Whle on the 
surface, grains are exposed to micrometeorite impacts and solar wind and solar flares (see Solar wind and 
Solar flare). Thus, indicators of soil maturity include (1) the concentration of single-domain metallic Fe 
(see Nanophase ron), (2) abundance of agglutnates, and (3) the concentraton of mplanted solar gases 
such as H and He.
Megaregolith:  Frst coned by W.K. Hartman to descrbe that part of the lunar crust that has a varable 
thckness of up to several klometers, sandwched between the surface thn regolth layer of a few meters 
n thckness and the bedrock below.14 Ths layer of fractured bedrock may consst of large (greater than 1 
m) blocks. Some of the inferred properties are different from those of the unconsolidated surficial mate-
ral that has been sampled by the Apollo mssons.
Modal composition:  The mneral abundances n a rock or sol, usually expressed n weght or volume 
percentages. Also referred to as the mode.
Monomict:  Breccas that are composed of a sngle rock type of dfferng szes. 
nanophase iron:  In lunar regolth partcles, sngle-doman nanophase Fe s descrptve of the nanophase 
metallc Fe grans dspersed throughout the glassy phases produced by mcrometeorte mpacts n the 
presence of mplanted solar protons.
olivine:  A slcate mneral that dsplays a sold soluton seres between Mg2SO4 (Forsterte) and  
Fe2SO4 (Fayalte).
oxygen fugacity (fo2):  The partal pressure of O2. Parameter descrbng relatve reducng or oxdzng 
condtons n geochemstry, based on the chemcal potental of oxygen n a gven envronment. Oxygen 
fugacty s a measure of the amount of free or uncombned oxygen that s avalable n an envronment. 
Hgh fO2 descrbes oxdzng condtons and low fO2 descrbe reducng condtons.
Permeability:  Capacity of a porous rock or soil for transmitting a fluid (gas or liquid).
Plagioclase:  A feldspar mneral whch dsplays a sold soluton seres between NaAlS3O8 (albte, abbrev-
ated Ab) and CaAl2S2O8 (anorthte, abbrevated An). Compared to terrestral plagoclases, the lunar 
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plagoclases are more calcc and less dverse. Plagoclase found n mare regons ranges from 74 to 98 
mole percent An compared to Ab. Hghland plagoclases are more calcc, rangng from percent An 90  
to 99. Most of the whte materal observed n lunar rocks s plagoclase.
Polymict:  Breccas whch are composed of rocks from dfferent sources. 
Porosity:  Percentage of the bulk volume of a rock or sol occuped by nterstces.
Pristine:  Lunar hghlands samples that have the hghest Mg/Fe ratos and Ca/Na ratos, and so are dstnct 
n terms of ther bulk and mneral chemstry. 
Pyroclastic:  Pertanng to clastc rock materal formed by volcanc exploson. Lunar pyroclastc deposts 
often consist of glass spheres, thought to be formed in a fire fountain.
Pyroxene:  A group of slcate mnerals havng the general formula ABS2O6 where A= Ca, Na, Mg, or 
Fe2+ and B= Mg, Fe2+, Fe3+, Cr, Mn, or Al, wth S partly replaced by Al. 
Regolith:  The layer or mantle of fragmental, ncoherent, unconsoldated rocky materal that overles 
bedrock. Ths layer s consdered to be 4- to 5-m thck n the mare regons, but may average about 10  
to 15 m n older hghland regons. The regolth layer overles the materal referred to as megaregolth.
Research grade:  This term is used to denote the highest fidelity of SLRS materials that would most 
closely duplicate the lunar regolith. Detailed specifications for research grade simulant materials will  
be defined in the NASA simulant requirements documentation.
Rheology:  Deformation and flow of matter.
Root simulant:  Term introduced by James Carter of the University of Texas at Dallas to describe the 
collecton and development of basc materals for the development of smulant materals for the Moon 
and eventually Mars. Basc root stmulants wll be useful for many purposes ncludng the develop-
ment and testng of a varety of planetary surface systems. Dervatve smulants (branches from the 
root) can be derved from the root smulant. These derved smulants may contan mcrosphercal 
glass, synthetc agglutnates, solar wnd mplanted gases, nanophase metallc Fe, sol-ce mxtures, 
and vapor-coated grans.
Shear strength:  Resstance of a body to shear stress.
Simulant:  See Lunar smulant.
Soil:  Lunar sol s the porton of the regolth havng grans <1 cm n sze.
Solar flare:  Nucle sporadcally ejected from the Sun that strke the lunar surface at wth energes of 1–
100 MeV per nucleon and penetrate about l mm into regolith grains. Nuclei in the Fe group (Z=18 to 28) 
can leave tracks in silicates. The solar flare proton flux striking the Moon averaged for those protons >10 
MeV over 1 m.y. is about 100 per cm2/s. 
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Solar wind:  Nucle, mostly protons (hydrogen), wth –10 percent alpha partcles (helum), ejected from 
the Sun that strike the lunar surface at approximately 1 KeV per nucleon and penetrate only approxi-
mately 100 Å into regolith grains. The proton flux is about 108 per cm2/s.
Surface area:  The area of the outer surface of grans. For a bulk partculate sold, surface area ncreases  
as gran sze decreases. Gran shape, pore sze, and chemcal actvty are also factors. Quanttatve values 
for surface area vary wth the method used to measure t (a matter of scale). Methods that measure par-
tcle or pore sze cannot be compared wth surface areas measured by the amount of gas that can be 
absorbed as a monolayer.
Technical grade:  Smulant materals developed for a more general use such as excavaton and drllng. 
Systems requiring this type of simulant material may not have or need the high fidelity required of a 
volatle extracton experment.
Tensile strength:  Maxmum appled tensle stress that a body can wthstand before falure. Tensle stress 
s the stress that tends to pull a body apart.
Titanomagnetite:  Mneral sold soluton seres between magnette Fe3O4 and ulvospnel Fe2TO4. These 
compostons represent varable amount of Fe3+ n the magnette component, and are present only n 
terrestral materals.
Trafficability:  The ablty of a sol to support a vehcle and to provde tracton for movement. 
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